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B.1
Parameter values

Table B.1: PIXIT

	Parameter name
	Description
	Type
	Default value
	Supported value

	Px_ArbitraryValueFor_gr
	Arbitrary value for gr
	charstring
	";gr=urn%3Auuid%3Af81d4fae-7dec-11d0-a765-00a0c91e6bf6"
	

	px_AssociatedTelUri
	TEL URI for the user
	charstring
	 Set as record 3 in EFIMPU as defined in TS 34.229-1[5]
	TEL URI

	px_AuthAMF
	Authentication Management Field (16 bits).
	bitstring (16)
	'0000000000000000'B
	The value shall be different from '1111 1111 1111 1111'B (AMFresynch)

	px_AuthK
	Authentication Key (128 bits)
	bitstring (128)
	'01011110010010101011001101011000100100010011011101011101001010101110111010000001001011100110011111000011000010011010011000101001'B
	

	px_AuthN
	Length of Extended value

min 31, max 127 (TS 34.108 cl. 8.1.2)
	integer
	127
	

	px_AuthRAND
	Authentication / Random challenge (128 bits)
	bitstring (128)
	'01010101…01'B
	

	px_BearerInfo1
	Initial Bearer to be used
	integer
	1
	

	px_BearerInfo2
	Bearer to be used for Secondary PDP Context
	integer
	2
	

	px_CalleeUri
	URI of Callee, send in INVITE
	charstring
	"sip:User-B@3gpp.org"
	

	px_CalleeContactUri
	URI to be used to contact Callee
	charstring
	"sip:User-B@3gpp.org"
	

	px_CellId
	UTRA or EUTRA cell Id
	charstring 
	'”0010100010000001”
	See TS 24.229 clause 7.2A.4.3

	px_CiphAlgo_Def
	Ciphering Algorithm
	CiphAlgo
	nociph
	enumerated type: des_ede3_cbc, aes_cbc or nociph

	px_CS_emergency_call_RAT
	RAT used for CS Emergency calls
	RANTech
	UTRA_FDD
	enumerated type: GERAN, 

UTRA_FDD,  UTRA_TDD,

EUTRA_FDD,

EUTRA_TDD,
C2K_1xRTT

	px_DHCPServer_IPAddr
	IP address of DHCP server

(in v4 or v6 format)
	IPAddr
	"10.122.11.33"
	

	px_DNS_DomainName
	DNS server fully qualified domain name (FQDN)
	charstring
	"dnsserver.3gpp.org"
	

	px_DNSServer_IPAddr
	IP address of DNS server

(in v4 or v6 format)
	IPAddr
	"10.122.11.33"


	

	Px_FeatureParamValue
	Feature Parameter Value
	charstring
	"+g.3gpp.app_ref="urn%3Aurn-xxx%3A3gpp-service.ims.icsi.mmtel"
	

	px_HomeDomainName
	Home Domain Name.

When using anISIM it is set to the same value as EFDOMAIN.

When not using ISIM just USIM the home domain name is derived from px_IMSI (preceded by ‘sip:’)
	charstring
	 As defined in TS 34.229-1 [5]
	

	px_InviteToTag
	Value of the tag in the To header related to Invite
	charstring
	"abc-InviteToTag"
	

	px_IPSecAlgorithm
	Integrity Algorithm
	IntAlgo
	hmac_md5_96
	enumerated type; hmac_md5_96, hmac_sha_1_96

	px_Opaque
	String of data, specified by the server, which should be returned by the client unchanged in the Authorization header of subsequent requests with URIs in the same protection space.
	charstring
	"5ccc069c403ebaf9f0171e9517f40e41"
	

	px_P_CSCF_DomainName
	P-CSCF fully qualified domain name (FQDN) 

When an ISIM is used this is set to the same value as the content of EFP-CSCF.
	charstring
	As defined in TS 34.229-1 [5]
	

	px_P_CSCF_DomainName_2
	Additional P-CSCF FQDN (Full Qualified Domain Name) for special tests
	charstring
	"pcscf2.3gpp.org"
	

	px_P_CSCF_DomainName_3
	 Additional P-CSCF FQDN (Full Qualified Domain Name) for special tests
	charstring
	"pcscf3.3gpp.org"
	

	px_P_CSCF_IPAddr
	IP address of P-CSCF 

(in v4 or v6 format)
	IPAddr
	"10.122.11.33"
	

	px_P_CSCF_IPAddr_2
	Additional P-CSCF IPaddress for special tests

(in v4 or v6 format)
	IPAddr
	"10.122.11.34"
	

	px_P_CSCF_IPAddr_3
	 Additional P-CSCF IPaddress for special tests

(in v4 or v6 format)
	IPAddr
	"10.122.11.35"
	

	px_Pcscf
	P-CSCF fully qualified domain name that resolves to the IP address of SS
	charstring
	"pcscf.3gpp.org"
	

	px_PeerUE_IPAddr
	IP address of peer UE 

(in v4 or v6 format)
	IPAddr
	"10.122.11.55
	

	px_Port_pc
	Protected Client port at the SS (simulated P-CSCF)
	integer
	5061
	

	px_Port_ps
	Protected Server port at the SS (simulated P-CSCF)
	integer
	5062
	

	px_Port_ps_NoSec
	Unprotected Server port at the SS (simulated P-CSCF)
	integer
	5060
	

	px_Private_UserId
	Private User Identity.

When usingan ISIM this is set to the same value as EFIMPI.

When ISIM is not used just USIM the private user identity is derived from px_IMSI .
	charstring
	As defined in TS 34.229-1 [5]
	

	
	


	
	
	




	px_PublicUserIdentity1
	Public User Identity.

It is set to the same value as the first record in  EFIMPU.
	charstring
	As defined in TS 34.229-1 [5]”
	

	px_PublicUserIdentity2
	It is set to the same value as the second record in  EFIMPU.


	Charstring
	As defined in TS 34.229-1 [5]
	

	px_PublicUserIdentity3
	It is set to the same value as the third record in  EFIMPU.


	Charstring
	As defined in TS 34.229-1 [5]
	

	px_RANTech
	RAN Technology
	RANTech
	UTRAN_FDD
	enumerated type: GERAN, 

UTRA_FDD,  UTRA_TDD,

EUTRA_FDD,

EUTRA_TDD

	px_RegisterExpiration
	Value (in seconds) of the “expires” parameter in the Contact header
	charstring
	"600"
	

	px_RSeqNumFor183
	Value in the RSeq header in 183 Session in Progress (value between 1 and 2**32 – 1)
	integer
	1
	

	px_Scscf
	S-CSCF fully qualified domain name that does not resolve to the IP address of SS
	charstring
	"scscf@3gpp.org"
	

	px_SS_SipUri
	SIP URI with IP Address or FQDN of SS (simulated P-CSCF)
	charstring
	"sip:pcscf.3gpp.org"
	

	Px_TempGRUUForUE
	Temporary GRUU for UE
	charstring
	"sip:tgruu.7hs==jd7vnzga5w7fajsc7-ajd6fabz0f8g5@"
	

	px_ToTagRegister
	Value of the tag in the To header
	charstring
	"abc-ToTag"
	

	px_ToTagSubscribeDialog
	Value of the tag in the To header related to Subscribe
	charstring
	"abc-SubscribeToTag"
	

	Px_UEInstanceId
	UE Instance Identity
	charstring
	"<urn:uuid:00000000-0000-1000-8000-000A95A0E128>"
	

	px_UE_IPAddr
	IP address assigned to UE 

(in v4 or v6 format)
	IPAddr
	"10.122.11.145"
	

	px_UeWithSIM
	UE has a SIM inserted
	boolean
	false
	

	px_TestAutomation
	If set, MMI commands are sent to the MMI port instead to a pop-up window 
	boolean
	false
	

	px_psi_SMSC
	The Public Service Identity of the SMSC this is set to the same value as the first record in EFPSISMSC as defined in TS 31.121 [XX].
	Charstring
	As defined in TS 34.229-1 [5]
	

	px_SMSC_addr
	Short message service centre address.

When ISIM is used this is the same value as the “TP Service Centre Address” field in EFSMSP.
	Charstring
	As defined in TS 34.229-1 [5]
	

	px_MO_SMS_defined
	Indicates whether the test suite should use the px_MO_SMS parameter
	boolean
	false
	

	px_MO_SMS
	The MO SMS expected from the UE.
	Octetstring
	
	Has to be a valid format.

TP-MTI=’01’B (SMS-SUBMIT)

	Px_MT_SMS_defined
	Indicates whether the test suite should use the px_MO_SMS parameter
	boolean
	false
	

	px_MT_SMS
	The MT SMS that has to be sent by the SS.
	Bitstring
	
	Has to be a valid format.

TP-MTI=’00’B (SMS-DELIVER)


B.1.1
SDP parameters for MT call test case

This clause contains parameters to describe one to three media that the SS will propose to the UE in the INVITE Request. This information shall be compatible with the UE's capabilities.

Table B.2: SDP parameters for MT call

	Parameter name
	Description
	Type
	Default value
	Supported value

	px_NumberOfMedia
	Number of media description
	integer
	1
	1, 2, 3

	For each media description, the following parameters shall be supplied:

	px_Media
	Media type
	charstring 
	“audio”
	audio, video, text, application, message

	px_MediaPort
	Transport port to which the media stream is sent
	integer
	49230
	Integer within the range 49152 - 65535

	px_Proto
	Transport protocol
	charstring 
	“RTP/AVP”
	UDP, RTP/AVP, RTP/SAVP, TCP, RTP/AVPF, TCP/TLS

	px_FmtNumber
	Number of Media format description
	integer
	3
	

	px_FmtValues
	Value of each media format description (in a comma separated list)
	charstring 
	“96, 97, 98”
	

	px_Bandwidth
	Bandwidth value for b=AS (only if
RTP/RTCP is used)
	integer
	75
	

	px_RS_Bandwidth
	Bandwidth value for b=RS (only if
RTP/RTCP is used)
	integer
	75
	

	px_RR_Bandwidth
	Bandwidth value for b=RR (only if
RTP/RTCP is used)
	integer
	75
	

	px_AttribNumber
	Number of attribute ("a=") lines (excluding 'curr' and 'des' lines)
	integer
	4
	

	px_AttribValues
	Value of each of the attribute lines, excluding 'curr' and 'des' lines (in a comma separated list).
	charstring
	“rtpmap:96 L8/8000, rtpmap:97 L16/8000, rtpmap:98 L16/11025/2, maxptime:80”
	

	px_LocalDir
	Direction tag for desired local resource 
	charstring
	“sendrecv”
	sendrecv, send, recv

	px_RemoteDir
	Direction tag for desired remote resource
	charstring
	“sendrecv”
	sendrecv, send, recv


B.2
MMI questions

Table B.3 requests additional information needed for the execution of the  MMI commands used in the ATS.

Table B.3: MMI questions

	Required information for MMI question

	Please REGISTER IPv4

	Please REGISTER IPv6

	Please make a Call

	Please release the Call

	Please switch off the UE

	Please switch on the UE

	Please configure UE to initiate a Dedicated PDP Context

	Please configure UE to initiate P-CSCF Discovery via PCO

	Please configure UE to initiate P-CSCF Discovery via DHCP

	Please de-REGISTER

	Please initiate emergency call

	Please accept MTSI call

	Please initiate a text session

	Please invite user  to  conference call

	Please add a video stream

	Please remove a video stream

	Please insert ISIM matching px_P_CSCF_IPAddr of Home PLMN while in VPLMN

	Please trigger UE to send an SMS

	Please subscribe for MWI (Message Waiting Indication)

	Please invite a new user to your conference

	Please terminate previous sesssion

	Please release the Conference Call

	Please activate Originating Identification Presentation

	Please deactivate Originating Identification Presentation

	Please activate Originating Identification Restriction

	Please deactivate Originating Identification Restriction

	Please activate Terminating Identification Presentation

	Please deactivate Terminating Identification Presentation

	Please activate Terminating Identification Restriction

	Please deactivate Terminating Identification Restriction

	Please activate Communication Forwarding Unconditional

	Please deactivate Communication Forwarding Unconditional

	Please activate Communication Forwarding on non Reply

	Please deactivate Communication Forwarding on non Reply

	Please activate Communication Forwarding on Busy

	Please deactivate Communication Forwarding on Busy

	Please activate Communication Forwarding on Not Logged-In

	Please deactivate Communication Forwarding on Not Logged-in

	Please activate Communication Forwarding on Not Reachable

	Please deactivate Communication Forwarding

	Please activate Incoming Communication Barring

	Please deactivate Incoming Communication Barring

	Please activate Anonymous Communication Rejection

	Please deactivate Anonymous Communication Rejection

	Please activate Communication Barring for roaming

	Please deactivate Communication Barring
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