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<Start of first modified section>
Table 11.2.1.3.3-4: Message DEACTIVATE EPS BEARER CONTEXT REQUEST (step 13, Table 11.2.1.3.2-1)

	Derivation path: 36.508 table 4.7.3-12 and table 4.6.1-8 with condition and condition NETWORK-INITIATED

	Information Element
	Value/Remark
	Comment
	Condition

	EPS bearer identity
	Default EBId-2
	Same value as in ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST of step 3
	

	ESM cause
	00100100
	regular deactivation 
	


----

11.2.2
Emergency bearer services / Normal cell / LIMITED-SERVICE / Attach / NAS security mode control EIA0 / PDN connect 

11.2.2.1
Test Purpose (TP)

(1)

with { UE in EMM-DEREGISTERED.LIMITED-SERVICE state }

ensure that {

  when { UE is requested to make an outgoing emergency call }

    then { UE transmits an ATTACH REQUEST message }

     }

11.2.2.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.2.2.3.2, 5.5.1.2.2, 5.5.2.1 and 6.5.1.2.
[TS 24.301, clause 5.2.2.3.2]

The UE shall initiate an attach or combined attach procedure when entering a cell which provides normal service.
The UE may initiate attach for emergency bearer services.
[TS 24.301, clause 5.5.1.2.2]

In state EMM-DEREGISTERED, the UE initiates the attach procedure by sending an ATTACH REQUEST message to the MME, starting timer T3410 and entering state EMM-REGISTERED-INITIATED (see example in figure 5.5.1.2.2.1). If timer T3402 is currently running, the UE shall stop timer T3402. If timer T3411 is currently running, the UE shall stop timer T3411. 
...
The UE shall send the ATTACH REQUEST message together with a PDN CONNECTIVITY REQUEST message contained in the ESM message container information element to request PDN connectivity.

If UE supports A/Gb mode or Iu mode or if the UE wants to indicate its UE specific DRX parameter to the network, the UE shall include the UE specific DRX parameter in the DRX parameter IE in the ATTACH REQUEST message.

If a valid NAS security context exists, the UE shall integrity protect the ATTACH REQUEST message combined with the PDN CONNECTIVITY REQUEST message. When the UE does not have a valid NAS security context, the ATTACH REQUEST message combined with the PDN CONNECTIVITY REQUEST message is not integrity protected.

[TS 24.301, clause 5.5.2.1]

...

After the completion of application for which the emergency services were invoked, in order to regain normal services, a UE attached for emergency bearer services may perform a detach procedure, followed by a subsequent re-attach, if the UE moves to a new cell that provides normal service.

[TS 24.301, clause 6.5.1.2]
When the PDN CONNECTIVITY REQUEST message is sent together with an ATTACH REQUEST message, the UE shall not include the APN.
11.2.2.3
Test description

11.2.2.3.1
Pre-test conditions

System Simulator:

-
Cell A
-
The PLMN is defined in Table 11.2.2.3.1-1.

Table 11.2.2.3.1–1: PLMN identifier

	Cell
	PLMN name

	A
	PLMN4


UE:
-
The UE is equipped with a USIM containing default values except for those listed in Table 11.2.2.3.1-2.

Table 11.2.2.3.1–2: USIM configuration

	USIM field
	Priority
	Value
	Access Technology Identifier

	EFIMSI
	
	The HPLMN (MCC+MNC) of the IMSI is set to PLMN1.
	

	EFFPLMN
	
	PLMN4
	 

	EFPLMNwAcT
	1
	Default
	 E-UTRAN

	EFOPLMNwACT
	1
	PLMN1
	 E-UTRAN

	EFHPLMNwAcT
	1
	PLMN1
	 E-UTRAN


Preamble:

-
The UE is Switched OFF (State 1) according to [18].
11.2.2.3.2
Test procedure sequence
Table 11.2.2.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Power on the UE.
	-
	-
	-
	-

	2
	Wait 60s for the UE to camp on Cell 1 as an acceptable cell.
	-
	-
	-
	-

	3
	Make the UE attempt an IMS emergency call
	-
	-
	-
	-

	4
	Check: Does the UE transmit an ATTACH REQUEST message to attach for emergency bearer services, together with a PDN CONNECTIVITY REQUEST message for emergency bearer services?
	-->
	ATTACH REQUEST

PDN CONNECTIVITY REQUEST
	1
	P

	-
	EXCEPTION: In parallel to the event described from step 17 to 29 (generic UE registration procedure step 16) below the procedure for IMS signalling in the U-plane specified in table 11.2.2.3.2-2 takes place. (Note 1)
	-
	-
	-
	-

	5-17
	Steps 2 to 4 and 7 to 16 of the generic UE registration procedure (TS 36.508 4.5.2.3-1) are executed to successfully complete the attach request procedure. (Note 1)
	-
	-
	-
	-

	18-25
	Steps 6 to 10a1 of the generic radio bearer establishment procedure (TS 36.508 4.5.3.3-1) are executed.
	-
	-
	-
	-

	Note 1: The exception step in table 11.2.2.3.2-1 supersedes the IMS exception step prior to step 16 in TS 36.508 table 4.5.2.3-1.


Table 11.2.2.3.2-2: Parallel behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	
	Emergency session setup procedure according TS 34.229-1 [35]. Details FFS.
	-
	-
	-
	-


11.2.2.3.3
Specific message contents
Table 11.2.2.3.3-1: ATTACH REQUEST (Step 4, Table 11.2.2.3.2-1)
	Derivation Path: 36.508, Table 4.7.2-4

	Information Element
	Value/remark
	Comment
	Condition

	EPS attach type
	'0110'B
	EPS emergency attach
	

	ESM message container
	PDN CONNECTIVITY REQUEST message to request PDN connectivity to an emergency PDN
	
	


Table 11.2.2.3.3-2: PDN CONNECTIVITY REQUEST (Step 4, Table 11.2.2.3.2-1)
	Derivation Path: 36.508, Table 4.7.3-20

	Information Element
	Value/remark
	Comment
	Condition

	Request type
	'0100'B
	 emergency
	


<End of modified section>
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