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NOTE 2:
To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause nunber. For example for AM RLC test case 7.2.3.13 the FDD and TDD branches can be identified by "7.2.3.13 FDD" and "7.2.3.13 TDD".

Table 4-1: Applicability of tests and additional information for testing
	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT

	
	IDLE MODE
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.1.1.2
	PLMN selection of "Other PLMN/access technology combinations" / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	


<< Part of table skipped here >>

	
	
	
	
	
	pc_eTDD
	

	13
	Multi-layer Procedures
	
	
	
	
	

	13.1.1
	Activation and deactivation of additional packet radio bearer in E-UTRA
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.1.2
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with redirection / MO call
	Rel-8
	C48
	UEs supporting E-UTRA and UTRA and CS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.1.3
	Call setup from E-UTRAN RRC_CONNECTED / CS fallback to UTRAN with redirection / MT call
	Rel-8
	 C84
	UEs supporting E-UTRA and UTRA and CS fallback and speech and PS domain services and CS domain services simultaneously
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.1.4
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with Handover / MT call
	Rel-8
	  C81
	UEs supporting E-UTRA and UTRA and CS fallback and Feature Group Indicator 8 and speech and PS domain services and CS domain services simultaneously
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.1.5
	Call setup from E-UTRAN RRC_CONNECTED / CS fallback to UTRAN with Handover / MO call
	Rel-8
	C81
	UEs supporting E-UTRA, UTRA, CS fallback and Feature Group Indicator 8 and speech and PS domain services and CS domain services simultaneously
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.1.7
	Call setup from E-UTRA RRC_IDLE / CS fallback to GSM with redirection / MT call
	Rel-8
	C57
	UEs supporting E-UTRA and GERAN and CS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.1.8
	Call setup from E-UTRA RRC_CONNECTED / CS fallback to GSM with redirection / MO call
	Rel-8
	C60
	UEs supporting E-UTRA and GERAN and CS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.1.9
	Call setup from E-UTRA RRC_CONNECTED / CS fallback to GSM with redirection / MO call
	Rel-8
	C96
	UEs supporting E-UTRA and GERAN and CS fallback and and Feature Group Indicator 10
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.1.X
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with redirection / MT call / UTRAN cell is barred
	Rel-8
	C48
	UEs supporting E-UTRA and UTRA and CS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.2.1
	RRC connection reconfiguration / E-UTRA to E-UTRA
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.3.1.1
	Intra-system connection re-establishment / Radio link recovery while T310 is running
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.3.1.2
	Intra-system connection re-establishment / Re-establishment of a new connection when further data is to be transferred
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.4.1.2
	Inter-frequency mobility / E-UTRA to E-UTRA packet
	Rel-8
	C21
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.4.1.3
	Intra-system mobility / E-UTRA FDD to E-UTRA TDD to E-UTRA FDD packet
	Rel-8
	FFS
	FFS
	pc_eFDD AND pc_eTDD
	

	13.4.2.1
	Inter-system mobility / E-UTRA to UTRA packet
	Rel-8
	C36
	UEs supporting E-UTRA and  UTRA and Feature Group Indicator 8 and Feature Group Indicator 22
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.4.3.1
	Inter-system mobility / E-UTRA voice to UTRA CS voice / SRVCC
	Rel-8
	Cnn
	UEs supporting E-UTRA and  UTRA and Feature Group Indicator 7, 8 and 22 and SRVCC and IMS voice
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	


<< Part of specification skipped here >>
Table 4-1a: Applicability of tests Conditions

	C01
IF A.4.1-1/6 THEN R ELSE N/A

	C02
IF A.4.4-2/2 THEN R ELSE N/A

	C03
IF A.4.4-1/1 THEN R ELSE N/A

	C04
IF A.4.4-2/1 THEN R ELSE N/A

	C05
IF A.4.1-1/7 THEN R ELSE N/A

	C06
IF A.4.1-1/3 THEN R ELSE N/A

	C07
IF A.4.1-1/4 THEN R ELSE N/A

	C08
IF A.4.5-1/5 THEN R ELSE N/A

	C09
Void

	C10
IF A.4.5-1/25 THEN R ELSE N/A

	C11
IF A.4.5-1/16 AND A.4.5-1/25 THEN R ELSE N/A

	C12
Void

	C13
IF A.4.1-1/6 AND A.4.5-1/16 AND A.4.5-1/22 THEN R ELSE N/A

	C14
IF A.4.5-1/5 AND A.4.5-1/17 THEN R ELSE N/A

	C15
IF A.4.5-1/3 AND A.4.5-1/7 THEN R ELSE N/A

	C16
IF A.4.5-1/7 THEN R ELSE N/A

	C17
IF A.4.1-1/6 AND A.4.1-1/7 AND A.4.5-1/22 AND A.4.5-1/23 THEN R ELSE N/A

	C18
IF A.4.5-1/3 THEN R ELSE N/A

	C19
IF A.4.5-1/6 AND A.4.5-1/7 THEN R ELSE N/A

	C20
IF A.4.1-1/7  AND A.4.5-1/16 AND A.4.5-1/23 THEN R ELSE N/A

	C21
IF A.4.5-1/13 AND A.4.5-1/25 THEN R ELSE N/A

	C22
IF A.4.4-1/3 THEN R ELSE N/A

	C23
IF A.4.4-1/4 THEN R ELSE N/A

	C24
IF A.4.1-1/3 AND A.4.5-1/16 AND A.4.5-1/26 THEN R ELSE N/A

	C25
IF A.4.1-1/4 AND A.4.5-1/16 AND A.4.5-1/24 THEN R ELSE N/A

	C26
IF A.4.2.1.1-1/1 THEN R ELSE N/A

	C27
IF (A.4.1-1/6 OR A.4.1-1/7) AND A.4.4-1/5 THEN R ELSE N/A

	C28
IF A.4.5-1/1 THEN R ELSE N/A

	C29
IF (A.4.5-1/1 AND A.4.5-1/7) THEN R ELSE N/A

	C30
IF (A.4.5-1/1 AND A.4.5-1/20) THEN R ELSE N/A

	C31
IF (A.4.5-1/1 AND A.4.5-1/7 AND A.4.5-1/20) THEN R ELSE N/A

	C32
IF (A.4.5/7 AND A.4.5/20) THEN R ELSE N/A

	C33
IF A.4.5/20 THEN R ELSE N/A

	C34
IF A.4.4-1/6 AND A.4.4-1/7 THEN R ELSE N/A

	C35
IF A.4.4-1/6 THEN R ELSE N/A

	C36
IF A.4.1-1/6 AND A.4.5-1/8 AND A.4.5-1/22 THEN R ELSE N/A

	C37
IF A.4.1-1/6 AND A.4.4-1/8 AND A.4.5-2/2 THEN R ELSE N/A

	C38
IF A.4.1-1/7 AND A.4.5-1/10 AND A.4.5-1/23 THEN R ELSE N/A

	C39
IF A.4.1-1/6 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5.-1/22 THEN R ELSE N/A

	C40
IF A.4.1-1/7 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5.-1/23 THEN R ELSE N/A

	C41
IF A.4.1-1/4 AND A.4.2.1.1-1/3 THEN R ELSE N/A

	C42
IF A.4.1-1/3 AND A.4.5-1/12 AND A.4.5-1/26 THEN R ELSE N/A

	C44
IF A.4.1-1/3 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5-1/26 THEN R ELSE N/A

	C45
IF A.4.1-1/4 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5-1/24 THEN R ELSE N/A

	C46
IF A.4.1-1/1 OR A.4.1-1/2 AND( NOT A.4.4-1/9) THEN R ELSE N/A

	C47
IF A.4.4-1/2 AND A.4.4-2/1THEN R ELSE N/A

	C48
IF A.4.1-1/6 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C49
IF A.4.4-1/6 AND A.4.4-1/10 THEN R ELSE N/A

	C50
Void

	C51
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/9 AND (A.4.4-1/12 OR A.4.4-1/13 OR A.4.4-1/14 OR A.4.4-1/15) THEN R ELSE N/A

	C52
IF A.4.1-1/4 AND A.4.4-1/16 THEN R ELSE N/A

	C53
IF A.4.4-1/17 THEN R ELSE N/A

	C54
IF A.4.4-1/18 THEN R ELSE N/A

	C55
IF A.4.4-1/19 THEN R ELSE N/A

	C56
IF (A.4.3.2-1/2 OR A.4.3.2-1/3 OR A.4.3.2-1/4 OR A.4.3.2-1/5) THEN R ELSE N/A

	C57
IF (A4.1-1/1 OR A.4.1-1/2) AND A4.1-1/7 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C58
IF A.4.5-1/21 THEN R ELSE N/A

	C59
IF A.4.1-1/6 AND A.4.4-1/5 AND NOT (A.4.2.1.1-1/1) THEN R ELSE N/A

	C60
IF A.4.1-1/7 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C61
IF A.4.1-1/6 AND A.4.1-1/7 AND A.4.5-1/16 AND A.4.5-1/22 AND A.4.5-1/23 THEN R ELSE N/A

	C62
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND A.4.1-1/7 THEN R ELSE N/A

	C63
IF A.4.1-1/1 AND A.4.1-1/2 AND A.4.5-1/13 AND A.4.5-1/25 THEN R ELSE N/A

	C64
IF A.4.4-1/20 THEN R ELSE N/A

	C65
Void

	C66
IF [8]A.1/4 AND A.4.4-1/21 THEN R ELSE N/A

	C67
IF ([8]A.1/1 OR [8]A.1/2) AND A.4.2.1.1-1/1 AND A.4.5-1/8 THEN R ELSE N/A

	C68
IF A.4.4-1/6 AND A.4.4-1/22 THEN R ELSE N/A

	C69
IF A.4.4-1/6 AND A.4.4-1/23 THEN R ELSE N/A

	C70
IF A.4.4-1/24 THEN R ELSE N/A

	C71
IF A.4.2.1.1-1/4 THEN R ELSE N/A

	C72
IF [8]A.1/1 AND A.4.4-1/2 THEN O ELSE N/A 

	C73
IF [8]A.1/1 AND A.4.4-1/2 THEN R ELSE N/A

	C74
IF A.4.4-1/26 THEN R ELSE N/A

	C75
IF A.4.1-1/6 AND A.4.4-1/2 THEN O ELSE N/A

	C76
IF A.4.1-1/6 AND A.4.4-1/2 THEN R ELSE N/A

	C77
IF A.4.1-1/6 AND A.4.5-2/1THEN R ELSE N/A

	C78
IF A.4.1-1/6 AND A.4.5-2/2 THEN R ELSE N/A

	C79
IF A.4.4-1/2 THEN O ELSE N/A

	C80
IF A.4.4-1/2 THEN R ELSE N/A

	C81
IF ([8]A.1/1 OR [8]A.1/2) AND A.4.2.1.1-1/1 AND A.4.5-1/8 AND [8]A.2/1 AND [8]A.3/3 THEN R ELSE N/A

	C82
IF A.4.1-1/6 AND A.4.4-1/2 AND A.4.5-2/1THEN O ELSE N/A

	C83
IF A.4.1-1/6 AND A.4.4-1/2 AND A.4.5-2/1THEN R ELSE N/A

	C84
IF A.4.1-1/6 AND A.4.2.1.1-1/1 AND [8]A.2/1 AND [8]A.3/3 THEN R ELSE N/A

	C85
IF ([8]A.1/1 OR [8]A.1/2) AND A.4.2.1.1-1/1 AND A.4.5-1/8 THEN R ELSE N/A

	C86
IF A.4.1-1/6 AND A.4.4-2/2 AND A.4.4-2/3 AND A.4.4-2/4 THEN R ELSE N/A

	C87
IF A.4.1-1/6 AND A.4.4-2/2 AND A.4.4-2/3 AND A.4.4-2/5 THEN R ELSE N/A

	C88
IF (A.4.2.1.1-1/2 OR A.4.2.1.1-1/3) AND  A.4.2.1.1-1/4  THEN R ELSE N/A

	C89
IF A.4.1-1/7 AND A.4.4-1/29 THEN R ELSE N/A

	C90
IF A.4.1-1/7  AND A.4.5-1/23 THEN R ELSE N/A

	C91
IF A.4.1-1/6 AND A.4.5-1/22 THEN R ELSE N/A

	C92
IF A.4.1-1/3 AND A.4.5-1/26 THEN R ELSE N/A

	C93
IF A.4.1-1/4 AND A.4.5-1/24 THEN R ELSE N/A

	C94
IF A.4.1-1/7 AND A.4.4-1/2 THEN O ELSE N/A

	C95
IF A.4.1-1/7 AND A.4.4-1/2 THEN R ELSE N/A

	C96
IF A.4.5-1/10 AND A.4.1-1/7 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C97
IF A.4.4-1/29 THEN R ELSE N/A

	C98
IF (A.4.4-1/18  AND A.4.4-1/30) THEN R ELSE N/A

	C99
IF A.4.5-1/28 AND A.4.5-1/7 THEN R ELSE N/A

	C100
IF A.4.5-1/29 AND A.4.5-1/7 THEN R ELSE N/A

	C101
IF (A.4.2.1.1-1/1 OR A.4.2.1.1-1/3) THEN R ELSE N/A

	C102
IF (A.4.2.1.1-1/1 OR A.4.2.1.1-1/3 OR A.4.2.1.1-1/4) TEN R ELSE N/A

	C103
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.3.2-1/1 THEN R ELSE N/A

	Cnnn      IF A.4.1-1/6 AND A.4.5-1/7 AND A.4.5-1/8 AND A.4.5-1/22 AND A.4.4-1/nn AND A.4.4-1/nn THEN R ELSE N/A
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