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<Start of first modified section>

4
Recommended test case applicability

<Text skipped>
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	<skipped items>

	13
	GENERAL TESTS
	
	
	
	1 Execution: PS

	13.2.1.1
	Emergency call / with USIM / accept case
	R99
	C96
	UEs supporting emergency speech call
	1 Execution: PS

	13.2.2.1
	Emergency call / without USIM / accept case
	R99
	C96
	UEs supporting emergency speech call
	1 Execution: PS

	13.2.2.2
	Emergency call / without USIM / reject case
	R99
	C96
	UEs supporting emergency speech call
	1 Execution: CS+PS

	13.3.1.1
	Void
	
	
	
	

	13.3.1.2
	Test Call using eCall capable UE with ‘eCall only’ subscription
	Rel-8 (Note 2)
	C674
	UEs supporting  eCall only subscription and capable of triggering a Test eCall
	1 Execution: CS+PS

	13.3.1.3
	Manually initiated eCall using eCall capable UE with “eCall only” subscription on USIM
	Rel-8 

(Note 2)
	C668
	UEs supporting eCall only  subscription and capable of initiating manual eCall
	1 Execution: CS+PS

	13.3.1.4
	Reconfiguration Call using eCall capable UE with  ‘eCall only’ subscription On USIM
	Rel-8

(Note 2)
	C675
	UEs supporting  eCall only  subscription and capable of triggering a reconfiguration eCall
	1 Execution: PS

	13.3.1.5
	Manually initiated eCall using eCall capable UE with eCall and non eCall subscriptions on USIM
	Rel-8

(Note 2)
	C669
	UEs supporting emergency speech call and eCall subscription and capable of initiating manual eCall
	1 Execution: PS

	13.3.1.6
	eCall Inactivity State after T3242 expires
	Rel-8

(Note 2)
	C668
	UEs supporting eCall only  subscription and capable of initiating manual eCall
	

	13.3.1.7
	Automatically initiated eCall
	Rel-8

(Note 2)
	C782
	UEs supporting emergency speech and eCall only  subscription and capable of initiating automatic eCall
	

	13.3.1.8
	
	
	
	
	1 Execution: PS

	13.3.1.9
	
	
	
	
	1 Execution: PS

	....
	
	
	
	
	

	13.4.9
	Attach for emergency bearer services / Rejected / No suitable cells in location area / Emergency call using the CS domain
	Rel-9
	Cxxx
	UEs supporting IMS emergency services and establishing the emergency call using the CS domain if the attach request for emergency bearer services cannot be accepted by the network
	1 Execution: CS+PS

	14
	RADIO BEARER SERVICES
	
	
	
	1 Execution: PS

	
	Interoperability radio bearer tests
	
	
	
	1 Execution: CS+PS

	14.2
	Combinations on DPCH
	
	
	
	

	14.2.1
	Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH
	R99 and Rel-4 only
	C107
	UEs supporting FDD and reference radio bearer configuration

"Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH"
	

	14.2.2
	Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH
	R99
	C108
	UEs supporting FDD and reference radio bearer configuration

"Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	<skipped items>
	
	
	
	
	


<Text skipped>

Table 1a: Applicability of tests Conditions

	C01
IF A.1/1 THEN R ELSE N/A

	C01d
IF A.1/1 AND ( (A.3/1 AND A.20/81) OR A.3/2 )THEN R ELSE N/A

	<Text Skipped>

	C785         IF A.1/1 AND (A.18a.1a/15 OR A.18a.1a/16 OR A.18a.1a/17 OR A.18a.1a/18 OR A.18a.1a/19 OR A.18a.1a/20) THEN R ELSE N/A

	C804
IF A.1/1 AND ((A.8a/5 AND A.18a/12) OR (A.8a/6 AND A.18a/13)) AND A.8a/9 AND A.7/34 AND NOT (A.8a/7 OR A.8a/9) THEN R ELSE N/A

	C805
IF A.1/1 AND ((A.8a/5 AND A.18a/12) OR (A.8a/6 AND A.18a/13)) AND A.8a/7 AND A.7/34 AND NOT A.8a/9 THEN R ELSE N/A

	C806
IF A.2/7 AND A.10/22 THEN R ELSE N/A

	C807
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1c/25 OR A.18a.1c/26 OR A.18a.1c/27 OR A.18a.1c/28) THEN R ELSE N/A

	C808
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1c/27 OR A.18a.1c/28) THEN R ELSE N/A

	C809
IF A.1/1 AND (A.10/12 AND A.10/23) THEN R ELSE N/A

	 Cxxx
      IF A.10/2x AND A.10/2y THEN R ELSE N/A

	NOTE 1:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]

NOTE 2:
eCall is a Rel-8 feature but conformance testing of early implementations of eCall shall be tested if supported in Rel-7 UEs.


<End of first modified section>

<Start of second modified section>

A.4.2.2
Other UE Service Capabilities

Table A.10: Other UE Service Capabilities

	Item
	Other UE Service Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Multimedia services ( 3G-324M)
	26.071, 26.110, 26.111, 26.112
	R99
	pc_3G324M
	


<Text skipped>
	23
	Capability to Support of intra-frequency SI acquisition for HO
	25.331

10.3.3.21c
	Rel-9
	pc_Acquiring_Intra-F_SI
	

	2x
	IMS emergency services
	24.229, 5.1.6
	Rel-9
	pc_IMS_EmergSrvc
	

	2y
	Capability to establish the emergency call using the CS domain if the attach request for emergency bearer services was not accepted by the network
	24.008, 4.7.3.1.4a
	Rel-9
	pc_UsingCSDomain_Em
	


<End of second modified section>
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