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RRM conformance test cases

Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]

	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	

	E-UTRAN RRC_IDLE State Mobility

	4.2.1
	E-UTRAN FDD - FDD cell re-selection intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	4.2.2
	E-UTRAN TDD - TDD cell re-selection intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	4.2.3
	E-UTRAN FDD - FDD cell re-selection inter frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	4.2.4
	E-UTRAN FDD - TDD cell re-selection inter frequency case
	Rel-8
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	

	4.2.5
	E-UTRAN TDD - FDD cell re-selection inter frequency case
	Rel-8
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	

	4.2.6
	E-UTRAN TDD - TDD cell re-selection inter frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	4.3.1.1
	E-UTRA FDD - UTRAN FDD cell re-selection
	Rel-8
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	

	4.3.1.2
	E-UTRA FDD - UTRAN FDD cell re-selection: UTRA FDD is of lower priority
	Rel-8
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	

	4.3.1.3
	E-UTRAN FDD - UTRAN FDD cell re-selection in fading propagation conditions: UTRA FDD is of lower priority
	Rel-8
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	

	4.3.2
	E-UTRAN FDD - UTRAN TDD cell re-selection
	Rel-8
	C06
	UE supporting E-UTRA FDD and UTRA TDD
	

	4.3.3
	E-UTRAN TDD - UTRAN FDD cell re-selection
	Rel-8
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	

	4.3.4.1
	E-UTRA TDD - UTRAN TDD cell re-selection
	Rel-8
	C05
	UE supporting E-UTRA TDD and UTRA TDD
	

	4.3.4.2
	E-UTRAN TDD - UTRAN TDD cell re-selection: UTRA is of lower priority
	Rel-8
	C05
	UE supporting E-UTRA TDD and UTRA TDD
	

	4.3.4.3
	EUTRA TDD-UTRA TDD cell reselection in fading propagation conditions: UTRA TDD is of lower priority
	Rel-8
	C05
	UE supporting E-UTRA TDD and UTRA TDD
	

	4.4.1
	E-UTRAN FDD - GSM cell re-selection
	Rel-8
	C08
	UE supporting E-UTRA FDD and GSM
	

	4.4.2
	E-UTRAN TDD - GSM cell re-selection
	Rel-8
	C09
	UE supporting E-UTRA TDD and GSM
	

	4.5.1.1
	E-UTRAN FDD - HRPD Cell re-selection: HRPD is of lower priority
	Rel-8
	C10
	UE supporting E-UTRA FDD and cdma2000 HRPD
	

	4.6.1.1
	E-UTRAN FDD - cdma2000 1xRTT Cell re-selection: cdma2000 1x is of lower priority
	Rel-8
	C11
	UE supporting E-UTRA FDD and cdma2000 1xRTT
	

	E-UTRAN RRC_CONNECTED State Mobility

	5.1.1
	E-UTRAN FDD - FDD Handover intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	5.1.2
	E-UTRAN TDD - TDD Handover intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	5.1.3
	E-UTRAN FDD - FDD Handover inter frequency case
	Rel-8
	C01a
	UE supporting E-UTRA FDD and Feature Group Indicator 13 and Feature Group Indicator 25
	

	5.1.4
	E-UTRAN TDD - TDD Handover inter frequency case
	Rel-8
	C02a
	UE supporting E-UTRA TDD and Feature Group Indicator 13 and Feature Group Indicator 25
	

	5.1.5
	E-UTRAN FDD - FDD inter frequency handover: unknown target cell
	Rel-8
	C01a
	UE supporting E-UTRA FDD and Feature Group Indicator 13 and Feature Group Indicator 25
	

	5.1.6
	E-UTRAN TDD-TDD inter frequency handover: unknown target cell
	Rel-8
	C02a
	UE supporting E-UTRA TDD and Feature Group Indicator 13 and Feature Group Indicator 25
	

	5.2.1
	E-UTRAN FDD - UTRAN FDD handover
	Rel-8
	C04a
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicator 8 and Feature Group Indicator 22
	

	5.2.2
	E-UTRAN TDD - UTRAN FDD handover
	Rel-8
	C07a
	UE supporting E-UTRA TDD and UTRA FDD and Feature Group Indicator 8 and Feature Group Indicator 22
	

	5.2.3
	E-UTRAN FDD - GSM handover
	Rel-8
	C08a
	UE supporting E-UTRA FDD and GSM and Feature Group Indicator 9 and Feature Group Indicator 23
	

	5.2.4
	E-UTRAN TDD - UTRAN TDD handover
	Rel-8
	C05a
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicator 8 and Feature Group Indicator 22
	

	5.2.5
	E-UTRAN FDD - UTRAN TDD handover
	Rel-8
	C06a
	UE supporting E-UTRA FDD and UTRA TDD and Feature Group Indicator 8 and Feature Group Indicator 22
	

	5.2.7
	E-UTRAN FDD - UTRAN FDD handover: unknown target cell
	Rel-8
	C04a
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicator 8 and Feature Group Indicator 22
	

	5.2.8
	E-UTRAN FDD - GSM handover: unknown target cell
	Rel-8
	C08a
	UE supporting E-UTRA FDD and GSM and Feature Group Indicator 9 and Feature Group Indicator 23
	

	5.2.9
	E-UTRAN TDD - GSM handover: unknown target cell
	Rel-8
	C09b
	UE supporting E-UTRA TDD and GSM and Feature Group Indicator 9 and Feature Group Indicator 23
	

	5.2.10
	E-UTRAN TDD - UTRAN TDD handover: unknown target cell
	Rel-8
	C05a
	UE supporting E-UTRA FDD and UTRA TDD and Feature Group Indicator 8 and Feature Group Indicator 22
	

	5.3.1
	E-UTRAN FDD - HRPD Handover
	Rel-8
	C10a
	UE supporting E-UTRA FDD and cdma2000 HRPD and Feature Group Indicator 12 and Feature Group Indicator 26
	

	5.3.2
	E-UTRAN FDD - cdma2000 1xRTT handover
	Rel-8
	C11a
	UE supporting E-UTRA FDD and cdma2000 1xRTT and Feature Group Indicator 11 and Feature Group Indicator 24
	

	5.3.3
	E-UTRAN FDD - HRPD handover: unknown target cell
	Rel-8
	C10a
	UE supporting E-UTRA FDD and cdma2000 HRPD and Feature Group Indicator 12 and Feature Group Indicator 26
	

	5.3.4
	E-UTRAN FDD - cdma2000 1xRTT handover: unknown target cell
	Rel-8
	C11a
	UE supporting E-UTRA FDD and cdma2000 1xRTT and Feature Group Indicator 11 and Feature Group Indicator 24
	

	RRC Connection Mobility Control

	6.1.1
	E-UTRAN FDD Intra-frequency RRC Re-establishment
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	6.1.2
	E-UTRAN FDD Inter-frequency RRC Re-establishment
	Rel-8
	C01b
	UE supporting E-UTRA FDD and Feature Group Indicator 25
	

	6.1.3
	E-UTRAN TDD Intra-frequency RRC Re-establishment
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	6.1.4
	E-UTRAN TDD Inter-frequency RRC Re-establishment
	Rel-8
	C02b
	UE supporting E-UTRA TDD and Feature Group Indicator 25
	

	6.2.1
	E-UTRAN FDD - Contention Based Random Access Test
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	6.2.2
	E-UTRAN FDD - Non-Contention Based Random Access Test
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	6.2.3
	E-UTRAN TDD - Contention Based Random Access Test
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	6.2.4
	E-UTRAN TDD - Non-Contention Based Random Access Test
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	Timing and Signalling Characteristics

	7.1.1
	E-UTRAN FDD - UE Transmit Timing Accuracy
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	7.1.2
	E-UTRAN TDD - UE Transmit Timing Accuracy
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	7.2.1
	E-UTRAN FDD - UE Timing Advance Adjustment Accuracy
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	7.2.2
	E-UTRAN TDD - UE Timing Advance Adjustment Accuracy
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	7.3.1
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-Sync
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	7.3.2
	E-UTRAN FDD Radio Link Monitoring Test for In-Sync
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	7.3.3
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-Sync
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	7.3.4
	E-UTRAN TDD Radio Link Monitoring Test for In-Sync
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	7.3.5
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync in DRX
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	7.3.6
	E-UTRAN FDD Radio Link Monitoring Test for In-sync in DRX
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	7.3.7
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync in DRX
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	7.3.8
	E-UTRAN TDD Radio Link Monitoring Test for In-sync in DRX
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	UE Measurements Procedures

	8.1.1
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in asynchronous cells
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.1.2
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.1.3
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.1.4
	Void
	
	
	
	

	8.1.5
	E-UTRAN FDD - FDD Intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	Cx1
	UE supporting E-UTRA FDD, CSG and intra-frequency SI acquisition for HO
	

	8.1.6
	E-UTRAN FDD - FDD Intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX
	Rel-9
	Cx1
	UE supporting E-UTRA FDD, CSG and intra-frequency SI acquisition for HO
	

	8.2.1
	E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.2.2
	E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.2.3
	E-UTRAN TDD - TDD Intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	Cy1
	UE supporting E-UTRA TDD, CSG and intra-frequency SI acquisition for HO.

	

	8.2.4
	E-UTRAN TDD - TDD Intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX
	Rel-9
	Cy1
	UE supporting E-UTRA TDD, CSG and intra-frequency SI acquisition for HO
	

	8.3.1
	E-UTRAN FDD-FDD inter-frequency event triggered reporting under fading propagation conditions in asynchronous cells
	Rel-8
	C01b
	UE supporting E-UTRA FDD and Feature Group Indicator 25
	

	8.3.2
	E-UTRAN FDD-FDD inter-frequency event triggered reporting when DRX is used under fading propagation conditions in asynchronous cells
	Rel-8
	C01b
	UE supporting E-UTRA FDD and Feature Group Indicator 25
	

	8.3.3
	E-UTRAN FDD-FDD inter frequency event triggered reporting under AWGN propagation conditions in asynchronous cells with DRX when L3 filtering is used
	Rel-8
	C01b
	UE supporting E-UTRA FDD and Feature Group Indicator 25
	

	8.3.4
	E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	Cx2
	UE supporting E-UTRA FDD, CSG and inter-frequency SI acquisition for HO
	

	8.3.5
	E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX
	Rel-9
	Cx2
	UE supporting E-UTRA FDD, CSG and inter-frequency SI acquisition for HO.
	

	8.4.1
	E-UTRAN TDD-TDD inter-frequency event triggered reporting under fading propagation conditions in synchronous cells
	Rel-8
	C02b
	UE supporting E-UTRA TDD and Feature Group Indicator 25
	

	8.4.2
	E-UTRAN TDD-TDD inter-frequency event triggered reporting when DRX is used under fading propagation conditions in synchronous cells
	Rel-8
	C02b
	UE supporting E-UTRA TDD and Feature Group Indicator 25
	

	8.4.3
	E-UTRAN TDD-TDD inter-frequency event triggered reporting under AWGN propagation conditions in synchronous cells with DRX when L3 filtering is used
	Rel-8
	C12
	UE supporting E-UTRA TDD and Feature Group Indicator 5 and Feeature Group Indicator 25
	

	8.4.4
	E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	Cy2
	UE supporting E-UTRA TDD, CSG and inter-frequency SI acquisition for HO.
	

	8.4.5
	E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX
	Rel-9
	Cy2
	UE supporting E-UTRA TDD, CSG and inter-frequency SI acquisition for HO.
	

	8.5.1
	E-UTRAN FDD-UTRAN FDD event triggered reporting under fading propagation conditions
	Rel-8
	C04b
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicator 22
	

	8.5.2
	E-UTRAN FDD-UTRAN FDD SON ANR cell search reporting under AWGN propagation conditions
	Rel-8
	C04b
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicator 22
	

	8.5.3
	E-UTRAN FDD - UTRAN FDD event triggered reporting when DRX is used under fading propagation conditions
	Rel-8
	C04b
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicator 22
	

	8.6.1
	E-UTRAN TDD-UTRAN FDD event triggered reporting under fading propagation conditions
	Rel-8
	C07b
	UE supporting E-UTRA TDD and UTRA FDD and Feature Group Indicator 22
	

	8.7.1
	E-UTRAN TDD-UTRAN TDD cell search under fading propagation conditions
	Rel-8
	C05b
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicator 22
	

	8.7.2
	E-UTRAN TDD - UTRAN TDD cell search when DRX is used under fading propagation conditions
	Rel-8
	C05b
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicator 22
	

	8.7.3
	E-UTRAN TDD - UTRAN TDD SON ANR cell search reporting under AWGN propagation conditions
	Rel-8
	C05b
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicator 22
	

	8.8.1
	E-UTRAN FDD-GSM event triggered reporting in AWGN
	Rel-8
	C08b
	UE supporting E-UTRA FDD and GSM and Feature Group Indicator 23
	

	8.8.2
	E-UTRAN FDD - GSM event triggered reporting when DRX is used in AWGN
	Rel-8
	C08b
	UE supporting E-UTRA FDD and GSM and Feature Group Indicator 23
	

	8.9.1
	E-UTRAN FDD-UTRAN TDD event triggered reporting in fading propagation conditions
	Rel-8
	C06b
	UE supporting E-UTRA FDD and UTRA TDD and Feature Group Indicator 22
	

	8.10.1
	E-UTRAN TDD-GSM event triggered reporting in AWGN
	Rel-8
	C09a
	UE supporting E-UTRA TDD and GSM and Feature Group Indicator 23
	

	8.10.2
	E-UTRAN TDD - GSM event triggered reporting when DRX is used in AWGN
	Rel-8
	C09a
	UE supporting E-UTRA TDD and GSM and Feature Group Indicator 23
	

	8.11.1
	Multiple E-UTRAN FDD-FDD Inter-frequency event triggered reporting under fading propagation conditions
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.11.2
	E-UTRAN TDD - E-UTRAN TDD and E-UTRAN TDD Inter-frequency event triggered reporting under fading propagation conditions
	Rel-8
	C07b
	UE supporting E-UTRA TDD and Feature Group Indicator 22
	

	8.11.3
	E-UTRAN FDD-FDD Inter-frequency and UTRAN FDD event triggered reporting under fading propagation conditions
	Rel-8
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	

	8.11.4
	InterRAT E-UTRA TDD to E-UTRA TDD and UTRA TDD cell search
	Rel-8
	C05
	UE supporting E-UTRA TDD and UTRA TDD
	

	8.11.5
	Combined E-UTRAN FDD - E-UTRA FDD and GSM cell search; E-UTRA cells in fading; GSM cell in static propagation conditions
	Rel-8
	C08c
	UE supporting E-UTRA FDD and GSM and Feature Group Indicator 22
	

	8.11.6
	Combined E-UTRAN TDD - E-UTRA TDD and GSM cell search; E-UTRA cells in fading; GSM cell in static propagation conditions
	Rel-8
	C09c
	UE supporting E-UTRA TDD and GSM and Feature Group Indicator 22
	

	Measurement Performance Requirements

	9.1.1.1
	FDD Intra Frequency Absolute RSRP Accuracy
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.1.1.2
	FDD Intra Frequency Relative Accuracy of RSRP
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.1.2.1
	TDD Intra Frequency Absolute RSRP Accuracy
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.1.2.2
	TDD Intra Frequency Relative Accuracy of RSRP
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.1.3.1
	FDD - FDD Inter Frequency Absolute RSRP Accuracy
	Rel-8
	C01b
	UE supporting E-UTRA FDD and Feature Group Indicator 25
	

	9.1.3.2
	FDD - FDD Inter Frequency Relative Accuracy of RSRP
	Rel-8
	C01b
	UE supporting E-UTRA FDD and Feature Group Indicator 25
	

	9.1.4.1
	TDD - TDD Inter Frequency Absolute RSRP Accuracy
	Rel-8
	C02b
	UE supporting E-UTRA TDD and Feature Group Indicator 25
	

	9.1.4.2
	TDD - TDD Inter Frequency Relative Accuracy of RSRP
	Rel-8
	C02b
	UE supporting E-UTRA TDD and Feature Group Indicator 25
	

	9.2.1.1
	FDD Intra Frequency Absolute RSRQ Accuracy
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.2.2.1
	TDD Intra Frequency Absolute RSRQ Accuracy
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.2.3.1
	FDD - FDD Inter Frequency Absolute RSRQ Accuracy
	Rel-8
	C01b
	UE supporting E-UTRA FDD and Feature Group Indicator 25
	

	9.2.3.2
	FDD - FDD Inter Frequency Relative Accuracy of RSRQ
	Rel-8
	C01b
	UE supporting E-UTRA FDD and Feature Group Indicator 25
	

	9.2.4.1
	TDD - TDD Inter Frequency Absolute RSRQ Accuracy
	Rel-8
	C02b
	UE supporting E-UTRA TDD and Feature Group Indicator 25
	

	9.2.4.2
	TDD -TDD Inter Frequency Relative Accuracy of RSRQ
	Rel-8
	C02b
	UE supporting E-UTRA TDD and Feature Group Indicator 25
	

	9.3.1
	E-UTRAN FDD - UTRA FDD CPICH RSCP absolute accuracy
	Rel-9
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	

	9.4.1
	E-UTRAN FDD - UTRA FDD CPICH Ec/No absolute accuracy
	Rel-9
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	

	9.3.2
	E-UTRAN TDD - UTRA FDD CPICH RSCP absolute accuracy
	Rel-9
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	

	9.4.2
	E-UTRAN TDD - UTRA FDD CPICH Ec/No absolute accuracy
	Rel-9
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	

	9.6.2
	GSM RSSI absolute accuracy for E-UTRAN TDD
	Rel-9
	C09
	UE supporting E-UTRA TDD and GSM
	


Table 4.2-1a: Applicability of RRM conformance test cases Conditions

	C01
IF A.4.1-1/1 THEN R ELSE N/A

	C01a
IF (A.4.1-1/1 AND A.4.4-1/13 AND A.4.4-1/25) THEN R ELSE N/A

	C01b
IF (A.4.1-1/1 AND A.4.4-1/25) THEN R ELSE N/A

	C02
IF A.4.1-1/2 THEN R ELSE N/A

	C02a
IF (A.4.1-1/2 AND A.4.4-1/13 AND A.4.4-1/25) THEN R ELSE N/A

	C02b
IF (A.4.1-1/2 AND A.4.4-1/25) THEN R ELSE N/A

	C03
IF (A.4.1-1/1 AND A.4.1-1/2) THEN R ELSE N/A

	C04
IF (A.4.1-1/1 AND A.4.1-1/3) THEN R ELSE N/A

	C04a
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1/8 AND A.4.4-1/22) THEN R ELSE N/A

	C04b
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1/22) THEN R ELSE N/A

	C05
IF (A.4.1-1/2 AND A.4.1-1/4) THEN R ELSE N/A

	C05a
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-1/9 AND A.4.4-1/25) THEN R ELSE N/A

	C05b
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-1/25) THEN R ELSE N/A

	C06
IF (A.4.1-1/1 AND A.4.1-1/4) THEN R ELSE N/A 

	C06a
IF (A.4.1-1/1 AND A.4.1-1/4 AND A.4.4-1/11 AND A.4.4-1/22) THEN R ELSE N/A 

	C06b
IF (A.4.1-1/1 AND A.4.1-1/4 AND A.4.4-1/22) THEN R ELSE N/A 

	C07
IF (A.4.1-1/2 AND A.4.1-1/3) THEN R ELSE N/A

	C07a
IF (A.4.1-1/2 AND A.4.1-1/3 AND A.4.4-1/8 AND A.4.4-1/22) THEN R ELSE N/A

	C07b
IF (A.4.1-1/2 AND A.4.1-1/3 AND A.4.4-1/22) THEN R ELSE N/A

	C08
IF (A.4.1-1/1 AND A.4.1-1/5) THEN R ELSE N/A

	C08a
IF (A.4.1-1/1 AND A.4.1-1/5 AND A.4.4-1/9 AND A.4.4-1/23) THEN R ELSE N/A

	C08b
IF (A.4.1-1/1 AND A.4.1-1/5 AND A.4.4-1/23) THEN R ELSE N/A

	C08c
IF (A.4.1-1/1 AND A.4.1-1/5 AND A.4.4-1/22) THEN R ELSE N/A 

	C09
IF (A.4.1-1/2 AND A.4.1-1/5) THEN R ELSE N/A

	C09a
IF (A.4.1-1/2 AND A.4.1-1/5 AND A.4.4-1/23) THEN R ELSE N/A

	C09b
IF (A.4.1-1/2 AND A.4.1-1/5 AND A.4.4-1/9 AND A.4.4-1/23) THEN R ELSE N/A

	C09c
IF (A.4.1-1/2 AND A.4.1-1/5 AND A.4.4-1/22) THEN R ELSE N/A 

	C10
IF (A.4.1-1/1 AND A.4.1-1/6) THEN R ELSE N/A

	C10a
IF (A.4.1-1/1 AND A.4.1-1/6 AND A.4.4-1/12 AND A.4.4-1/26) THEN R ELSE N/A

	C11
IF (A.4.1-1/1 AND A.4.1-1/7) THEN R ELSE N/A

	C11a
IF (A.4.1-1/1 AND A.4.1-1/7 AND A.4.4-1/11 AND A.4.4-1/24) THEN R ELSE N/A

	C12
IF (A.4.1-1/2 AND A.4.4-1/5 AND A.4.4-1/25) THEN R ELSE N/A

	Cx1 
IF (A.4.1-1/1 AND (A.4.5-1/1 AND A.4.5-1/2) THEN R ELSE N/A

	Cx2 
IF (A.4.1-1/1 AND (A.4.5-1/1 AND A.4.5-1/3) THEN R ELSE N/A

	Cy1 
IF (A.4.1-1/2 AND (A.4.5-1/1 AND A.4.5-1/2) THEN R ELSE N/A

	Cy2 
IF (A.4.1-1/2 AND (A.4.5-1/1 AND A.4.5-1/3) THEN R ELSE N/A


A.4.3
Baseline Implementation Capabilities

Table A.4.3-1: Supported protocols

	Item
	Supported protocols
	Ref.
	Release
	Comments

	1
	EPS Mobility Management 
	24.301, 5
	Rel-8
	

	2
	EPS Session Management 
	24.301, 6
	Rel-8
	

	3
	GPRS Mobility Management
	23.060
	R99
	

	4
	Radio Resource Control
	36.331
	Rel-8
	

	5
	Packet Data Convergence Protocol
	36.323
	Rel-8
	

	6
	Radio Link Control
	36.322
	Rel-8
	

	7
	Medium Access Control
	36.321
	Rel-8
	

	8
	Physical Layer
	36.201, 36.302
	Rel-8
	


<Unchanged Section Skipped>
Table A.4.3-6: Supported Mixed MBSFN-unicast capabilities

	Item
	Supported  Mixed MBSFN-unicast capabilities
	Ref.
	Release
	Comments

	1
	 Mixed MBSFN-unicast
	36.211, 6.5
	Rel-8
	Support for MBSFN subframes: 1, 2, 3, 6, 7, 8


A.4.4
Feature group indicators
Table A.4.4-1: Feature group indicators
<Unchanged Section Skipped>
A.4.5
Additional information

Table A.4.5-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of CSG
	36.331 Annex B.2
	Rel-8
	pc_CSG_list
	

	2
	Support of intra-frequency SI acquisition for HO
	36.304 4.3.11.1
	Rel-9
	pc_ intraFreqSI-AcquisitionForHO
	

	3
	Support of inter-frequency SI acquisition for HO
	36.304 4.3.11.2
	Rel-9
	pc_ interFreqSI-AcquisitionForHO
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