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<Start of first modified section>
15.11.4
Method of test
Initial conditions

UE contains either ISIM and USIM applications or only USIM application on UICC. UE has discovered P-CSCF, registered to IMS services and set up the MO call, by executing the generic test procedure in Annex C.2 or C.2a (GIBA only) up to the last step and thereafter executing the generic test procedure in TS 36.508 [94] table 4.5A.6.3-1 steps 1 to 14 for a UE with E-UTRA support (TS 34.229-2 [5] A.18/1).
SS is configured with the shared secret key of IMS AKA algorithm, related to the IMS private user identity (IMPI) configured on the UICC card equipped into the UE. SS has performed AKAv1-MD5 authentication with the UE and accepted the registration and MO call.

Related ICS/IXIT Statement(s)
Support for initiating a session

(Yes/No) 

Support for MTSI
(Yes/No)

Support for speech
(Yes/No)

Support for integration of resource management and SIP (use of preconditions)
(Yes/No)

Support for Communication Hold
(Yes/No)

Support for sending RTCP while call is being hold
(Yes/No)

Support for suppressing RTCP during the active two-way voice sessions
(Yes/No)
IMS security (Yes/No)

GIBA (Yes/No)
Test procedure

1)
Call hold is initiated on the UE. SS waits the UE to send an INVITE or UPDATE request with a SDP offer

2)
If UE sent an INVITE request in step 1, SS responds to the it with a 100 Trying response. No such response is sent for UPDATE.

3)
SS responds to the INVITE or UPDATE request with valid 200 OK response.

4)
If UE sent an INVITE in step 1 SS waits for the UE to send an ACK to acknowledge receipt of the 200 OK for INVITE.

5)
Call resume is initiated on the UE. SS waits the UE to send an INVITE or UPDATE request with a SDP offer

6)
If UE sent an INVITE request in step 5, SS responds to the it with a 100 Trying response. No such response is sent for UPDATE.

7)
SS responds to the INVITE or UPDATE request with valid 200 OK response.

8)
If UE sent an INVITE in step 5 SS waits for the UE to send an ACK to acknowledge receipt of the 200 OK for INVITE.

9)
Call is released on the UE. SS waits the UE to send a BYE request.

10)
SS responds to the BYE request with valid 200 OK response.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	INVITE or UPDATE
	UE sends INVITE or UPDATE with a SDP offer indicating all medias either as inactive or sendonly

	2
	(
	100 Trying
	Optional: The SS responds to the INVITE with a 100 Trying provisional response

	3
	(
	200 OK
	The SS responds INVITE or UPDATE with 200 OK to indicate that the remote UE is no more sending any media

	4
	(
	ACK
	Optional: If  the UE sent INVITE in step 1 then UE acknowledges the receipt of 200 OK for INVITE

	5
	(
	INVITE or UPDATE
	UE sends INVITE or UPDATE with a SDP offer indicating all medias either as recvonly or sendrecv

	6
	(
	100 Trying
	Optional: The SS responds to the INVITE with a 100 Trying provisional response

	7
	(
	200 OK
	The SS responds INVITE or UPDATE with 200 OK to indicate that the remote UE can again send media

	8
	(
	ACK
	Optional: If  the UE sent INVITE in step 5 then UE acknowledges the receipt of 200 OK for INVITE

	9
	(
	BYE
	The UE releases the call with BYE

	10
	(
	200 OK
	The SS sends 200 OK for BYE


Specific Message Contents

INVITE or UPDATE (Step 1)

Use the default message “INVITE for MO call setup” in annex A.2.1 or “UPDATE” in annex A.2.5.

For the contents of the SDP body see test requirement details.
100 Trying for INVITE (Step 2) optional step used when UE sent INVITE in step 1

Use the default message “100 Trying for INVITE” in annex A.2.2.
200 OK for INVITE or UPDATE (Step 3)

Use the default message “200 OK for other requests than REGISTER or SUBSCRIBE” in annex A.3.1 with the following exceptions:

	Header/param
	Value/remark

	Message-body
	SDP body of the 200 OK response copied from the received INVITE or UPDATE but modified as follows:

- IP address on "o=" and "c=" lines and transport port on "m=" lines changed to indicate to which IP address and port the UE should send the media; and

- every "sendonly" directionality attribute inverted to "recvonly"


ACK (Step 4) optional step used when UE sent INVITE in step 1

Use the default message “ACK” in annex A.2.7.

INVITE or UPDATE (Step 5)

Use the default message “INVITE for MO call setup” in annex A.2.1 or “UPDATE” in annex A.2.5.

For the contents of the SDP body see test requirement details.
100 Trying for INVITE (Step 6) optional step used when UE sent INVITE in step 5

Use the default message “100 Trying for INVITE” in annex A.2.2.
200 OK for INVITE or UPDATE (Step 7)

Use the default message “200 OK for other requests than REGISTER or SUBSCRIBE” in annex A.3.1 with the following exceptions:

	Header/param
	Value/remark

	Message-body
	SDP body of the 200 OK response copied from the received INVITE or UPDATE but modified as follows:

- IP address on "o=" and "c=" lines and transport port on "m=" lines changed to indicate to which IP address and port the UE should send the media; and

- every "sendonly" directionality attribute inverted to "recvonly"


ACK (Step 8) optional step used when UE sent INVITE in step 5

Use the default message “ACK” in annex A.2.7.

BYE (Step 9)

Use the default message “BYE” in annex A.2.8.

200 OK for BYE (Step 10)

Use the default message “200 OK for other requests than REGISTER or SUBSCRIBE” in annex A.3.1.
15.11.5
Test requirements

SS must check that if the UE uses IMS security, it sends all the requests over the security associations set up during registration, in accordance to 3GPP TS 24.229 [10], clause 5.1.1.5.1.
Step 1: the UE shall send an INVITE or UPDATE message with correct content. The UE shall include the same lines in the SDP body as in its previous offer but with the following exceptions:

-
Version number of the SDP shall be incremented by one; and

-
If the UE supports sending RTCP while the call is being hold, it shall add a "b=" line for the RTCP "RS" bandwidth modifier, proposing a value greater than zero; and

-
If the UE supports sending RTCP while the call is being hold, it shall add a "b=" line for the RTCP "RR" bandwidth modifier, proposing a value greater than zero; and

-
Either to add a session level direction attribute (and remove the direction attributes of all the media lines) or modify the direction attributes of all the media lines as follows:

-
If the directionality of the media lines were originally as "recvonly" then the directionality attributes within the INVITE in step 1 shall be "inactive"  

-
If the directionality of the media lines were originally as "sendrecv" then the directionality attributes within the INVITE in step 1 shall be "sendonly"

...

Step 5: the UE shall send an INVITE or UPDATE message so that the value of the directionality attributes within the SDP body have been restored to their original values. The UE may use either a single session level attribute or separate attributes for each media line. Version number of the SDP shall again be incremented by one. If the UE suppresses RTCP during the active two-way voice sessions, the values of RTCP "RR" and “RS” bandwidth modifiers shall be returned back to zero.
<End of modified section>
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