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	Reason for change:
(

	At RAN#52 it was observed that test tolerances analysis was incomplete for some section 9 test cases of TS 36.521-3, because the requirement in TS 36.133 for Cell 2 Es/Iot to be greater than -4dB for cell detection had not yet been taken into account.


	
	

	Summary of change:
(

	Remove the existing zip files “9.1.3.1+9.1.4.1 TT”, “9.1.3.2+9.1.4.2 TT”, “9.2.3.1+9.2.4.1 TT” and “9.2.3.2+9.2.4.2 TT” from TR 36.903, and replace them with “9.1.3.1+9.1.4.1 TT v2”, “9.1.3.2+9.1.4.2 TT v2”, “9.2.3.1+9.2.4.1 TT v2” and “9.2.3.2+9.2.4.2 TT v2” respectively.


	
	

	Consequences if 
(

not approved:
	The analysis to derive the Test Tolerances for the Test cases 9.1.3.1, 9.1.3.2, 9.1.4.1, 9.1.4.2, 9.2.3.1, 9.2.3.2, 9.2.4.1 and 9.2.4.2 would be incorrect, and a good UE could fail the test.

There would be no clear technical basis for the values used in TS 36.521-3 (R5-115514).

	
	

	Clauses affected:
(

	The updated analysis zip files are added to TR 36.903, and the previous versions are removed. None of the text is affected.
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	X
	 O&M Specifications
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	Other comments:
(

	This is a revision of R5-115516 and an outcome of 1 revision to it.


<< Unchanged sections omitted >>
Add the following attached .zip files to TR 36.903:
“9.1.3.1+9.1.4.1 TT v2”
“9.1.3.2+9.1.4.2 TT v2”
“9.2.3.1+9.2.4.1 TT v2”
“9.2.3.2+9.2.4.2 TT v2”
Remove the existing .zip files:

“9.1.3.1+9.1.4.1 TT”
“9.1.3.2+9.1.4.2 TT”
“9.2.3.1+9.2.4.1 TT”
“9.2.3.2+9.2.4.2 TT”
<< End of changes >>
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