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4.6.1
Contents of RRC messages
–
CounterCheck
Table 4.6.1-0a: CounterCheck

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	CounterCheck ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      counterCheck-r8 SEQUENCE {
	
	
	

	        drb-CountMSB-InfoList
	Set according to specific message content
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<Text Skipped>

–
HandoverFromEUTRAPreparationRequest
Table 4.6.1-4: HandoverFromEUTRAPreparationRequest
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	HandoverFromEUTRAPreparationRequest ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      handoverFromEUTRAPreparationRequest-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	type1XRTT
	
	

	        rand
	A random value, generated by the SS
	
	

	        mobilityParameters
	Set according to specific message content
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
MBMSCountingRequest
Table 4.6.1-4AA: MBMSCountingRequest
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MBMSCountingRequest-r10 ::= SEQUENCE {
	
	
	

	  CountingRequestList-r10 SEQUENCE (SIZE (1.. maxServiceCount)) OF SEQUENCE {
	
	
	

	    tmgi-r10 SEQUENCE {
	
	
	

	      plmn-Id-r9 CHOICE{
	
	
	

	          plmn-Index-r9
	1
	
	

	        }
	
	
	

	      serviceId-r9
	‘000’
	
	

	      }
	
	
	

	}
	
	
	

	  lateNonCriticalExtension
	Not present
	
	

	  nonCriticalExtension SEQUENCE {}
	Not present
	
	

	}
	
	
	


–
MBMSCountingResponse
Table 4.6.1-4AB: MBMSCountingResponse 
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	criticalExtensions CHOICE {
	
	
	

	  c1 CHOICE{
	
	
	

	    countingResponse-r10 OF SEQUENCE {
	
	
	

	      mbsfn-AreaIndex-r10
	0
	
	

	      countingResponseList-r10 SEQUENCE (SIZE (1... maxServiceCount)) OF SEQUENCE {
	
	
	

	        countingResponseService-r10
	0
	
	

	      }
	
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
MBSFNAreaConfiguration
Table 4.6.1-4A: MBSFNAreaConfiguration
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MBSFNAreaConfiguration-r9 ::= SEQUENCE {
	
	
	

	  commonSF-Alloc-r9 SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF SEQUENCE {
	
	
	

	    radioframeAllocationPeriod
	n4
	
	

	    radioframeAllocationOffset
	0
	
	

	    subframeAllocation CHOICE {
	
	
	

	      oneFrame
	‘100000’
	
	

	    }
	
	
	

	    commonSF-AllocPeriod-r9
	rf8
	
	

	    pmch-InfoList-r9  SEQUENCE (SIZE (0..maxPMCH-PerMBSFN)) OF SEQUENCE {
	
	
	

	      pmch-Config-r9 SEQUENCE {
	
	
	

	        sf-AllocEnd-r9

	1
	
	

	        dataMCS-r9
	0
	
	

	        mch-SchedulingPeriod-r9
	rf8
	
	

	      }
	
	
	

	      mbms-SessionInfoList-r9 SEQUENCE (SIZE (0..maxSessionPerPMCH)) OF SEQUENCE {
	
	
	

	        MBMS-SessionInfo-r9 SEQUENCE {
	
	
	

	          tmgi-r9 SEQUENCE {
	
	
	

	            plmn-Id-r9 CHOICE{
	
	
	

	              plmn-Index-r9
	1
	
	

	          }
	
	
	

	            serviceId-r9
	‘000’
	
	

	        }
	
	
	

	          logicalChannelIdentity-r9
	1
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
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