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14.2
ETWS reception in RRC_CONNECTED state / Duplicate detection
[text skipped here]
14.2.3.2
Test procedure sequence
Table 14.2.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	-
	-

	1
	The SS include an ETWS message with new messageIdentifier and serialNumber in SystemInformationBlockType10 and SystemInformationBlockType11 and transmit a Paging message including etws-Indication on Cell 1 (NOTE1).
	<--
	Paging
	-
	-

	2
	Check: Does the UE indicate the contents of the "warning message" to the user, and alert or activate alerting the user (NOTE2)?
	-
	-
	1
	P

	3
	The SS wait for 10s.
	-
	-
	-
	-

	4
	The SS include an ETWS message with same messageIdentifier and serialNumber in SystemInformationBlockType10 and SystemInformationBlockType11 and transmit a Paging message including etws-Indication on Cell 1 (NOTE1).
	<--
	Paging
	-
	-

	5
	Check: Does the UE indicate the contents of the "warning message" to the user, or alert or activate alerting the user (NOTE2)?
	-
	-
	1
	F

	NOTE1:
SystemInformationBlockType11 contain 3 segments.
NOTE2:
The data indication and user alerting are the UE implementation issues.


14.2.3.3
Specific message contents
Table 14.2.3.3-1: SystemInformationBlockType1 for Cell 1 (all steps, Table 14.2.3.2-1)

	Derivation Path: 36.508 table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  schedulingInformation ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SEQUENCE {}
	Combination 8 in TS 36.508 section 4.4.3.1
	SIB2, SIB3, SIB10 and SIB11 are transmitted
	

	}
	
	
	


Table 14.2.3.3-2: Void
Table 14.2.3.3-3: Void
Table 14.2.3.3-4: Void
Table 14.2.3.3-5: Void
Table 14.2.3.3-6: Paging (step 1 and step 4, Table 14.2.3.2-1)
	Derivation Path: 36.508 Table 4.6.1-7

	Information Element
	Value/remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	  pagingRecordList 
	Not present
	
	

	  systemInfoModification 
	Not present
	
	

	  etws-Indication
	true
	
	

	  nonCriticalExtension SEQUENCE {}
	Not present
	
	

	}
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