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1. Introduction

3GPP applicability Conditions for UTRAN/E-UTRAN Inter-RAT test cases are currently based on Release 8. However, there are some requirements coming from the market to apply UTRA TDD/E-UTRA Inter-RAT tests to Release 9.
2. Discussion

Test case applicability in 3GPP TS36.523-2, TS 34.122 and TS 36.521-3 is used to define from which release the UE could support the specific feature tested by the test cases. Under the current applicability conditions, UTRAN/E-UTRAN Inter-RAT test cases are defined in release 8, for both FDD and TDD.
However, UTRA TDD/E-UTRA multi-mode UEs on the market are all designed under 3GPP Release-9 core specifications. No available UTRA TDD/E-UTRA multi-mode UEs support of UTRA TDD Release 8 could be found in the market for current UTRAN/E-UTRAN Inter-RAT test cases verification.
3. Proposal

Proposal 1: It is proposed to clarify Release 9 is applied for UTRAN TDD cells and Release 8 is applied for E-UTRA cells in the relevant protocol test cases in TS 36.523-2
Proposal 2: It is proposed to clarify Release 9 is applied to the relevant UTRAN TDD/E-UTRAN RRM test cases in TS 34.122 and TS 36.521-3.
The affected testcases includes:
TS 36.523-2 (Protocol)
	6.2.1.1
	Inter-RAT PLMN selection / Selection of correct RAT for OPLMN / Automatic mode

	6.2.1.2
	Inter-RAT PLMN selection / Selection of correct RAT for UPLMN / Automatic mode

	6.2.1.3
	Inter-RAT PLMN selection / Selection of correct PLMN and RAT in shared network environment / Automatic mode

	6.2.2.1
	Inter-RAT cell selection / From E-UTRA RRC_IDLE to UTRA_Idle / Serving cell becomes non-suitable 

	6.2.2.5
	Cell selection / No USIM

	6.2.2.8
	Inter-RAT cell selection / From UTRA_Idle to E-UTRA RRC_IDLE / Serving cell becomes non-suitable

	6.2.3.3
	Inter-RAT cell reselection / From UTRA_Idle to E-UTRA RRC_IDLE

	6.2.3.4
	Inter-RAT cell reselection / From UTRA CELL_PCH state to E-UTRA RRC_IDLE

	6.2.3.5
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to UTRA_Idle

	6.2.3.6
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to UTRA_Idle according to RAT priority provided by dedicated signalling

	6.2.3.13
	Inter-RAT cell reselection / From UTRA_Idle to E-UTRA RRC_IDLE according to RAT priority provided by dedicated signalling

	6.2.3.31
	Inter-RAT cell reselection / From UTRA_Idle (low priority) to E-UTRA RRC_IDLE (high priority) according to RAT priority provided by dedicated signalling

	6.2.3.32
	Inter-RAT cell re-selection / From E-UTRA RRC_IDLE to UTRA_Idle, Snonintrasearch

	6.3.3
	Inter-RAT cell reselection / From UTRA_Idle to E-UTRA RRC_IDLE CSG cell

	6.3.4
	Inter-RAT cell reselection / From UTRA CELL_PCH state to E-UTRA RRC_IDLE CSG cell

	6.3.7
	Inter-RAT Cell reselection from E-UTRA idle non-CSG cell to a UTRA CSG cell

	6.3.8
	Inter-RAT CSG Cell Reselection from E-UTRA CSG cell to UTRA CSG cell

	8.1.3.6
	RRC connection release / Redirection from E-UTRAN to UTRAN

	8.1.3.7
	RRC connection release / Redirection from UTRAN to E-UTRAN

	8.3.2.3
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of UTRAN cells

	8.3.2.4
	Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of UTRAN cells

	8.3.2.5
	Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurements of E-UTRAN, UTRAN and GERAN cells

	8.3.2.6
	Measurement configuration control and reporting / Inter-RAT measurements / Simultaneous A2 and two B2 / Measurements of E-UTRAN, UTRAN and GERAN cells

	8.3.3.2
	Measurement configuration control and reporting / SON / ANR / CGI reporting of UTRAN cell

	8.4.1.2
	Inter-RAT handover / From E-UTRA to UTRA PS / Data

	8.4.1.4
	Inter-RAT handover / From E-UTRA to UTRA HSPA / Data

	8.4.1.5
	Inter-RAT handover / from E-UTRA to UTRA HSUPA/HSDPA / Data

	8.4.2.2
	Inter-RAT handover / From UTRA PS to E-UTRA / Data

	8.4.2.4
	Inter-RAT handover / From UTRA HSPA to E-UTRA / Data

	8.5.2.1
	Redirection to E-UTRAN / From UTRAN upon reception of RRC CONNECTION REJECT

	9.2.1.2.1b
	Combined attach / Success / SMS only

	9.2.1.2.1c
	Combined attach procedure / Success / CS Fallback not preferred

	9.2.1.2.1d
	Combined attach procedure / Success / EPS and CS Fallback not preferred / data centric UE

	9.2.1.2.5
	Combined attach / Rejected / IMSI invalid

	9.2.1.2.6
	Combined attach / Rejected / Illegal ME

	9.2.1.2.7
	Combined attach / Rejected / EPS services and non-EPS services not allowed

	9.2.1.2.8
	Combined attach / Rejected / EPS services not allowed

	9.2.1.2.9
	Combined attach / Rejected / PLMN not allowed

	9.2.1.2.11
	Combined attach / Rejected / Roaming not allowed in this tracking area

	9.2.1.2.13
	Combined attach / Rejected / No suitable cells in tracking area

	9.2.1.2.15
	Combined attach / Abnormal case / Handling of the EPS attach attempt counter

	9.2.2.1.10
	UE initiated detach / Mapped security context

	9.2.3.1.6
	Normal tracking area update / UE with ISR active moves to E-UTRAN

	9.2.3.2.1a
	Combined tracking area update / Successful / Check of last visited TAI and handling of TAI list, LAI and TMSI

	9.2.3.2.1b
	Combined tracking area update / Success / SMS only

	9.2.3.2.1c
	Combined tracking area update / Success / CS Fallback not preferred

	9.2.3.2.3
	Combined tracking area update / Successful for EPS services only / MSC temporarily not reachable

	9.2.3.2.5
	Combined tracking area update / Rejected / IMSI invalid

	9.2.3.2.6
	Combined tracking area update / Rejected / Illegal ME

	9.2.3.2.7
	Combined tracking area update / Rejected / EPS services and non-EPS services not allowed

	9.2.3.2.8
	Combined tracking area update / Rejected / EPS services not allowed

	9.2.3.2.9
	Combined tracking area update / Rejected / UE identity cannot be derived by the network

	9.2.3.2.11
	Combined tracking area update / Rejected / PLMN not allowed

	9.2.3.2.13
	Combined tracking area update / Rejected / Roaming not allowed in this tracking area

	9.2.3.2.14
	Combined tracking area update / Rejected / EPS services not allowed in this PLMN

	9.2.3.3.1
	First Iu mode to S1 mode inter-system change after attach

	9.2.3.3.2
	Iu mode to S1 mode intersystem change / ISR is active / Expiry of T3312 in E-UTRAN or T3412 in UTRAN and further intersystem change

	9.2.3.3.3
	Iu mode to S1 mode intersystem change / Periodic TAU and RAU / ISR activated, T34xx expired

	9.2.3.3.4
	First S1 mode to Iu mode inter-system change after attach

	9.2.3.3.5
	Periodic routing area update

	9.2.3.3.6
	E-UTRAN RRC connection failure / Reselection of UTRAN cell / NAS signaling to release old S1 interface connection

	13.1.2
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with redirection / MO call

	13.1.3
	Call setup from E-UTRAN RRC_CONNECTED / CS fallback to UTRAN with redirection / MT call

	13.1.4
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with handover / MT call

	13.1.5
	Call setup from E-UTRAN RRC_CONNECTED / CS fallback to UTRAN with handover / MO call

	13.1.15
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with redirection / MT call / UTRAN cell is barred

	13.1.16
	Emergency call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with handover

	13.3.2.1
	Inter-system connection re-establishment / E-UTRAN to UTRAN / Further data are to be transferred

	13.4.2.1
	Inter-system mobility / E-UTRA to UTRA packet

	13.4.2.4
	Inter-system mobility / Service based redirection from UTRA to E-UTRA

	13.4.3.1
	Inter-system mobility / E-UTRA voice to UTRA CS voice / SRVCC

	13.4.3.2
	Inter-system mobility / E-UTRA PS voice + PS data to UTRA CS voice + PS data / SRVCC

	13.4.3.4
	Inter-system mobility / E-UTRA voice to UTRA CS voice / Unsuccessful case / Retry on old cell / SRVCC

	9.2.1.1.11
	Attach / Rejected / EPS services and non-EPS services not allowed

	9.2.1.1.12
	Attach / Rejected / EPS services not allowed

	9.2.3.1.10
	Normal tracking area update / Rejected / IMSI invalid

	9.2.3.1.11
	Normal tracking area update / Rejected / Illegal ME

	9.2.3.1.15
	Normal tracking area update / Rejected / PLMN not allowed

	9.2.3.1.15a
	Normal tracking area update / Rejected / PLMN not allowed / Single Frequency operation

	9.2.3.1.17
	Normal tracking area update / Rejected / Roaming not allowed in this tracking area

	9.2.3.1.18
	Normal tracking area update / Rejected / EPS services not allowed in this PLMN

	9.2.3.1.18a
	Normal tracking area update / Rejected / EPS services not allowed in this PLMN / Single Frequency operation

	9.2.3.3.5a
	Periodic Location Update

	9.3.1.4
	Service request / Rejected / IMSI invalid

	9.3.1.5
	Service request / Rejected / Illegal ME

	9.3.1.6
	Service request / Rejected / EPS services not allowed


TS34.122 (RRM)
	8.2.2.6.1
	UTRA to E-UTRA TDD cell reselection: E-UTRA is of higher priority

	8.2.2.6.2
	UTRA to E-UTRA TDD cell reselection: E-UTRA is of lower priority

	8.3.3a
	UTRA TDD to E-UTRA FDD Handover

	8.3.3b
	UTRA TDD to E-UTRA TDD Handover

	8.3.3c
	UTRA TDD to E-UTRA FDD Handover: unknown target cell

	8.3.3d
	UTRA TDD to E-UTRA TDD Handover: unknown target cell

	8.6.5.1
	UTRA TDD to E-UTRA FDD cell search under fading propagation conditions

	8.6.5.2
	UTRA TDD to E-UTRA TDD cell search under fading propagation conditions

	8.6.5.3
	Combined UTRA TDD inter-frequency and E-UTRA FDD cell search under fading propagation conditions

	8.6.5.4
	Combined UTRA TDD inter-frequency and E-UTRA TDD cell search under fading propagation conditions

	8.7.15
	E-UTRAN TDD RSRP

	8.7.17
	E-UTRAN TDD RSRQ


TS36.521-3 (RRM)
	4.3.2
	E-UTRAN FDD - UTRAN TDD cell re-selection

	4.3.4.1
	E-UTRA TDD - UTRAN TDD cell re-selection

	4.3.4.2
	E-UTRAN TDD - UTRAN TDD cell re-selection: UTRA is of lower priority

	5.2.4
	E-UTRAN TDD - UTRAN TDD handover

	5.2.5
	E-UTRAN FDD - UTRAN TDD handover

	5.2.10
	E-UTRAN TDD - UTRAN TDD handover: unknown target cell

	8.7.2
	E-UTRAN TDD - UTRAN TDD cell search when DRX is used under fading propagation conditions

	8.7.3
	E-UTRAN TDD - UTRAN TDD SON ANR cell search reporting under AWGN propagation conditions

	8.9.1
	E-UTRAN FDD-UTRAN TDD event triggered reporting in fading propagation conditions


