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	Reason for change:
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	In Table A.4-9, to CQI index 10 has been assigned Imcs 19 and TBS 4968. According to TS 36.213 Table 7.1.7.1-1 and 7.1.7.2.1-1 for 15 RBs this combination of Imcs and TBS is not possible:

· Imcs 19 ( Itbs 17 ( TBS 5352

· Imcs 18 ( Itbs 16 ( TBS 4968
So either the Imcs or the TBS should be corrected in Table A.4-9. This was solved  in the core spec by tha agreed CR R4-131037 (R4#66bis meeting), changing the Imcs value from 19 to 18.


	
	

	Summary of change:
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	In Table A.4-9 for CQI index 10, Imcs changed from 19 to 18
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	Other comments:
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	This is an update of R5-131121.
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< Unchanged sections omitted >

Table A.4-9: Transport format corresponding to each CQI index for 15 PRB allocation (CRS)

	CQI index
	Modulation
	Target code rate 
	Imcs
	Information Bit Payload

(Subframes 1,2,3,4,6,7,8,9)
	Binary Channel Bits Per Sub-Frame (Subframes 1,2,3,4,6,7,8,9)
	Actual Code rate 

	0
	out of range
	out of range
	DTX
	-
	-
	-

	1
	QPSK
	0.0762
	0
	392
	3780
	0.1037

	2
	QPSK
	0.1172
	0
	392
	3780
	0.1037

	3
	QPSK
	0.1885
	2
	648
	3780
	0.1714

	4
	QPSK
	0.3008
	4
	1064
	3780
	0.2815

	5
	QPSK
	0.4385
	6
	1544
	3780
	0.4085

	6
	QPSK
	0.5879
	8
	2088
	3780
	0.5524

	7
	16QAM
	0.3691
	11
	2664
	7560
	0.3524

	8
	16QAM
	0.4785
	13
	3368
	7560
	0.4455

	9
	16QAM
	0.6016
	16
	4584
	7560
	0.6063

	10
	64QAM
	0.4551
	18
	4968
	11340
	0.4381

	11
	64QAM
	0.5537
	21
	6456
	11340
	0.5693

	12
	64QAM
	0.6504
	23
	7480
	11340
	0.6596

	13
	64QAM
	0.7539
	25
	8504
	11340
	0.7499

	14
	64QAM
	0.8525
	27
	9528
	11340
	0.8402

	15
	64QAM
	0.9258
	27
	9528
	11340
	0.8402

	Note1: Sub-frame#0 and #5 are not used for the corresponding requirement.


< End of changes >
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