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4
Recommended Test Case Applicability

<Unchanged Contents Skipped>
NOTE 2:
To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause number. For example for AM RLC test case 7.2.3.13 the FDD and TDD branches can be identified by "7.2.3.13 FDD" and "7.2.3.13 TDD".

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	
	IDLE MODE
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	<Unchanged Items Skipped>

	6.4.7
	Inter-RAT cell reselection / From GERAN to E-UTRA RRC_IDLE member hybrid cell
	Rel-9
	C95
	UEs supporting E-UTRA and GERAN and allowed CSG list and manual CSG selection
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	
	LAYER 2
	
	
	
	
	
	
	

	7.1.1.1
	CCCH mapped to UL SCH/DL-SCH / Reserved logical channel ID
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	<Unchanged Items Skipped>

	7.1.3.1
	Correct handling of DL assignment / Dynamic case 
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.2
	Correct handling of DL assignment / Semi-persistent case
	Rel-8
	C100
	UEs supporting E-UTRA and semi-persistence scheduling and Feature Group Indicator 7
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.3
	MAC PDU header handling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.4
	Correct HARQ process handling / DCCH and DTCH
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.5
	Correct HARQ process handling / CCCH
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.6
	Correct HARQ process handling / BCCH
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.7
	MAC padding
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.9
	MAC reset DL
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.12
	TDD additional special subframe configuration / Special subframe pattern 9/7 / CRS based transmission scheme
	Rel‑11
	C175
	UEs supporting E-UTRA TDD and TDD special subframe config
	pc_eTDD
	
	
	

	7.1.3.13
	TDD additional special subframe configuration / Special subframe pattern 9/7 / UE-specific reference signals based transmission scheme
	Rel‑11
	C175
	UEs supporting E-UTRA TDD and TDD special subframe config
	pc_eTDD
	
	
	

	7.1.3.11.1
	Addition of new CA test case: CA / Correct HARQ process handling / DCCH and DTCH / Pcell and Scell / Intra-band Contiguous CA
	Rel-10
	C132
	UEs supporting E-UTRA and Intra-band contiguous Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.11.2
	Addition of new CA test case: CA / Correct HARQ process handling / DCCH and DTCH / Pcell and Scell / Inter-band CA
	Rel-10
	C151
	UEs supporting E-UTRA and Inter-band Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.14
	Correct handling of DL assignment / Dynamic case / EPDCCH
	Rel-11
	Cxxa
	UEs supporting E-UTRA and ePDCCH
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.15
	Correct handling of DL assignment / Semi-persistent case / EPDCCH
	Rel-11
	Cxxa
	UEs supporting E-UTRA and ePDCCH
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.1
	Correct handling of UL assignment / Dynamic case
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.2
	Correct handling of UL assignment / Semi-persistent case
	Rel-8
	C100
	UEs supporting E-UTRA and semi-persistence scheduling and Feature Group Indicator 7
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.3
	Logical channel prioritization handling
	Rel-8
	C19
	UEs supporting E-UTRA and Feature Group Indicator 6 and Feature Group Indicator 7
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	


Table 4-1a: Applicability of tests Conditions

	C01
IF A.4.1-1/6 THEN R ELSE N/A

	C02
IF A.4.4-2/2 THEN R ELSE N/A

	C03
IF A.4.4-1/1 THEN R ELSE N/A

	<Unchanged Items Skipped>

	C181
IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.4-1/85 THEN R ELSE N/A

	C182
IF A.4.1-1/6 AND [8]A.2/2 AND( NOT A.4.4-1/25) THEN R ELSE N/A

	Cxxa
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/xa THEN R ELSE N/A


<Unchanged Sections Skipped>
A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of USIM removal without power down
	
	Rel-8
	pc_USIM_Removal
	

	<Unchanged Items Skipped>

	82
	Support of TDD special subframe
	36.306, 4.3.4.21

36.331, 6.3.6
	Rel-11
	pc_TDD_SpecialSubframe
	

	83
	Support of Low Access Priority indication
	24.008 1.8
	Rel-10
	pc_LAP
	

	84
	Support of MinimumPeriodicSearchTimer
	23.122, 4.4.3.3
	Rel-10
	pc_MinimumPeriodicSearchTimer
	

	85
	Support of delivery of rachReport upon request from the network
	36.306, 4.3.12.1
	Rel-9
	pc_Rach_Report
	

	xa
	Support of ePDCCH
	36.306, 4.3.4.18
36.331, 6.3.6
	Rel-11
	pc_ePDCCH
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