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<Start of modified section>
9.1.2
Default Message Contents for Signalling (TDD)

<Text skipped>
Contents of TRANSPORT CHANNEL RECONFIGURATION message: AM or UM (1.28 Mcps TDD)
<Text skipped>
	CHOICE channel requirement
	A1, A2, A3, A4
	Uplink DPCH info
	
	TCR1-186

	  - Uplink DPCH power control info
	
	
	
	TCR1-187

	    - CHOICE mode
	
	TDD
	Rel-4
	TCR1-188

	      -  UL target SIR
	
	25 dB
	Rel-4
	TCR1-189

	
	
	
	
	

	      - CHOICE UL OL PC info
	
	Individually Signalled
	
	TCR1-191

	        - CHOICE TDD option
	
	1.28 Mcps TDD
	
	TCR1-192

	          - TPC step size
	
	1
	
	TCR1-193

	        - Primary CCPCH Tx Power
	
	20 Integer(6..43)
	
	TCR1-194

	  - CHOICE mode
	
	TDD
	
	TCR1-195

	    - Uplink Timing Advance Control
	
	
	
	TCR1-196

	      - CHOICE Timing Advance
	
	Enabled
	
	TCR1-197

	        - CHOICE TDD option
	
	1.28 Mcps TDD
	
	TCR1-198

	          - Uplink synchronization parameters
	
	
	
	TCR1-199

	            - Uplink synchronization step size
	
	1
	
	TCR1-200

	            - Uplink synchronization frequency
	
	1
	
	TCR1-201

	          - Synchronization parameters
	
	
	
	TCR1-202

	            - SYNC_UL codes bitmap
	
	01010101
	
	TCR1-203

	            - FPACH info
	
	
	
	TCR1-204

	              - Timeslot number
	
	0
	
	TCR1-205

	              - Channelisation code
	
	16/15
	
	TCR1-206

	              - Midamble Shift and burst type
	
	
	
	TCR1-207

	                - CHOICE TDD option
	
	1.28 Mcps TDD
	
	TCR1-208

	                  - Midamble Allocation Mode
	
	Default midamble
	
	TCR1-209

	                  - Midamble configuration
	
	16 Integer(2, 4, 6, 8, 10, 12, 14, 16)
	
	TCR1-210

	              - WT
	
	4 Integer(1..4)
	
	TCR1-211

	             - PRXUpPCHdes
	
	-80 dBm
	
	TCR1-212

	             - SYNC_UL procedure
	
	
	
	TCR1-213

	                - Max SYNC_UL Transmissions
	
	2
	
	TCR1-214

	                - Power Ramp Step
	
	2
	
	TCR1-215

	    - UL CCTrCH List
	
	
	
	TCR1-216

	      - TFCS ID
	
	1
	
	TCR1-217

	      - UL Target SIR
	
	
25 dB
	
	TCR1-218

	      - Time info
	
	
	
	TCR1-219

	        - Activation time
	
	(256+CFN-(CFN MOD 8 + 8))MOD 256
	
	TCR1-220

	        - Duration
	
	Infinite
	
	TCR1-221

	      - Common timeslot info
	
	
	
	TCR1-222

	        - 2nd interleaving mode
	
	Default value is "Frame"
	
	TCR1-223

	         - TFCI coding
	
	Reference to clause 6 Parameter set
	
	TCR1-224

	         - Puncturing limit
	
	Reference to clause 6 Parameter set
	
	TCR1-225

	         - Repetition period
	
	1
	
	TCR1-226

	         - Repetition length
	
	
	
	TCR1-227

	      - Uplink DPCH timeslots and code
	
	
	
	TCR1-228

	        - Dynamic SF usage
	
	FALSE
	
	TCR1-229

	        - First individual timeslot info
	
	
	
	TCR1-230

	          - Timeslot number
	
	
	
	TCR1-231

	            - CHOICE TDD option
	
	1.28 Mcps TDD
	
	TCR1-232

	              - Timeslot number
	
	1 OR 2 OR 3
	
	TCR1-233

	          - TFCI existence
	
	TRUE
	
	TCR1-234

	          - Midamble shift and burst type
	
	
	
	TCR1-235

	            - CHOICE TDD option
	
	1.28 Mcps TTD
	
	TCR1-236

	              - Midamble allocation mode
	
	Default midamble
	
	TCR1-237

	              - Midamble configuration
	
	16
	
	TCR1-238

	              - Midamble Shift
	
	Not Present
	
	TCR1-239

	          - CHOICE TDD option
	
	1.28 Mcps TDD
	
	TCR1-240

	            - Modulation
	
	QPSK
	
	TCR1-241

	            - SS-TPC Symbols
	
	1
	
	TCR1-242

	            - Additional TPC-SS Symbols
	
	Not present
	
	TCR1-243

	        - First timeslot Code List
	
	Repeated (1,2) for each channelisation code assigned in the slot to meet the needs of clause 6 Parameter Set.
	
	TCR1-244

	          - channelisation codes
	
	(SF/ i) where i denotes an unassigned code matching the SF specified in clause 6 Parameter Set.
	
	TCR1-245

	        - CHOICE more timeslots
	
	No more timeslots
	
	TCR1-246

	    - UL CCTrCH List to Remove
	
	Not present
	
	TCR1-247


<Text skipped>
Contents of PHYSICAL CHANNEL RECONFIGURATION message: AM or UM (1.28 Mcps TDD)
<Text skipped>
	CHOICE channel requirement
	A1, A2, A3, A4
	Uplink DPCH info
	
	PCR1-033

	  - Uplink DPCH power control info
	
	
	
	PCR1-034

	    - CHOICE mode
	
	TDD
	
	PCR1-035

	      -  UL target SIR
	
	25 dB
	
	PCR1-036

	
	
	
	
	

	      - CHOICE UL OL PC info
	
	Individually Signalled
	
	PCR1-038

	        - CHOICE TDD option
	
	1.28 Mcps TDD
	
	PCR1-039

	          - TPC step size
	
	1
	
	PCR1-040

	        - Primary CCPCH Tx Power
	
	20 Integer(6..43)
	
	PCR1-041

	  - CHOICE mode
	
	TDD
	
	PCR1-042

	    - Uplink Timing Advance Control
	
	
	
	PCR1-043

	      - CHOICE Timing Advance
	
	Enabled
	
	PCR1-044

	        - CHOICE TDD option
	
	1.28 Mcps TDD
	
	PCR1-045

	          - Uplink synchronization parameters
	
	
	
	PCR1-046

	            - Uplink synchronization step size
	
	1
	
	PCR1-047

	            - Uplink synchronization frequency
	
	1
	
	PCR1-048

	          - Synchronization parameters
	
	
	
	PCR1-049

	            - SYNC_UL codes bitmap
	
	01010101
	
	PCR1-050

	            - FPACH info
	
	
	
	PCR1-051

	              - Timeslot number
	
	0
	
	PCR1-052

	              - Channelisation code
	
	16/15
	
	PCR1-053

	              - Midamble Shift and burst type
	
	 
	
	PCR1-054

	                - CHOICE TDD option
	
	1.28 Mcps TDD
	
	PCR1-055

	                  - Midamble Allocation Mode
	
	Default midamble
	
	PCR1-056

	                  - Midamble configuration
	
	16 Integer(2, 4, 6, 8, 10, 12, 14, 16)
	
	PCR1-057

	              - WT
	
	4 Integer(1..4)
	
	PCR1-058

	              - PRXUpPCHdes
	
	-80 dBm
	
	PCR1-059

	              - SYNC_UL procedure
	
	
	
	PCR1-060

	                - Max SYNC_UL Transmissions
	
	2
	
	PCR1-061

	                - Power Ramp Step
	
	2
	
	PCR1-062

	    - UL CCTrCH List
	
	
	
	PCR1-063

	      - TFCS ID
	
	1
	
	PCR1-064

	      - UL Target SIR
	
	
25 dB
	
	PCR1-065

	      - Time info
	
	
	
	PCR1-066

	        - Activation time
	
	(256+CFN-(CFN MOD 8 + 8))MOD 256
	
	PCR1-067

	        - Duration
	
	Infinite
	
	PCR1-068

	      - Common timeslot info
	
	
	
	PCR1-069

	        - 2nd interleaving mode
	
	Default value is "Frame"
	
	PCR1-070

	          - TFCI coding
	
	Reference to clause 6 Parameter set
	
	PCR1-071

	          - Puncturing limit
	
	Reference to clause 6 Parameter set
	
	PCR1-072

	          - Repetition period
	
	1
	
	PCR1-073

	          - Repetition length
	
	Null
	
	PCR1-074

	      - Uplink DPCH timeslots and code
	
	
	
	PCR1-075

	        - Dynamic SF usage
	
	FALSE
	
	PCR1-076

	        - First individual timeslot info
	
	
	
	PCR1-077

	          - Timeslot number
	
	
	
	PCR1-078

	            - CHOICE TDD option
	
	1.28 Mcps TDD
	
	PCR1-079

	              - Timeslot number
	
	1 OR 2 OR 3
	
	PCR1-080

	          - TFCI existence
	
	TRUE
	
	PCR1-081

	          - Midamble shift and burst type
	
	
	
	PCR1-082

	            - CHOICE TDD option
	
	1.28 Mcps TDD
	
	PCR1-083

	              - Midamble allocation mode
	
	Default midamble
	
	PCR1-084

	              - Midamble configuration
	
	16
	
	PCR1-085

	              - Midamble Shift
	
	Not Present
	
	PCR1-086

	          - CHOICE TDD option
	
	1.28 Mcps TDD
	
	PCR1-087

	            - Modulation
	
	QPSK
	
	PCR1-088

	            - SS-TPC Symbols
	
	1
	
	PCR1-089

	            - Additional TPC-SS Symbols
	
	Not present
	
	PCR1-090

	        - First timeslot Code List
	
	Repeated (1,2) for each channelisation code assigned in the slot to meet the needs of clause 6 Parameter Set.
	
	PCR1-091

	          - channelisation codes
	
	(SF/ i) where i denotes an unassigned code matching the SF specified in clause 6 Parameter Set.
	
	PCR1-092

	        - CHOICE more timeslots
	
	No more timeslots
	
	PCR1-093

	    - UL CCTrCH List to Remove
	
	Not present
	
	PCR1-094


<Text skipped>
Contents of RADIO BEARER RECONFIGURATION message: AM or UM (1.28 Mcps TDD)
<Text skipped>
	Uplink radio resources
	
	
	
	RBR1-317

	Maximum allowed UL TX power
	A1,A2,A3,A4,A5,A6
	33dBm
	
	RBR1-318

	 CHOICE channel requirement
	A1, A2, A3, A4
	Uplink DPCH info
	
	RBR1-319

	         -Uplink DPCH power control info
	
	
	
	RBR1-320

	             - CHOICE mode
	
	TDD
	
	RBR1-321

	               -  UL target SIR
	
	25 dB
	Rel-4
	RBR1-322

	
	
	
	
	

	               - CHOICE UL OL PC info
	
	
	
	RBR1-324

	                 - Broadcast UL OL PC info
	
	Null
	
	RBR1-325

	         - CHOICE mode
	
	TDD
	
	RBR1-326

	- Uplink Timing Advance Control
	
	
	
	RBR1-327

	- CHOICE Timing Advance
	
	Enabled
	
	RBR1-328

	- CHOICE TDD option
	
	1.28 Mcps TDD
	
	RBR1-329

	- Uplink synchronization parameters
	
	
	
	RBR1-330

	- Uplink synchronization step size
	
	1
	
	RBR1-331

	- Uplink synchronization frequency
	
	1
	
	RBR1-332

	- Synchronization parameters
	
	Not Present
	
	RBR1-333

	         - UL CCTrCH List
	
	
	
	RBR1-334

	- TFCS ID
	
	1
	
	RBR1-335

	- UL Target SIR
	
	
25 dB
	
	RBR1-336

	- Time info
	
	
	
	RBR1-337

	- Activation time
	
	(256+CFN-(CFN MOD 8 + 8))MOD 256
	
	RBR1-338

	- Duration
	
	infinite
	
	RBR1-339

	- Common timeslot info
	
	
	
	RBR1-340

	- 2nd interleaving mode
	
	Default value is "Frame"
	
	RBR1-341

	- TFCI coding
	
	Reference to clause 6 Parameter set
	
	RBR1-342

	- Puncturing limit
	
	Reference to clause 6 Parameter set
	
	RBR1-343

	- Repetition period
	
	1
	
	RBR1-344

	- Repetition length
	
	empty
	
	RBR1-345

	          - Uplink DPCH timeslots and code
	
	
	
	RBR1-346

	- Dynamic SF usage
	
	FALSE
	
	RBR1-347

	            - First individual timeslot info
	
	
	
	RBR1-348

	               - Timeslot number
	
	
	
	RBR1-349

	- CHOICE TDD option
	
	1.28 Mcps TDD
	
	RBR1-350

	                      - Timeslot number
	
	1
	
	RBR1-351

	                  - TFCI existence
	
	TRUE
	
	RBR1-352

	                  - Midamble shift and burst type
	
	
	
	RBR1-353

	                     - CHOICE TDD option
	
	1.28 Mcps TDD
	
	RBR1-354

	                         - Midamble allocation mode
	
	Default midamble
	
	RBR1-355

	                         - Midamble configuration
	
	16
	
	RBR1-356

	                         - Midamble Shift
	
	Not Present
	
	RBR1-357

	                   - CHOICE TDD option
	
	1.28 Mcps TDD 
	
	RBR1-358

	                        - Modulation
	
	QPSK
	
	RBR1-359

	                       - SS-TPC Symbols
	
	1
	
	RBR1-360

	                       - Additional TPC-SS Symbols
	
	Not present
	
	RBR1-361

	             - First timeslot Code List
	
	Repeated (1,2) for each channelisation code assigned in the slot to meet the needs of clause 6 Parameter Set.
	
	RBR1-362

	- channelisation codes
	
	(SF/ i) where i denotes an unassigned code matching the SF specified in clause 6 Parameter Set.
	
	RBR1-363

	- CHOICE more timeslots
	
	No more timeslots
	
	RBR1-364

	- UL CCTrCH List to Remove
	
	Not present
	
	RBR1-365

	CHOICE channel requirement
	A5, A6
	Not Present
	
	RBR1-366


<Text skipped>
Contents of RADIO BEARER SETUP message: AM or UM (1.28 Mcps TDD)

<Text skipped>
	CHOICE channel requirement
	A5, A6
	Not Present
	
	RBS1-2498

	CHOICE channel requirement
	A1, A2, A3, A4, A7, A8
	Uplink DPCH info
	
	RBS1-2499

	
	, A9, A10
	
	Rel-5
	RBS1-2500

	
	, A16, A17
	
	Rel-7
	RBS1-2501

	
	, A21
	
	
	RBS1-2502

	   - Uplink DPCH power control info
	
	
	
	RBS1-2503

	             - CHOICE mode
	
	TDD
	
	RBS1-2504

	               -  UL target SIR
	
	25 dB
	
	RBS1-2505

	
	
	
	
	

	               - CHOICE UL OL PC info
	
	
	
	RBS1-2507

	                 - Broadcast UL OL PC info
	
	Null
	
	RBS1-2508

	    - Uplink Timing Advance Control
	
	Not Present
	
	RBS1-2509

	    - UL CCTrCH List
	
	
	
	RBS1-2510

	      - TFCS ID
	
	1
	
	RBS1-2511

	      - UL Target SIR
	
	
25 dB
	
	RBS1-2512

	      - Time info
	
	
	
	RBS1-2513

	        - Activation time
	
	(256+CFN-(CFN MOD 8 + 8))MOD 256
	
	RBS1-2514

	        - Duration
	
	Infinite
	
	RBS1-2515

	      - Common timeslot info
	
	
	
	RBS1-2516

	        - 2nd interleaving mode
	
	Default value is "Frame"
	
	RBS1-2517

	          - TFCI coding
	
	Reference to clause 6 Parameter set
	
	RBS1-2518

	          - Puncturing limit
	
	Reference to clause 6 Parameter set
	
	RBS1-2519

	          - Repetition period
	
	1
	
	RBS1-2520

	          - Repetition length
	
	
	
	RBS1-2521

	      - Uplink DPCH timeslots and code
	
	
	
	RBS1-2522

	        - Dynamic SF usage
	
	FALSE
	
	RBS1-2523

	        - First individual timeslot info
	
	
	
	RBS1-2524

	          - Timeslot number
	
	
	
	RBS1-2525

	            - CHOICE TDD option
	
	1.28 Mcps TDD
	
	RBS1-2526

	              - Timeslot number
	
	1 OR 2 OR 3
	
	RBS1-2527

	          - TFCI existence
	
	TRUE
	
	RBS1-2528

	          - Midamble shift and burst type
	
	
	
	RBS1-2529

	            - CHOICE TDD option
	
	1.28 Mcps TDD
	
	RBS1-2530

	              - Midamble allocation mode
	
	Default midamble
	
	RBS1-2531

	              - Midamble configuration
	
	16
	
	RBS1-2532

	              - Midamble Shift
	
	Not Present
	
	RBS1-2533

	          - CHOICE TDD option
	
	1.28 Mcps TDD
	
	RBS1-2534

	            - Modulation
	
	QPSK
	
	RBS1-2535

	            - SS-TPC Symbols
	
	1
	
	RBS1-2536

	            - Additional TPC-SS Symbols
	
	Not present
	
	RBS1-2537

	        - First timeslot Code List
	
	Repeated (1,2) for each channelisation code assigned in the slot to meet the needs of clause 6 Parameter Set.
	
	RBS1-2538

	          - channelisation codes
	
	(SF/ i) where i denotes an unassigned code matching the SF specified in clause 6 Parameter Set.
	
	RBS1-2539

	        - CHOICE more timeslots
	
	No more timeslots
	
	RBS1-2540

	    - UL CCTrCH List to Remove
	
	Not present
	
	RBS1-2541

	Uplink DPCH info
	A11, A12, A13, A14, A15, A16a
	Uplink DPCH info
	Rel-7
	RBS1-2542

	
	A19, A20, A22, A23, A24
	
	Rel-8
	RBS1-2543

	   - Uplink DPCH power control info
	
	
	
	RBS1-2544

	             - CHOICE mode
	
	TDD
	
	RBS1-2545

	               -  UL target SIR
	
	25 dB
	
	RBS1-2546

	
	
	
	
	

	               - CHOICE UL OL PC info
	
	
	
	RBS1-2548

	                 - Broadcast UL OL PC info
	
	Null
	
	RBS1-2549

	    - Uplink Timing Advance Control
	
	Not Present
	
	RBS1-2550

	    - UL CCTrCH List
	
	
	
	RBS1-2551

	      - TFCS ID
	
	1
	
	RBS1-2552

	      - UL Target SIR
	
	
25 dB
	
	RBS1-2553

	      - Time info
	
	
	
	RBS1-2554

	        - Activation time
	
	(256+CFN-(CFN MOD 8 + 8))MOD 256
	
	RBS1-2555

	        - Duration
	
	Infinite
	
	RBS1-2556

	      - Common timeslot info
	
	
	
	RBS1-2557

	        - 2nd interleaving mode
	
	Default value is "Frame"
	
	RBS1-2558

	          - TFCI coding
	
	Reference to clause 6 Parameter set
	
	RBS1-2559

	          - Puncturing limit
	
	Reference to clause 6 Parameter set
	
	RBS1-2560

	          - Repetition period
	
	1
	
	RBS1-2561

	          - Repetition length
	
	1
	
	RBS1-2562

	      - Uplink DPCH timeslots and code
	
	
	
	RBS1-2563

	        - Dynamic SF usage
	
	FALSE
	
	RBS1-2564

	        - First individual timeslot info
	
	
	
	RBS1-2565

	          - Timeslot number
	
	
	
	RBS1-2566

	            - CHOICE TDD option
	
	1.28 Mcps TDD
	
	RBS1-2567

	              - Timeslot number
	
	1 OR 2 OR 3
	
	RBS1-2568

	          - TFCI existence
	
	TRUE
	
	RBS1-2569

	          - Midamble shift and burst type
	
	
	
	RBS1-2570

	            - CHOICE TDD option
	
	1.28 Mcps TDD
	
	RBS1-2571

	              - Midamble allocation mode
	
	Default midamble
	
	RBS1-2572

	              - Midamble configuration
	
	16
	
	RBS1-2573

	              - Midamble Shift
	
	Not Present
	
	RBS1-2574

	          - CHOICE TDD option
	
	1.28 Mcps TDD
	
	RBS1-2575

	            - Modulation
	
	QPSK
	
	RBS1-2576

	            - SS-TPC Symbols
	
	1
	
	RBS1-2577

	            - Additional TPC-SS Symbols
	
	Not present
	
	RBS1-2578

	        - First timeslot Code List
	
	Repeated (1,2) for each channelisation code assigned in the slot to meet the needs of clause 6 Parameter Set.
	
	RBS1-2579

	          - channelisation codes
	
	(SF/ i) where i denotes an unassigned code matching the SF specified in clause 6 Parameter Set.
	
	RBS1-2580

	        - CHOICE more timeslots
	
	No more timeslots
	
	RBS1-2581

	    - UL CCTrCH List to Remove
	
	Not present
	
	RBS1-2582


<Text skipped>
Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_DCH) (1.28 Mcps TDD option)

<Text skipped>
	CHOICE channel requirement
	A1
	Uplink DPCH info
	
	RCS1-763

	      - Uplink DPCH power control info
	
	
	
	RCS1-764

	          - CHOICE mode
	
	TDD
	
	RCS1-765

	            -  UL target SIR
	
	25 dB
	
	RCS1-766

	
	
	
	
	

	             - CHOICE UL OL PC info
	
	Individually signalled
	
	RCS1-768

	               - CHOICE TDD option
	
	1.28 Mcps TDD
	
	RCS1-769

	                  - TPC step size
	
	1 dB
	
	RCS1-770

	                 - Primary CCPCH Tx Power
	
	Not Present
	
	RCS1-771

	      - CHOICE mode
	
	TDD
	
	RCS1-772

	         - Uplink Timing Advance Control
	
	
	
	RCS1-773

	            - CHOICE Timing Advance
	
	Enabled
	
	RCS1-774

	               - CHOICE TDD option
	
	1.28 Mcps TDD
	
	RCS1-775

	                  - Uplink synchronization parameters
	
	
	
	RCS1-776

	                     - Uplink synchronization step size
	
	1
	
	RCS1-777

	                     - Uplink synchronization frequency
	
	1
	
	RCS1-778

	                  - Synchronization parameters
	
	Not present
	
	RCS1-779

	         - UL CCTrCH List
	
	
	
	RCS1-780

	            - TFCS ID
	
	1
	
	RCS1-781

	            - UL Target SIR
	
	
25 dB
	
	RCS1-782

	                - Time info
	
	
	
	RCS1-783

	
- Activation time
	
	 Not present
	
	RCS1-784

	                       - Duration
	
	Not present
	
	RCS1-785

	                 - Common timeslot info
	
	
	
	RCS1-786

	                      - 2nd interleaving mode
	
	Reference to clause 6 Parameter Set
	
	RCS1-787

	                      - TFCI coding
	
	Reference to clause 6 Parameter Set
	
	RCS1-788

	                      - Puncturing Limit
	
	Reference to clause 6 Parameter Set
	
	RCS1-789

	                      - Repetition Period
	
	
	
	RCS1-790

	                      - Repetition Length
	
	null
	
	RCS1-791

	                   - Uplink DPCH timeslots and codes
	
	
	
	RCS1-792

	               - Dynamic SF usage
	
	FALSE
	
	RCS1-793

	               - First individual timeslot info
	
	
	
	RCS1-794

	                  - Timeslot number
	
	
	
	RCS1-795

	                     - CHOICE TDD option
	
	1.28 Mcps TDD
	
	RCS1-796

	                        - Timeslot number
	
	1 OR 2 OR 3
	
	RCS1-797

	                  - TFCI existence
	
	TRUE
	
	RCS1-798

	                  - Midamble shift and burst type
	
	
	
	RCS1-799

	                     - CHOICE TDD option
	
	1.28 Mcps TDD
	
	RCS1-800

	                        - Midamble allocation mode
	
	Default midamble
	
	RCS1-801

	                        - Midamble configuration
	
	16
	
	RCS1-802

	                        - Midamble Shift
	
	Not Present
	
	RCS1-803

	                  - CHOICE TDD option
	
	1.28 Mcps TDD      
	
	RCS1-804

	                     - Modulation
	
	QPSK
	
	RCS1-805

	                     - SS-TPC Symbols
	
	1
	
	RCS1-806

	                     - Additional TPC-SS Symbols
	
	Not present
	
	RCS1-807

	               - First timeslot Code List
	
	Repeated (1,2) for each channelisation code assigned in the slot to meet the needs of clause 6 Parameter Set.
	
	RCS1-808

	                  - channelisation codes
	
	(SF/ i) where i denotes an unassigned code matching the SF specified in clause 6 Parameter Set.
	
	RCS1-809

	               - CHOICE more timeslots
	
	No more timeslots
	
	RCS1-810

	         - UL CCTrCH List to Remove
	
	Not present
	
	RCS1-811

	CHOICE channel requirement
	A2, A3
	Uplink DPCH info
	Rel-7
	RCS1-812

	
	, A4
	
	Rel-8
	RCS1-813

	      - Uplink DPCH power control info
	
	
	
	RCS1-814

	          - CHOICE mode
	
	TDD
	
	RCS1-815

	            -  UL target SIR
	
	25 dB
	
	RCS1-816

	
	
	
	
	

	            - CHOICE UL OL PC info
	
	Individually signalled
	
	RCS1-818

	               - CHOICE TDD option
	
	1.28 Mcps TDD
	
	RCS1-819

	                  - TPC step size
	
	1 dB
	
	RCS1-820

	                 - Primary CCPCH Tx Power
	
	Not Present
	
	RCS1-821

	      - CHOICE mode
	
	TDD
	
	RCS1-822

	         - Uplink Timing Advance Control
	
	
	
	RCS1-823

	            - CHOICE Timing Advance
	
	Enabled
	
	RCS1-824

	               - CHOICE TDD option
	
	1.28 Mcps TDD
	
	RCS1-825

	                  - Uplink synchronization parameters
	
	
	
	RCS1-826

	                     - Uplink synchronization step size
	
	1
	
	RCS1-827

	                     - Uplink synchronization frequency
	
	1
	
	RCS1-828

	                  - Synchronization parameters
	
	Not present
	
	RCS1-829

	         - UL CCTrCH List
	
	
	
	RCS1-830

	            - TFCS ID
	
	1
	
	RCS1-831

	            - UL Target SIR
	
	
25 dB
	
	RCS1-832

	                - Time info
	
	
	
	RCS1-833

	
- Activation time
	
	Not present 
	
	RCS1-834

	                       - Duration
	
	Not present
	
	RCS1-835

	                 - Common timeslot info
	
	
	
	RCS1-836

	                      - 2nd interleaving mode
	
	Reference to clause 6 Parameter Set
	
	RCS1-837

	                      - TFCI coding
	
	Reference to clause 6 Parameter Set
	
	RCS1-838

	                      - Puncturing Limit
	
	Reference to clause 6 Parameter Set
	
	RCS1-839

	                      - Repetition Period
	
	
	
	RCS1-840

	                      - Repetition Length
	
	null
	
	RCS1-841

	                   - Uplink DPCH timeslots and codes
	
	
	
	RCS1-842

	               - Dynamic SF usage
	
	FALSE
	
	RCS1-843

	               - First individual timeslot info
	
	
	
	RCS1-844

	                  - Timeslot number
	
	
	
	RCS1-845

	                     - CHOICE TDD option
	
	1.28 Mcps TDD
	
	RCS1-846

	                        - Timeslot number
	
	1 OR 2 OR 3
	
	RCS1-847

	                  - TFCI existence
	
	TRUE
	
	RCS1-848

	                  - Midamble shift and burst type
	
	
	
	RCS1-849

	                     - CHOICE TDD option
	
	1.28 Mcps TDD
	
	RCS1-850

	                        - Midamble allocation mode
	
	Default midamble
	
	RCS1-851

	                        - Midamble configuration
	
	16
	
	RCS1-852

	                        - Midamble Shift
	
	Not Present
	
	RCS1-853

	                  - CHOICE TDD option
	
	1.28 Mcps TDD      
	
	RCS1-854

	                     - Modulation
	
	QPSK
	
	RCS1-855

	                     - SS-TPC Symbols
	
	1
	
	RCS1-856

	                     - Additional TPC-SS Symbols
	
	Not present
	
	RCS1-857

	               - First timeslot Code List
	
	Repeated (1,2) for each channelisation code assigned in the slot to meet the needs of clause 6 Parameter Set.
	
	RCS1-858

	                  - channelisation codes
	
	(SF/ i) where i denotes an unassigned code matching the SF specified in clause 6 Parameter Set.
	
	RCS1-859

	               - CHOICE more timeslots
	
	No more timeslots
	
	RCS1-860

	         - UL CCTrCH List to Remove
	
	Not present
	
	RCS1-861


<End of modified section>

