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8.2.1.2.3_C.1
FDD PDSCH Transmit diversity 2x2 for eICIC (non-MBFSN ABS)



- Tests requirements are TBD

- Test tolerances are incomplete

8.2.1.2.3_C.1.1
Test purpose

To verify the UE's performance of transmit diversity (SFBC) with 2 transmit antennas if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS of the aggressor cell.

8.2.1.2.3_C.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and forward. Applicability requires support for FGI bit 115.

8.2.1.2.3_C.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1 and 8.2.1.2.3_C.1.3-1.

In Table 8.2.1.2.3_C.1.3-1, Cell 1 is the serving cell, and Cell 2 is the aggressor cell. The downlink physical channel setup for Cell 1 is according to Table C.3.2-1 in Annex C.3.2 and for Cell 2 is according to Table C.3.3-1 in Annex C.3.3, respectively.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.1.2.3_C.1.3-2 for the specified SNR.
Table 8.2.1.2.3_C.1.3-1: Test Parameters for Transmit diversity Performance (FRC)

	Parameter
	Unit
	Cell 1
	Cell 2

	Downlink power allocation
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	dB
	-3
	-3
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	dB
	-3 (Note 1)
	-3

	
	(
	dB
	0
	N/A
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	dBm/15kHz
	-102 (Note 2)
	N/A
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	dBm/15kHz
	-98 (Note 3)
	N/A
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	dBm/15kHz
	-94.8 (Note 4)
	N/A
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	dB
	 Reference Value in Table 8.2.1.2.3_C.1.3-2
	6

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s 
	2.5 (synchronous cells)

	Cell Id
	
	0
	1

	ABS pattern (Note 5)
	
	N/A
	11000100 11000000 11000000 11000000 11000000

	RLM/RRM Measurement Subframe Pattern (Note 6)
	
	10000000

10000000

10000000

10000000

10000000
	N/A

	CSI Subframe Sets (Note7)
	CCSI,0
	
	11000100 11000000 11000000 11000000 11000000
	N/A

	
	CCSI,1
	
	00111011 00111111 00111111 00111111 00111111
	N/A

	Number of control OFDM symbols
	
	2
	

	PDSCH transmission mode
	
	2
	N/A

	Cyclic prefix
	
	Normal
	Normal

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping  with the aggressor ABS.

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 5:
ABS pattern as defined in [14]. PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [5]

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [5].

Note 8:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same.

Note 9:
SIB-1 will not be transmitted in Cell2 in this test.


Table 8.2.1.2.3_C.1.3-2: Minimum Performance Transmit Diversity (FRC)

	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Fraction of Maximum Throughput (%)
	SNR (dB) (Note 2)
	

	1
	R.11-4 FDD
	OP.1 FDD
	OP.1 FDD
	EVA5
	EVA 5
	2x2 Medium
	70
	3.4
	2-8

	Note 1:
The propagation conditions for Cell 1 and Cell2 are statistically independent.

Note 2:
SNR corresponds to 
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of cell 1.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.2.3.

8.2.1.2.3_C.1.4
Test description

8.2.1.2.3_C.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: As specified per test number in Table 8.2.1.2.3_C.1.3-2 as defined in TS 36.508 [7] clause 4.3.1.1.

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.40 for antenna configuration 2x2.

2.
The parameter settings for the cell1 are set up according to Tables 8.2.1-1 and 8.2.1.2.3_C.1.3-1 as appropriate.

3.
Downlink signals are initially set up for Cell1 according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.2.1.2.3_C.1.4.3.

8.2.1.2.3_C.1.4.2
Test procedure

1.
Set the parameters for Cell1 and Cell2, and SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.1.2.3_C.1.5-1 and 8.2.1.2.3_C.1.5-2. The SS sends downlink MAC padding bits on the DL RMC. Propagation conditions are set according to Annex B clause B.2


2.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

<< Unchanged sections omitted >>

8.2.1.3.3_C.1
FDD PDSCH Open Loop Spatial Multiplexing 2x2 for eICIC (non-MBSFN ABS)



- Test requirement table needs to be corrected or updated. 


-Test tolerances are incomplete

8.2.1.3.3_C.1.1
Test purpose

To verify the UE's ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using large delay CDD.

8.2.1.3.3_C.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and forward. Applicability requires support for FGI bit 115.

8.2.1.3.3_C.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1 and 8.2.1.3.3_C.1.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.1.3.3_C.1.3-1 for the specified SNR. For open-loop spatial multiplexing performance with large delay CDD is specified.
Table 8.2.1.3.3_C.1.3-1: Test Parameters for Large Delay CDD (FRC) no MBSFN ABS

	Parameter
	Unit
	Cell 1
	Cell 2

	Downlink power allocation
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	dB
	-3
	-3
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	dB
	-3 (Note 1)
	-3
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	dBm/15kHz
	-102 (Note 2)
	N/A
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	dBm/15kHz
	-98 (Note 3)
	N/A
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	dBm/15kHz
	-94.8 (Note 4)
	N/A
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	dB
	Reference Value in Table 8.2.1.3.3_C.1.3-2
	[6]

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN

	Cell Id
	
	0
	1

	Time Offset between Cells
	[(s]
	2.5 (synchronous cells)

	ABS pattern (Note 5)
	
	N/A
	11000100, 11000000, 11000000, 11000000,  11000000

	RLM/RRM Measurement Subframe Pattern(Note 6)
	
	10000000

10000000

10000000

10000000

10000000
	N/A

	CSI Subframe Sets (Note 7)
	CCSI,0
	
	11000100 11000000 11000000 11000000 11000000
	N/A

	
	CCSI,1
	
	00111011 00111111 00111111 00111111 00111111
	N/A

	Number of control OFDM symbols
	
	2
	

	PDSCH transmission mode
	
	3
	N/A

	Cyclic prefix
	
	Normal
	Normal

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS

Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping  with the aggressor ABS

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 5:
ABS pattern as defined in [14]. PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [5]

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [5]

Note 8:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same.

Note 9:
SIB-1 will not be transmitted in Cell2 in this test.


Table 8.2.1.3.3_C.1.3-2: Minimum performance Large Delay CDD (FRC) no MBSFN ABS

	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Fraction of Maximum Throughput (%)
	SNR (dB) (Note 2)
	

	1
	R.11 FDD
	OP.1 FDD
	OP.1 FDD
	EVA 5
	EVA 5
	2x2 Low
	[70]
	[13.3]
	2-8

	Note 1:
The propagation conditions for Cell 1 and Cell2 are statistically independent.

Note 2:
SNR corresponds to 
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of cell 1.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.3.3.

8.2.1.3.3_C.1.4
Test description

8.2.1.3.3_C.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: As specified per test number in Table 8.2.1.3.3_C.1.3-2, as defined in TS 36.508 [7] clause 4.3.1.1

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.40 for antenna configuration 2x2.

2.
The parameter settings for the cell 1 are set up according to Tables 8.2.1-1 and 8.2.1.3.3_C.1.3-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.2.1.3.3_C.1.4.3.

8.2.1.3.3_C.1.4.2
Test procedure

1.
Set the parameters for Cell1 and Cell2, and SS transmits PDSCH via PDCCH DCI format 2A for C_RNTI to transmit the DL RMC according to Tables 8.2.1.3.3_C.1.5-1 and 8.2.1.3.3_C.1.5-2. The SS sends downlink MAC padding bits on the DL RMC. Propagation conditions are set according to Annex B clause B.2.


2.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

<< Unchanged sections omitted >>

8.2.1.3.3_C.2
FDD PDSCH Open Loop Spatial Multiplexing 2x2 for eICIC (MBSFN ABS)



- Test requirement table needs to be corrected or updated.


-Test tolerances are incomplete

8.2.1.3.3_C.2.1
Test purpose

To verify the UE's ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using large delay CDD.

8.2.1.3.3_C.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and forward. Applicability requires support for FGI bit 115.

8.2.1.3.3_C.2.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1 and 8.2.1.3.3_C.2.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.1.3.3_C.2.3-1 for the specified SNR. For open-loop spatial multiplexing performance with large delay CDD is specified.
Table 8.2.1.3.3_C.2.3-1: Test Parameters for Large Delay CDD (FRC) MBSFN ABS

	Parameter
	Unit
	Cell 1
	Cell 2

	Downlink power allocation
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	dB
	-3
	-3
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	dB
	-3 (Note 1)
	-3

	
	(
	dB
	0
	N/A
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at antenna port
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	dBm/15kHz
	-102 (Note 2)
	N/A
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	dBm/15kHz
	-98 (Note 3)
	N/A
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	dBm/15kHz
	-94.8 (Note 4)
	N/A
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	dB
	Reference Value in Table 8.2.1.3.3_C.2.3-2
	6

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	MBSFN

	Cell Id
	
	0
	126

	Time Offset between Cells
	(s
	2.5 (synchronous cells)

	ABS pattern (Note 5)
	
	N/A
	0001000000 0100000010 0000001000 0000000000

	RLM/RRM Measurement Subframe Pattern (Note 6)
	
	0001000000 0100000010 0000001000 0000000000
	N/A

	CSI Subframe Sets (Note 7)
	CCSI,0
	
	0001000000 0100000010 0000001000 0000000000
	N/A

	
	CCSI,1
	
	1110111111 1011111101 1111110111 1111111111
	N/A

	MBSFN Subframe Allocation (Note 10)
	
	N/A
	001000

100001

000100

000000

	Number of control OFDM symbols
	
	2
	

	PDSCH transmission mode
	
	3
	N/A

	Cyclic prefix
	
	Normal
	Normal

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #4, #5, #6, #7, #8, #9, #10, #11, #12, #13 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in OFDM symbol #0 of a subframe overlapping  with the aggressor ABS.

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS.

Note 5:
ABS pattern as defined in [14]. The 4th, 12th, 19th and 27th subframes indicated by ABS pattern are MBSFN ABS subframes. PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [5].

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [5].

Note 8:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same.

Note 9:
SIB-1 will not be transmitted in Cell2 in this test. 

Note 10:
MBSFN Subframe Allocation as defined in [5], four frames with 24 bits is chosen for MBSFN subframe allocation.

Note 11:
The maximum number of uplink HARQ transmission is limited to 2 so that each PHICH channel transmission is in a subframe protected by MBSFN ABS in this test.


Table 8.2.1.3.3_C.2.3-2: Minimum performance Large Delay CDD (FRC) MBSFN ABS

	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Fraction of Maximum Throughput (%)
	SNR (dB) (Note 2)
	

	1
	R.11 FDD
	OP.1 FDD
	OP.1 FDD
	EVA 5
	EVA 5
	2x2 Low
	70
	12.0
	2-8

	Note 1:
The propagation conditions for Cell 1 and Cell2 are statistically independent.

Note 2:
SNR corresponds to 
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of cell 1.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.3.3.

8.2.1.3.3_C.2.4
Test description

8.2.1.3.3_C.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: As specified per test number in Table 8.2.1.3.3_C.2.3-2, as defined in TS 36.508 [7] clause 4.3.1.1

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.40 for antenna configuration 2x2.

2.
The parameter settings for the cell 1 are set up according to Tables 8.2.1-1 and 8.2.1.3.3_C.2.3-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.2.1.3.3_C.2.4.3.

8.2.1.3.3_C.2.4.2
Test procedure

1.
Set the parameters for Cell1 and Cell2, and SS transmits PDSCH via PDCCH DCI format 2A for C_RNTI to transmit the DL RMC according to Tables 8.2.1.3.3_C.2.5-1 and 8.2.1.3.3_C.2.5-2. The SS sends downlink MAC padding bits on the DL RMC. Propagation conditions are set according to Annex B clause B.2.


2.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

<< Unchanged sections omitted >>

8.2.2.2.3_C.1
TDD PDSCH Transmit diversity 2x2 for eICIC (non-MBFSN ABS)



- Test tolerances are incomplete

8.2.2.2.3_C.1.1
Test purpose

To verify the UE's performance of transmit diversity (SFBC) with 2 transmit antennas if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS of the aggressor cell.

8.2.2.2.3_C.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and forward. Applicability requires support for FGI bit 115.

8.2.2.2.3_C.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.4.2, with the addition of the relevant parameters in Tables 8.2.2-1 and 8.2.2.2.3_C.1.3-1.

In Table 8.2.2.2.3_C.1.3-1, Cell 1 is the serving cell, and Cell 2 is the aggressor cell. The downlink physical channel setup for Cell 1 is according to Table C.3.2-1 in Annex C.3.2 and for Cell 2 is according to Table C.3.3-1 in Annex C.3.3, respectively.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.2.2.3_C.1.3-2 for the specified SNR.
Table 8.2.2.2.3_C.1.3-1: Test Parameters for Transmit diversity Performance (FRC)

	Parameter
	Unit
	Cell 1
	Cell 2

	Uplink downlink configuration
	
	1
	1

	Special subframe configuration
	
	4
	4

	Downlink power allocation
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	dB
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)

	
	(
	dB
	0
	N/A
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	dBm/15kHz
	-102 (Note 2)
	N/A
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	dBm/15kHz
	-98 (Note 3)
	N/A
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	dBm/15kHz
	-94.8 (Note 4)
	N/A
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	dB
	Reference Value in Table 8.2.2.2.3_C.1.3-2
	6

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN 
	Non-MBSFN

	Time Offset between Cells
	(s
	2.5 (synchronous cells)

	Cell Id
	
	0
	1

	ABS pattern (Note 5)
	
	N/A
	0000010001 0000000001

	RLM/RRM Measurement Subframe Pattern (Note 6)
	
	0000000001
0000000001
	N/A

	CSI Subframe Sets (Note 7)
	CCSI,0
	
	0000010001 0000000001
	N/A

	
	CCSI,1
	
	1100101000 1100111000
	N/A

	Number of control OFDM symbols
	
	2
	

	ACK/NACK feedback mode
	
	Multiplexing
	

	PDSCH transmission mode
	
	2
	N/A

	Cyclic prefix
	
	Normal
	Normal

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS.
Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping  with the aggressor ABS.

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS.

Note 5:
ABS pattern as defined in [14]. PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [5].

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [5].

Note 8:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same.

Note 9:
SIB-1 will not be transmitted in Cell2 in this test.


Table 8.2.2.2.3_C.1.3-2: Minimum Performance Transmit Diversity (FRC)

	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Fraction of Maximum Throughput (%)
	SNR (dB) (Note 2)
	

	1
	R.11-4 TDD
	OP.1 TDD
	OP.1 TDD
	EVA5
	EVA5
	2x2 Medium
	70
	3.8
	2-8

	Note 1:
The propagation conditions for Cell 1 and Cell2 are statistically independent.

Note 2:
SNR corresponds to 
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of cell 1. 

Note 3:
The correlation matrix and antenna configuration apply for Cell 1 and Cell 2.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.2.3.

8.2.2.2.3_C.1.4
Test description

8.2.2.2.3_C.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.

Channel Bandwidths to be tested: As specified per test number in Table 8.2.2.2.3_C.1.3-2 as defined in TS 36.508 [7] clause 4.3.1.2.

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.40 for antenna configuration 2x2.

2.
The parameter settings for the cell1 are set up according to Tables 8.2.2-1 and 8.2.2.2.3_C.1.3-1 as appropriate.

3.
Downlink signals are initially set up for Cell1 according to Annex C.0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.2.2.2.3_C.1.4.3.

8.2.2.2.3_C.1.4.2
Test procedure

1.
Set the parameters for Cell1 and Cell2, and SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.2.2.3_C.1.5-1 and 8.2.2.2.3_C.1.5-2. The SS sends downlink MAC padding bits on the DL RMC. Propagation conditions are set according to Annex B clause B.2.


2.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

<< Unchanged sections omitted >>
8.2.2.3.3_C.1
 TDD PDSCH Open Loop Spatial Multiplexing 2x2 for eICIC (non-MBSFN ABS)


- Test Tolerance is undefined.


8.2.2.3.3_C.1.1
Test purpose

To verify the UE's ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using large delay CDD.

8.2.2.3.3_C.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and forward. Applicability requires support for FGI bit 115.

8.2.2.3.3_C.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.4.2, with the addition of the relevant parameters in Tables 8.2.2-1 and 8.2.2.3.3_C.1.3-1,and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

The requirements for non-MBSFN ABS are specified in Table 8.2.2.3.3_C.1.3-2, with the addition of parameters in Table 8.2.2.3.3_C.1.3-1and the downlink physical channel setup according to Annex  C.3.2 and Annex C.3.3.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Tables 8.2.2.3.3_C.1.3-2for the specified SNR. For open-loop spatial multiplexing performance with large delay CDD is specified.

Table 8.2.2.3.3_C.1.3-1: Test Parameters for Large Delay CDD (FRC) – no MBSFN ABS

	Parameter
	Unit
	Cell 1
	Cell 2

	Uplink downlink configuration 
	
	1
	1

	Special subframe configuration
	
	4
	4

	Downlink power allocation
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	dB
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)

	
	(
	dB
	0
	N/A

	
[image: image39.wmf]oc

N

at antenna port
	
[image: image40.wmf]1

oc

N


	dBm/15kHz
	-102 (Note 2)
	N/A
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	dBm/15kHz
	-98 (Note 3)
	N/A
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	dBm/15kHz
	-94.8 (Note 4)
	N/A
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	dB
	Reference Value in Table 8.2.2.3.3_C.1.3-2
	6

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN 
	Non-MBSFN

	Cell Id
	
	0
	1

	Time Offset between Cells
	(s
	2.5 (synchronous cells)

	ABS pattern (Note 5)
	
	N/A
	0000010001, 0000000001

	RLM/RRM Measurement Subframe Pattern (Note 6)
	
	0000000001, 0000000001
	N/A

	CSI Subframe Sets (Note 7)
	CCSI,0
	
	0000010001, 0000000001
	N/A

	
	CCSI,1
	
	1100101000 1100111000
	N/A

	Number of control OFDM symbols
	
	2
	

	ACK/NACK feedback mode
	
	Multiplexing
	

	PDSCH transmission mode
	
	3
	N/A

	Cyclic prefix
	
	Normal
	Normal

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS.
Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping  with the aggressor ABS.

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS.

Note 5:
ABS pattern as defined in [14]. PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [5].

Note 7: 
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [5].

Note 8:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same.

Note 9:
SIB-1 will not be transmitted in Cell2 in this test.


Table 8.2.2.3.3_C.1.3-2: Minimum performance Large Delay CDD (FRC) – no MBSFN ABS

	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Fraction of Maximum Throughput (%)
	SNR (dB) (Note 2)
	

	1
	R.11 TDD
	OP.1 TDD
	OP.1 TDD
	EVA 5
	EVA 5
	2x2 Low
	70
	14.0
	2-8

	Note 1:
The propagation conditions for Cell 1 and Cell2 are statistically independent.

Note 2:
SNR corresponds to 
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of cell 1. 

Note 3:
The correlation matrix and antenna configuration apply for Cell 1 and Cell 2.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.3.3.

8.2.2.3.3_C.1.4
Test description

8.2.2.3.3_C.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.

Channel Bandwidths to be tested: As specified per test number in Table 8.2.2.3.3_C.1.3-2, as defined in TS 36.508 [7] clause 4.3.1.2

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.40 for antenna configuration 2x2.

2.
The parameter settings for the cell 1 are set up according to Tables 8.2.2-1 and 8.2.2.3.3_C.1.3-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.2.2.3.3_C.1.4.3.

8.2.2.3.3_C.1.4.2
Test procedure

1.
Set the parameters for Cell1 and Cell2, and SS transmits PDSCH via PDCCH DCI format 2A for C_RNTI to transmit the DL RMC according to Tables 8.2.2.3.3_C.1.5-1 and 8.2.2.3.3_C.1.5-2. The SS sends downlink MAC padding bits on the DL RMC. Propagation conditions are set according to Annex B clause B.2.


2.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

<< Unchanged sections omitted >>

8.2.2.3.3_C.2
TDD PDSCH Open Loop Spatial Multiplexing 2x2 for eICIC (MBSFN ABS)


- Test Tolerance is undefined.


8.2.2.3.3_C.2.1
Test purpose

To verify the UE's ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for transmission on two antenna ports using large delay CDD.

8.2.2.3.3_C.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and forward. Applicability requires support for FGI bit 115.

8.2.2.3.3_C.2.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.4.2, with the addition of the relevant parameters in Tables 8.2.2-1 and 8.2.2.3.3_C.2.3-1and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

The requirements for MBSFN ABS are specified in Table 8.2.2.3.3_C.2.3-2, with the addition of parameters in Table 8.2.2.3.3_C.2.3-1and the downlink physical channel setup according to Annex  C.3.2 and Annex C.3.3.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Tables 8.2.2.3.3_C.2.3-2for the specified SNR. For open-loop spatial multiplexing performance with large delay CDD is specified.

Table 8.2.2.3.3_C.2.3-1: Test Parameters for Large Delay CDD (FRC) – MBSFN ABS

	Parameter
	Unit
	Cell 1
	Cell 2

	Uplink downlink configuration 
	
	1
	1

	Special subframe configuration
	
	4
	4

	Downlink power allocation
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	dB
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)

	
	(
	dB
	0
	N/A
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	dBm/15kHz
	-102 (Note 2)
	N/A
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	dBm/15kHz
	-98 (Note 3)
	N/A
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	dBm/15kHz
	-94.8 (Note 4)
	N/A
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	dB
	Reference Value in Table 8.2.2.3.3_C.2.3-2
	6

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN 
	MBSFN

	Cell Id
	
	0
	126

	Time Offset between Cells
	(s
	2.5 (synchronous cells)

	ABS pattern (Note 5)
	
	N/A
	0000000001 0000000001

	RLM/RRM Measurement Subframe Pattern (Note 6)
	
	0000000001 0000000001
	N/A

	CSI Subframe Sets (Note 7)
	CCSI,0
	
	0000000001 0000000001
	N/A

	
	CCSI,1
	
	1100111000 1100111000
	N/A

	MBSFN Subframe Allocation (Note 10)
	
	N/A
	000010

	Number of control OFDM symbols
	
	2
	

	ACK/NACK feedback mode
	
	Multiplexing
	

	PDSCH transmission mode
	
	3
	N/A

	Cyclic prefix
	
	Normal
	Normal

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #4, #5, #6, #7, #8, #9, #10,#11, #12, #13 of a subframe overlapping with the aggressor ABS.
Note 3:
This noise is applied in OFDM symbol #0 of a subframe overlapping with the aggressor ABS.

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS.

Note 5:
ABS pattern as defined in [14]. The 10th and 20th subframes indicated by ABS pattern are MBSFN ABS subframes. PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [5]

Note 7: 
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [5].

Note 8:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same.

Note 9:
SIB-1 will not be transmitted in Cell2 in this test.

Note 10:
MBSFN Subframe Allocation as defined in [5], one frame with 6 bits is chosen for MBSFN subframe allocation.


Table 8.2.2.3.3_C.2.3-2: Minimum performance Large Delay CDD (FRC) – MBSFN ABS

	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Fraction of Maximum Throughput (%)
	SNR (dB) (Note 2)
	

	1
	R.11 TDD
	OP.1 TDD
	OP.1 TDD
	EVA 5
	EVA 5
	2x2 Low
	70
	12.2
	2-8

	Note 1:
The propagation conditions for Cell 1 and Cell2 are statistically independent.

Note 2:
SNR corresponds to 
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of cell 1.
Note 3:
The correlation matrix and antenna configuration apply for Cell 1 and Cell 2.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.3.3.

8.2.2.3.3_C.2.4
Test description

8.2.2.3.3_C.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.

Channel Bandwidths to be tested: As specified per test number in Table 8.2.2.3.3_C.2.3-2, as defined in TS 36.508 [7] clause 4.3.1.2

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.40 for antenna configuration 2x2.

2.
The parameter settings for the cell 1 are set up according to Tables 8.2.2-1 and 8.2.2.3.3_C.2.3-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.2.2.3.3_C.2.4.3.

8.2.2.3.3_C.2.4.2
Test procedure

1.
Set the parameters for Cell1 and Cell2, and SS transmits PDSCH via PDCCH DCI format 2A for C_RNTI to transmit the DL RMC according to Tables 8.2.2.3.3_C.2.5-1 and 8.2.2.3.3_C.2.5-2. The SS sends downlink MAC padding bits on the DL RMC. Propagation conditions are set according to Annex B clause B.2.


2.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

<< Unchanged sections omitted >>
8.4.1.2.3_C.1
FDD PCFICH/PDCCH Transmit Diversity 2x2 for eICIC (non-MBSFN ABS)



- Tests requirements are TBD

- Test tolerances are incomplete

8.4.1.2.3_C.1.1
Test purpose

To verify the UE's performance of transmit diversity (SFBC) with 2 transmit antennas if the PCFICH/PDCCH transmission in the serving cell takes place in subframes that overlap with ABS of the aggressor cell.

8.4.1.2.3_C.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and forward. Applicability requires support for FGI bit 115.

8.4.1.2.3_C.1.3
Minimum conformance requirements

The receiver characteristics of the PDCCH/PCFICH are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg). PDCCH and PCFICH are tested jointly, i.e. a miss detection of PCFICH implies a miss detection of PDCCH.

Table 8.4.1.2.3_C.1.3-1: Test Parameters for PDCCH/PCFICH

	Parameter
	Unit
	Transmit diversity 

	Number of PDCCH symbols
	symbols
	2

	Number of PHICH groups (Ng)
	
	1

	PHICH duration
	
	Normal

	Unused RE-s and PRB-s
	
	OCNG

	Cell ID
	
	0

	Downlink power allocation
	PCFICH_RA

PDCCH_RAPHICH_RA

OCNG_RA
	dB
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB

OCNG_RB
	dB
	-3
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at antenna port
	dBm/15kHz
	-98

	Cyclic prefix
	
	Normal

	Note:
PHICH power setting refer to PHICH group power, i.e. the total power of all active PHICH sequences within a PHICH group.


For the parameters for non-MBSFN ABS specified in Table 8.4.1.2.3_C.1.3-1 and Table 8.4.1.2.3_C.1.3-2, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.1.2.3_C.1-3. The downlink physical setup is in accordance with Annex C.3.2 and Annex C.3.3. In Table 8.4.1.2.3_C.1.3-2, Cell 1 is the serving cell, and Cell 2 is the aggressor cell. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 is according to Annex C.3.3, respectively.

Table 8.4.1.2.3_C.1.3-2: Test Parameters for PDCCH/PCFICH – Non-MBSFN ABS

	Parameter
	Unit
	Cell 1
	Cell 2

	Downlink power allocation
	PDCCH_RA

PHICH_RA

OCNG_RA
	dB
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB

OCNG_RB
	dB
	-3
	-3 
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	dBm/15kHz
	-100.5 (Note 1)
	N/A
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	dBm/15kHz
	-98 (Note 2)
	N/A
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	dBm/15kHz
	-95.3 (Note 3)
	N/A
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	dB
	Reference Value in Table 8.4.1.2.3_C.1.3-3
	1.5

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN 
	Non-MBSFN

	Time Offset between Cells
	(s
	2.5 (synchronous cells)

	Cell Id
	
	0
	1

	ABS pattern (Note 4)
	
	N/A
	00000100 00000100 00000100 01000100 00000100

	RLM/RRM Measurement Subframe Pattern (Note 5)
	
	00000100 00000100 00000100 00000100 00000100
	N/A

	CSI Subframe Sets (Note 6)
	CCSI,0
	
	00000100 00000100 00000100 01000100 00000100
	N/A

	
	CCSI,1
	
	11111011 11111011 11111011 10111011 11111011
	N/A

	Number of control OFDM symbols
	
	3
	

	Number of PHICH groups (Ng)
	
	1
	

	PHICH duration
	
	Extended
	

	Unused RE-s and PRB-s
	
	OCNG
	

	Cyclic prefix
	
	Normal
	Normal

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS.

Note 2:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [14]. PDCCH/PCFICH other than that associated with SIB1/Paging are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell.
Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [5];

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [5];

Note 7:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same.

Note 8:
SIB-1 will not be transmitted in Cell2 in the test.


Table 8.4.1.2.3_C.1.3-3: Minimum performance PDCCH/PCFICH – Non-MBSFN ABS
	Test Number
	Aggregation Level
	Reference Channel
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration
	Reference Value

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Pm-dsg (%)
	SNR (dB) (Note 2)

	1
	8 CCE
	R15-1 FDD
	OP.1 FDD
	OP.1 FDD
	EVA5
	EVA5
	2x2 Low
	1
	-3.9

	Note 1:
The propagation conditions for Cell 1 and Cell 2 are statistically independent.

Note 2:
SNR corresponds to 
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of cell 1
Note 3:
The correlation matrix and antenna configuration apply for Cell 1 and Cell 2.


The normative reference for this requirement is TS 36.101 [2] clause 8.4.1.2.3

8.4.1.2.3_C.1.4
Test description

8.4.1.2.3_C.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.40 for antenna configuration 2x2.

2.
The parameter settings for the cell1 are set up according to Tables 8.4.1.2.3_C.1.3-1 and 8.4.1.2.3_C.1.3-2.

3.
The downlink signals are initially set up according to Annex C.1 and C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B clauses B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.4.1.2.3_C.1.4.3.

8.4.1.2.3_C.1.4.2
Test procedure

1.
Set the parameters for Cell1 and Cell2, and SS transmits PDSCH via PDCCH DCI format 2 for C_RNTI to transmit the DL RMC according to Tables 8.4.1.2.3_C.1.3-2 and 8.4.1.2.3_C.1.5-1. The details of PDCCH and PDSCH are specified in Table A.3.5.1-1 and Table A.3.5.1-2 respectively. The SS sends downlink MAC padding bits on the DL RMC. Transmission scheme for the PDSCH shall be transmit diversity. Propagation conditions are set according to Annex B clause B.2.


2.
Measure the Pm-dsg for a duration sufficient to achieve statistical significance according to Annex G clause G.4. Count the number of NACKs, ACKs and statDTXs on the UL PUCCH during each subtest interval. Pm-dsg is the ratio (statDTX)/(NACK+ACK+statDTX).


If Pm-dsg is less than the value specified in table 8.4.1.2.3_C.1.5-1, pass the UE. Otherwise fail the UE.

<< Unchanged sections omitted >>

8.4.1.2.3_C.2
FDD PCFICH/PDCCH Transmit Diversity 2x2 for eICIC (MBSFN ABS)



- Tests requirements are TBD

- Test tolerances are incomplete

8.4.1.2.3_C.2.1
Test purpose

To verify the UE's performance of transmit diversity (SFBC) with 2 transmit antennas if the PCFICH/PDCCH transmission in the serving cell takes place in subframes that overlap with ABS of the aggressor cell.

8.4.1.2.3_C.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and forward. Applicability requires support for FGI bit 115.

8.4.1.2.3_C.2.3
Minimum conformance requirements

The receiver characteristics of the PDCCH/PCFICH are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg). PDCCH and PCFICH are tested jointly, i.e. a miss detection of PCFICH implies a miss detection of PDCCH.

Table 8.4.1.2.3_C.2.3-1: Test Parameters for PDCCH/PCFICH

	Parameter
	Unit
	Transmit diversity 

	Number of PDCCH symbols
	symbols
	2

	Number of PHICH groups (Ng)
	
	1

	PHICH duration
	
	Normal

	Unused RE-s and PRB-s
	
	OCNG

	Cell ID
	
	0

	Downlink power allocation
	PCFICH_RA

PDCCH_RAPHICH_RA

OCNG_RA
	dB
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB

OCNG_RB
	dB
	-3
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at antenna port
	dBm/15kHz
	-98

	Cyclic prefix
	
	Normal

	Note:
PHICH power setting refer to PHICH group power, i.e. the total power of all active PHICH sequences within a PHICH group.


For the parameters for MBSFN ABS specified in Table 8.4.1.2.3_C.2.3-1 and Table 8.4.1.2.3_C.2.3-2, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.1.2.3_C.2-5. The downlink physical setup is in accordance with Annex C.3.2 and Annex C.3.3. In Table 8.4.1.2.3_C.2.3-2, Cell 1 is the serving cell, and Cell 2 is the aggressor cell.  The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 is according to Annex C.3.3, respectively.
Table 8.4.1.2.3_C.2.3-2: Test Parameters for PDCCH/PCFICH – MBSFN ABS

	Parameter
	Unit
	Cell 1
	Cell 2

	Downlink power allocation
	PCFICH_RA

PDCCH_RA

PHICH_RA 

OCNG_RA
	dB
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB 

OCNG_RB
	dB
	-3
	-3 
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	dBm/15kHz
	-100.5 (Note 1)
	N/A
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	dBm/15kHz
	-98 (Note 2)
	N/A
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	dBm/15kHz
	-95.3 (Note 3)
	N/A
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	dB
	Reference Value in Table 8.4.1.2.3_C.2.3-3
	1.5

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN 
	MBSFN

	Time Offset between Cells
	(s
	2.5 (synchronous cells)

	Cell Id
	
	0
	126

	ABS pattern (Note 4)
	
	N/A
	0001000000 0100000010 0000001000 0000000000

	RLM/RRM Measurement Subframe Pattern (Note 5)
	
	0001000000 0100000010 0000001000 0000000000
	N/A

	CSI Subframe Sets (Note 6)
	CCSI,0
	
	0001000000 0100000010 0000001000 0000000000
	N/A

	
	CCSI,1
	
	1110111111 1011111101 1111110111 1111111111
	N/A

	MBSFN Subframe Allocation (Note 9)
	
	N/A
	001000

100001

000100

000000

	Number of control OFDM symbols
	
	3
	

	Number of PHICH groups (Ng)
	
	1
	

	PHICH duration
	
	extended
	

	Unused RE-s and PRB-s
	
	OCNG
	

	Cyclic prefix
	
	Normal
	Normal

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #4, #5, #6, #7, #8, #9, #10, #11, #12, #13 of a subframe overlapping with the aggressor ABS. 
Note 2:
This noise is applied in OFDM symbols #0 of a subframe overlapping  with the aggressor ABS.

Note 3:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [14]. The 4th, 12th, 19th and 27th subframes indicated by ABS pattern are MBSFN ABS subframes. PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the MBSFN ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.
Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [5].

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [5].
Note 7:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same. 

Note 8:
SIB-1 will not be transmitted in Cell2 in this test.

Note 9:
MBSFN Subframe Allocation as defined in [5], four frames with 24 bits is chosen for MBSFN subframe allocation.

Note 10:
The maximum number of uplink HARQ transmission is limited to 2 so that each PHICH channel transmission is in a subframe protected by MBSFN ABS in this test.


Table 8.4.1.2.3_C.2.3-3: Minimum performance PDCCH/PCHICH – MBSFN ABS
	Test Number
	Aggregation Level
	Reference Channel
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration
	Reference Value

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Pm-dsg (%)
	SNR (dB) (Note 2)

	1
	8 CCE
	R15-1 FDD
	OP.1 FDD
	OP.1 FDD
	EVA5
	EVA5
	2x2 Low
	1
	-4.2

	Note 1:
The propagation conditions for Cell 1 and Cell2 are statistically independent.

Note 2:
SNR corresponds to 
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of cell 1.

Note 3:
The correlation matrix and antenna configuration apply for Cell 1 and Cell 2.


The normative reference for this requirement is TS 36.101 [2] clause 8.4.1.2.3

8.4.1.2.3_C.2.4
Test description

8.4.1.2.3_C.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.40 for antenna configuration 2x2.

2.
The parameter settings for the cell1 are set up according to Tables 8.4.1.2.3_C.2.3-1 and 8.4.1.2.3_C.2.3-2.

3.
The downlink signals are initially set up according to Annex C.1 and C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B clauses B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.4.1.2.3_C.2.4.3.

8.4.1.2.3_C.2.4.2
Test procedure

1.
Set the parameters for Cell1 and Cell2, and SS transmits PDSCH via PDCCH DCI format 2 for C_RNTI to transmit the DL RMC according to Tables 8.4.1.2.3_C.2.3-2 and 8.4.1.2.3_C.2.5-1. The details of PDCCH and PDSCH are specified in Table A.3.5.1-1 and Table A.3.5.1-2 respectively. The SS sends downlink MAC padding bits on the DL RMC. Transmission scheme for the PDSCH shall be transmit diversity. Propagation conditions are set according to Annex B clause B.2.


2.
Measure the Pm-dsg for a duration sufficient to achieve statistical significance according to Annex G clause G.4. Count the number of NACKs, ACKs and statDTXs on the UL PUCCH during each subtest interval. Pm-dsg is the ratio (statDTX)/(NACK+ACK+statDTX).


If Pm-dsg is less than the value specified in table 8.4.1.2.3_C.2.5-1, pass the UE. Otherwise fail the UE.

<< Unchanged sections omitted >>
8.4.2.2.3_C.1
TDD PCFICH/PDCCH Transmit Diversity 2x2 for eICIC (non-MBSFN ABS)

Editor’s notes: This test case is incomplete. The following items are missing or incomplete:


- Test tolerances are incomplete

8.4.2.2.3_C.1.1
Test purpose

To verify the UE's performance of transmit diversity (SFBC) with 2 transmit antennas if the PCFICH/PDCCH transmission in the serving cell takes place in subframes that overlap with ABS of the aggressor cell.

8.4.2.2.3_C.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and forward. Applicability requires support for FGI bit 115.

8.4.2.2.3_C.1.3
Minimum conformance requirements

The receiver characteristics of the PDCCH/PCFICH are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg). PDCCH and PCFICH are tested jointly, i.e. a miss detection of PCFICH implies a miss detection of PDCCH.

Table 8.4.2.2.3_C.1.3-1: Test Parameters for PDCCH/PCFICH

	Parameter
	Unit
	Transmit diversity

	Uplink downlink configuration (Note 1)
	
	0

	Special subframe configuration (Note 2)
	
	4

	Number of PDCCH symbols
	symbols
	2

	Number of PHICH groups (Ng)
	
	1

	PHICH duration
	
	Normal

	Unused RE-s and PRB-s
	
	OCNG

	Cell ID
	
	0

	Downlink power allocation
	PCFICH_RA

PDCCH_RA

PHICH_RA

OCNG_RA
	dB
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB

OCNG_RB
	dB
	-3
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at antenna port
	dBm/15kHz
	-98

	Cyclic prefix
	
	Normal

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
as specified in Table 4.2-2 in TS 36.211 [8]

Note 2:
as specified in Table 4.2-1 in TS 36.211 [8]

Note 3:
PHICH power setting refer to PHICH group power, i.e. the total power of all active PHICH sequences within a PHICH group


For the parameters for non-MBSFN ABS specified in Table 8.4.2.2.3_C.1.3-1 and Table 8.4.2.2.3_C.1.3-2, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.2.2.3_C.1.3-3. The downlink physical setup is in accordance with Annex C.3.2 and Annex C.3.3. In Table 8.4.2.2.3_C.1.3-2, Cell 1 is the serving cell, and Cell 2 is the aggressor cell. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 is according to Annex C.3.3, respectively.

Table 8.4.2.2.3_C.1.3-2: Test Parameters for PDCCH/PCFICH – Non-MBSFN ABS

	Parameter
	Unit
	Cell 1
	Cell 2

	Uplink downlink configuration
	
	1
	1

	Special subframe configuration
	
	4
	4

	Downlink power allocation
	PDCCH_RA

PHICH_RA

OCNG_RA
	dB
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB

OCNG_RB
	dB
	-3
	-3 
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	dBm/15kHz
	-100.5 (Note 1)
	N/A
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	dBm/15kHz
	-98 (Note 2)
	N/A
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	dBm/15kHz
	-95.3 (Note 3)
	N/A
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	dB
	Reference Value in Table 8.4.2.2.3_C.1.3-3
	1.5

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN 
	Non-MBSFN

	Time Offset between Cells
	μs
	2.5 (synchronous cells)

	Cell Id
	
	0
	1

	ABS pattern (Note 4)
	
	N/A
	0000010001 0000000001

	RLM/RRM Measurement Subframe Pattern(Note 5)
	
	0000000001 0000000001
	

	CSI Subframe Sets(Note 6)
	CCSI,0
	
	0000010001 0000000001
	N/A

	
	CCSI,1
	
	1100101000 1100111000
	N/A

	Number of control OFDM symbols
	
	3
	

	ACK/NACK feedback mode
	
	Multiplexing
	

	Number of PHICH groups (Ng)
	
	1
	

	PHICH duration
	
	extended
	

	Unused RE-s and PRB-s
	
	OCNG
	

	Cyclic prefix
	
	Normal
	Normal

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS.
Note 2:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [14]. PDCCH/PCFICH other than that associated with SIB1/Paging are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell.
Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [5].

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [5].

Note 7:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same.

Note 8:
SIB-1 will not be transmitted in Cell2 in the test.


Table 8.4.2.2.3_C.1.3-3: Minimum performance PDCCH/PCFICH – Non-MBSFN ABS
	Test Number
	Aggregation Level
	Reference Channel
	OCNG Pattern
	Propagation Conditions (Note 1
	Correlation Matrix and Antenna Configuration
	Reference Value

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Pm-dsg (%)
	SNR (dB) (Note 2)

	1
	8 CCE
	R15-1 TDD
	OP.1

TDD
	OP.1

TDD
	EVA5
	EVA5
	2x2 Low
	1
	-3.9

	Note 1:
The propagation conditions for Cell 1 and Cell 2 are statistically independent.

Note 2:
SNR corresponds to 
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of cell 1. 

Note 3:
The correlation matrix and antenna configuration apply for Cell 1 and Cell 2.


The normative reference for this requirement is TS 36.101 [2] clause 8.4.2.2.3

8.4.2.2.3_C.1.4
Test description

8.4.2.2.3_C.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.2

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.40 for antenna configuration 2x2.

2.
The parameter settings for the cell1 are set up according to Tables 8.4.2.2.3_C.1.3-1 and 8.4.2.2.3_C.1.3-2.

3.
The downlink signals are initially set up according to Annex C0, C.1 and C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B clauses B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.4.2.2.3_C.1.4.3.

8.4.2.2.3_C.1.4.2
Test procedure

1.
Set the parameters for Cell1 and Cell2, and SS transmits PDSCH via PDCCH DCI format 2 for C_RNTI to transmit the DL RMC according to Tables 8.4.2.2.3_C.1.3-2 and 8.4.2.2.3_C.1.5-1. The details of PDCCH and PDSCH are specified in Table A.3.5.2-1 and Table A.3.5.2-2 respectively. The SS sends downlink MAC padding bits on the DL RMC. Transmission scheme for the PDSCH shall be transmit diversity. Propagation conditions are set according to Annex B clause B.2.


2.
Measure the Pm-dsg for a duration sufficient to achieve statistical significance according to Annex G clause G.4. Count the number of NACKs, ACKs and statDTXs on the UL PUCCH during each subtest interval. Pm-dsg is the ratio (statDTX)/(NACK+ACK+statDTX).


If Pm-dsg is less than the value specified in table 8.4.2.2.3_C.1.5-1, pass the UE. Otherwise fail the UE.

<< Unchanged sections omitted >>

8.4.2.2.3_C.2
TDD PCFICH/PDCCH Transmit Diversity 2x2 for eICIC (MBSFN ABS)

Editor’s notes: This test case is incomplete. The following items are missing or incomplete:


- Test tolerances are incomplete

8.4.2.2.3_C.2.1
Test purpose

To verify the UE's performance of transmit diversity (SFBC) with 2 transmit antennas if the PCFICH/PDCCH transmission in the serving cell takes place in subframes that overlap with ABS of the aggressor cell.

8.4.2.2.3_C.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and forward. Applicability requires support for FGI bit 115.

8.4.2.2.3_C.2.3
Minimum conformance requirements

The receiver characteristics of the PDCCH/PCFICH are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg). PDCCH and PCFICH are tested jointly, i.e. a miss detection of PCFICH implies a miss detection of PDCCH.

Table 8.4.2.2.3_C.2.3-1: Test Parameters for PDCCH/PCFICH - MBSFN ABS

	Parameter
	Unit
	Transmit diversity

	Uplink downlink configuration (Note 1)
	
	0

	Special subframe configuration (Note 2)
	
	4

	Number of PDCCH symbols
	symbols
	2

	Number of PHICH groups (Ng)
	
	1

	PHICH duration
	
	Normal

	Unused RE-s and PRB-s
	
	OCNG

	Cell ID
	
	0

	Downlink power allocation
	PCFICH_RA

PDCCH_RA

PHICH_RA

OCNG_RA
	dB
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB

OCNG_RB
	dB
	-3
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at antenna port
	dBm/15kHz
	-98

	Cyclic prefix
	
	Normal

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
as specified in Table 4.2-2 in TS 36.211 [8]

Note 2:
as specified in Table 4.2-1 in TS 36.211 [8]

Note 3:
PHICH power setting refer to PHICH group power, i.e. the total power of all active PHICH sequences within a PHICH group


For the parameters for MBSFN ABS specified in Table 8.4.2.2.3_C.2.3-1 and Table 8.4.2.2.3_C.2.3-2, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.2.2.3_C.2-5. 

The downlink physical setup is in accordance with Annex C.3.2 and Annex C.3.3. In Table 8.4.2.2.3_C.2.3-2, Cell 1 is the serving cell, and Cell 2 is the aggressor cell.  The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 is according to Annex C.3.3, respectively.
Table 8.4.2.2.3_C.2.3-2: Minimum performance PDCCH/PCHICH – MBSFN ABS

	Parameter
	Unit
	Cell 1
	Cell 2

	Uplink downlink configuration
	
	1
	1

	Special subframe configuration
	
	4
	4

	Downlink power allocation
	PCFICH_RA

PDCCH_RA

PHICH_RA

OCNG_RA
	dB
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB

OCNG_RB
	dB
	-3
	-3 
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	dBm/15kHz
	-100.5 (Note 1)
	N/A
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	dBm/15kHz
	-98 (Note 2)
	N/A
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	dBm/15kHz
	-95.3 (Note 3)
	N/A
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	dB
	Reference Value in Table 8.4.2.2.3_C.2.3-3
	1.5

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN 
	MBSFN

	Time Offset between Cells
	μs
	2.5 (synchronous cells)

	Cell Id
	
	0
	126

	ABS pattern (Note 4)
	
	N/A
	0000000001 0000000001

	RLM/RRM Measurement Subframe Pattern(Note 5)
	
	0000000001 0000000001
	

	CSI Subframe Sets(Note 6)
	CCSI,0
	
	0000000001 0000000001
	N/A

	
	CCSI,1
	
	1100111000 1100111000
	N/A

	MBSFN Subframe Allocation (Note 9)
	
	N/A
	000010

	Number of control OFDM symbols
	
	3
	

	ACK/NACK feedback mode
	
	Multiplexing
	

	Number of PHICH groups (Ng)
	
	1
	

	PHICH duration
	
	extended
	

	Unused RE-s and PRB-s
	
	OCNG
	

	Cyclic prefix
	
	Normal
	Normal

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #4, #5, #6, #7, #8, #9, #10, #11, #12, #13 of a subframe overlapping with the aggressor ABS.
Note 2:
This noise is applied in OFDM symbols #0 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [14]. The 10th and 20th subframes indicated by ABS pattern are MBSFN ABS subframes. PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the MBSFN ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.
Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [5].

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [5].
Note 7:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same.

Note 8:
SIB-1 will not be transmitted in Cell2 in this test.

Note 9:
MBSFN Subframe Allocation as defined in [5], one frame with 6 bits is chosen for MBSFN subframe allocation.


Table 8.4.2.2.3_C.2.3-3: Minimum performance PDCCH/PCHICH – MBSFN ABS
	Test Number
	Aggregation Level
	Reference Channel
	OCNG Pattern
	Propagation Conditions(Note 1)
	Correlation Matrix and Antenna Configuration
	Reference Value

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Pm-dsg (%)
	SNR (dB) (Note 2)

	1
	8 CCE
	R15-1 TDD
	OP.1 TDD
	OP.1 TDD
	EVA5
	EVA5
	2x2 Low
	1
	-4.1

	Note 1:
The propagation conditions for Cell 1 and Cell2 are statistically independent.

Note 2:
SNR corresponds to 
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of cell 1. 

Note 3:
The correlation matrix and antenna configuration apply for Cell 1 and Cell 2.


The normative reference for this requirement is TS 36.101 [2] clause 8.4.2.2.3

8.4.2.2.3_C.2.4
Test description

8.4.2.2.3_C.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.2

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.40 for antenna configuration 2x2.

2.
The parameter settings for the cell1 are set up according to Tables 8.4.2.2.3_C.2.3-1 and 8.4.2.2.3_C.2.3-2.

3.
The downlink signals are initially set up according to Annex C0, C.1 and C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B clauses B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.4.2.2.3_C.2.4.3.

8.4.2.2.3_C.2.4.2
Test procedure

1.
Set the parameters for Cell1 and Cell2, and SS transmits PDSCH via PDCCH DCI format 2 for C_RNTI to transmit the DL RMC according to Tables 8.4.2.2.3_C.2.3-2 and 8.4.2.2.3_C.2.5-1. The details of PDCCH and PDSCH are specified in Table A.3.5.2-1 and Table A.3.5.2-2 respectively. The SS sends downlink MAC padding bits on the DL RMC. Transmission scheme for the PDSCH shall be transmit diversity. Propagation conditions are set according to Annex B clause B.2.


2.
Measure the Pm-dsg for a duration sufficient to achieve statistical significance according to Annex G clause G.4. Count the number of NACKs, ACKs and statDTXs on the UL PUCCH during each subtest interval. Pm-dsg is the ratio (statDTX)/(NACK+ACK+statDTX).


If Pm-dsg is less than the value specified in table 8.4.2.2.3_C.2.5-1, pass the UE. Otherwise fail the UE.

<< Unchanged sections omitted >>
8.5.1.2.3_C.1
FDD PHICH Transmit Diversity 2x2 for eICIC (non-MBSFN ABS)



- Tests requirements are TBD

- Test tolerances are incomplete

8.5.1.2.3_C.1.1
Test purpose

This test verifies the demodulation performance of PHICH for transmit diversity with a given SNR for which the average probability of miss detection of Hybrid Indicator ("ACK to NACK") of the specified reference measurement channels remains below a specified value.

8.5.1.2.3_C.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and forward. Applicability requires support for FGI bit 115.

8.5.1.2.3_C.1.3
Minimum conformance requirements

The receiver characteristics of the PHICH are determined by the probability of miss-detecting an ACK for a NACK (Pm-an). It is assumed that there is no bias applied to the detection of ACK and NACK (zero-threshold detection).

Table 8.5.1.2.3_C.1.3-1: Test Parameters for PHICH

	Parameter
	Unit
	Cell 1
	Cell 2
	

	Downlink power allocation
	PDCCH_RA

PHICH_RA

OCNG_RA
	dB
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB

OCNG_RB
	dB
	-3
	-3
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	dBm/15kHz
	-100.5 (Note 1)
	N/A
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	dBm/15kHz
	-98 (Note 2)
	N/A
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	dBm/15kHz
	-95.3 (Note 3)
	N/A
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	dB
	Reference Value in Table 8.5.1.2.3_C.1.3-2
	1.5

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s
	2.5 (synchronous cells)

	Cell Id
	
	0
	1

	ABS pattern (Note 4)
	
	N/A
	00000100 00000100 00000100 01000100 00000100

	RLM/RRM Measurement Subframe Pattern (Note 5)
	
	00000100 00000100 00000100 00000100 00000100
	N/A

	CSI Subframe Sets (Note 6)
	CCSI,0
	
	00000100 00000100 00000100 01000100 00000100
	N/A

	
	CCSI,1
	
	11111011 11111011 11111011 10111011 11111011
	N/A

	Number of control OFDM symbols
	
	3
	

	Number of PHICH groups (Ng)
	
	1
	

	PHICH duration
	
	extended
	

	Unused RE-s and PRB-s
	
	OCNG
	OCNG

	Cyclic prefix
	
	Normal
	Normal

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS
Note 2:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS

Note 3:
This noise is applied in OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [14]. PHICH is transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell but not in the 26th subframe indicated by the ABS pattern.
Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [5]

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [5]

Note 7:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same.

Note 8:
SIB-1 will not be transmitted in Cell2 in the test.


For the parameters specified in Table 8.5.1.2.3_C.1.3-1, the average probability of a miss-detecting an ACK for a NACK (Pm-an) shall be below the specified value in Table 8.5.1.2.3_C.1.3-2. . In Table 8.5.1.2.3_C.1.3-1, Cell 1 is the serving cell, and Cell 2 is the aggressor cell. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 is according to Annex C.3.3, respectively.
Table 8.5.1.2.3_C.1.3-2: Minimum performance PHICH

	Test Number
	Reference Channel
	OCNG Pattern
	Propagation Conditions (Note 1)
	Antenna Configuration and Correlation Matrix
	Reference Value

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Pm-an (%)
	SNR (dB) (Note 2)

	1
	R.19_1
	OP.1 FDD
	OP.1 FDD
	EPA5
	EPA5
	2x2 Low
	0.1
	4.6

	Note 1:
The propagation conditions for Cell 1 and Cell 2 are statistically independent.

Note 2:
SNR corresponds to 
[image: image88.wmf]2

oc

s

N

E

)

of cell 1. 

Note 3:
The correlation matrix and antenna configuration apply for Cell 1 and Cell 2.


The normative reference for this requirement is TS 36.101 [2] clause 8.5.1.2.3.

8.5.1.2.3_C.1.4
Test description

8.5.1.2.3_C.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10 MHz, as defined in TS 36.508 [7] clause 4.3.1.1

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.40 for antenna transmit diversity 2x2 configuration.

2.
The parameter settings for the cell are set up according to Table 8.5.1.2.3_C.1.3-1 and 8.5.1.2.3_C.1.3-2.

3.
Downlink signals are initially set up according to Annex C.1, C.3.2 and C.3.3 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B clauses B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.5.1.2.3_C.1.4.3.

8.5.1.2.3_C.1.4.2
Test procedure

1.
Set the parameters for Cell1 and Cell2 according to Tables 8.5.1.2.3_C.1.3-1 and  8.5.1.2.3_C.1.5-1. Propagation conditions are set according to Annex B clause B.2.
2.
SS shall schedule PUSCH transmissions according to Annex A.2.2.1.1 Table A.2.2.1.1-1 to happen during 8 consecutive uplink TTIs via PDCCH DCI format 0 with new data indicator set to true. Since the UE has no payload, the UE shall send uplink MAC padding bits in PUSCH. SS upon receiving the PUSCH transmissions will transmit the associated ACKs. PHICH is set according to Annex 3.6 Table A.3.6-1. SS will only transmit PDCCH to schedule PUSCH transmission in the appropriate sub-frames. Table 8.5.1.2.3_C.1.4.2-1 indicates the transmissions for one cycle.

Table 8.5.1.2.3_C.1.4.2-1: PHICH test pattern

	TTI
	1-4
	5-8
	9-12
	13-16
	17-20
	21-24

	PDCCH
	S
	S
	-
	-
	S
	S

	PHICH
	-
	-
	A
	A
	-
	-

	PUSCH
	
	T
	T
	R
	R
	T

	UL HARQ Process
	1-4
	5-8
	1-4
	5-8
	1-4
	5-8

	Note 1:
This table gives an example test pattern for HARQ process for FDD PHICH test

Note 2:
Following notation is used:
S: represents sending PDCCH DCI format 0 to schedule a future PUSCH transmission

A: represents the ACK transmission on PHICH

T: represents a scheduled PUSCH transmission

R: represents a potential PUSCH re-transmission due to a missed ACK


3.
SS will only monitor for uplink retransmissions due to ACK missed-detections. Such re-transmissions (if they occur) will potentially happen in TTI 13 to 20. DTXs on TTI 13 to 20 are counted as successful ACK receptions while any transmission on these TTIs is counted as NACKs.

4.
Repeat steps 1 – 3 for a duration sufficient to achieve statistical significance according to Annex G clause G.4 and measure Pm-an. Pm-an is (NACK) / (ACK + NACK).
If Pm-an is less than the value specified in table 8.5.1.2.3_C.1.5-1, pass the UE. Otherwise fail the UE.

<< Unchanged sections omitted >>
8.5.2.2.3_C.1
TDD PHICH Transmit Diversity 2x2 for eICIC (non-MBSFN ABS)
Editor’s notes: This test case is incomplete. The following items are missing or incomplete:


- Test requirement table needs to be corrected.

8.5.2.2.3_C.1.1
Test purpose
This test verifies the demodulation performance of PHICH for transmit diversity with a given SNR for which a certain Hybrid Indicator detection error rate (i.e. missed detection of "NACK to ACK" and "ACK to NACK") of the specified reference measurement channels is achieved.

8.5.2.2.3_C.1.2
Test applicability
This test applies to all types of E-UTRA TDD UE release 10 and forward. Applicability requires support for FGI bit 115.

8.5.2.2.3_C.1.3
Minimum conformance requirements
The receiver characteristics of the PHICH are determined by the probability of miss-detecting an ACK for a NACK (Pm-an). It is assumed that there is no bias applied to the detection of ACK and NACK (zero-threshold detection).

Table 8.5.2.2.3_C.1.3-1: Test Parameters for PHICH

	Parameter
	Unit
	Cell 1
	Cell 2

	Uplink downlink configuration 
	
	1
	1

	Special subframe configuration 
	
	4
	4

	Downlink power allocation
	PDCCH_RA

PHICH_RA 

OCNG_RA
	dB
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB 

OCNG_RB
	dB
	-3
	-3 
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	dBm/15kHz
	-100.5 (Note 1)
	N/A
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	dBm/15kHz
	-98 (Note 2)
	N/A
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	dBm/15kHz
	-95.3 (Note 3)
	N/A
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	dB
	Reference Value in Table 8.5.2.2.3_C.1.3-2
	1.5

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN 
	Non-MBSFN

	Time Offset between Cells
	(s
	2.5 (synchronous cells)

	Cell Id
	
	0
	1

	ABS pattern (Note 4)
	
	N/A
	0000010001 0000000001

	RLM/RRM Measurement Subframe Pattern (Note 5)
	
	0000000001 0000000001
	N/A

	CSI Subframe Sets (Note 6)
	CCSI,0
	
	0000010001 0000000001
	N/A

	
	CCSI,1
	
	1100101000 1100111000
	N/A

	Number of control OFDM symbols
	
	3
	

	ACK/NACK feedback mode
	
	Multiplexing
	

	Number of PHICH groups (Ng)
	
	1
	

	PHICH duration
	
	extended
	

	Unused RE-s and PRB-s
	
	OCNG
	OCNG

	Cyclic prefix
	
	Normal
	Normal

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS

Note 2:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping with the aggressor ABS

Note 3:
This noise is applied in OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [14]. PHICH is transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell but not in subframe 5

Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [5]

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [5]

Note 7:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same.

Note 8:
SIB-1 will not be transmitted in Cell2 in the test.


For the parameters specified in Table 8.5.2.2.3_C.1.3-1 the average probability of a miss-detecting ACK for NACK (Pm-an) shall be below the specified value in Table 8.5.2.2.3_C.1.3-2. The downlink physical setup is in accordance with Annex C.3.2 and Annex C.3.3, In Table 8.5.2.2.3_C.1.3-1, Cell 1 is the serving cell, and Cell 2 is the aggressor cell. The downlink physical channel setup for Cell 1 is according to Annex C.3.2 and for Cell 2 is according to Annex C.3.3, respectively.
Table 8.5.2.2.3_C.1.3-2: Minimum performance of PHICH 2 Tx Antenna Port

	Test Number
	Reference Channel
	OCNG Pattern
	Propagation Conditions (Note 1)
	Antenna Configuration and Correlation Matrix
	Reference Value

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Pm-an (%)
	SNR (dB) (Note 2)

	1
	R.19
	OP.1 TDD
	OP.1 TDD
	EPA5
	EPA5
	2x2 Low
	0.1
	4.6

	Note 1:
The propagation conditions for Cell 1 and Cell 2 are statistically independent.

Note 2:
SNR corresponds to 
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of cell 1. 

Note 3:
The correlation matrix and antenna configuration apply for Cell 1 and Cell 2.


The normative reference for this requirement is TS 36.101 [2] clause 8.5.2.2.3.

8.5.2.2.3_C.1.4
Test description

8.5.2.2.3_C.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2
Bandwidths to be tested: 10 MHz, as defined in TS 36.508 [7] clause 4.3.1.2.

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A Figure A.40 for antenna transmit diversity 2x2 configuration .
2.
The parameter settings for the cell are set up according to Table 8.5.2.2.3_C.1.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B clause B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.5.2.2.3_C.1.4.3.

8.5.2.2.3_C.1.4.2
Test procedure
1.
Set the parameters for Cell1 and Cell2 according to Tables 8.5.2.2.3_C.1.3-1 and 8.5.2.2.3_C.1.5-1. Propagation conditions are set according to Annex B clause B.2.
2.
In Each HARQ process (4
HARQ processes for UL/DL configuration 1), SS shall schedule PUSCH transmissions according to Annex A.2.3.1.1 Table A.2.3.1.1-1 via PDCCH DCI format 0 with new data indicator set to true. Since the UE has no payload, the UE shall send uplink MAC padding bits in PUSCH. SS upon receiving the PUSCH transmissions shall transmit the associated ACKs. PHICH is set according to Annex 3.6 Table A.3.6-1. SS will only transmit PDCCH to schedule PUSCH transmission in the appropriate sub-frames. Table 8.5.2.2.3_C.1.4.2-1 indicates the transmissions for one cycle.
3.
SS will only monitor for uplink retransmissions due to ACK missed-detections. DTX from the UE side is counted as successful ACK reception, while any transmission on these subframes is counted as NACKs.
4.
Repeat steps 1 – 3 for a duration sufficient to achieve statistical significance according to Annex G clause G.4 and measure Pm-an. Pm-an is (NACK) / (ACK + NACK).


If Pm-an is less than the value specified in table 8.5.2.2.3_C.1.5-1, pass the UE. Otherwise fail the UE.

Table 8.5.2.2. 3_C.1.4.2-1: PHICH test pattern

	Subframe Index
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	PDCCH
	
	S
	
	
	S
	
	S
	
	
	S
	
	
	
	
	
	
	
	
	
	

	PHICH
	
	
	
	
	
	
	
	
	
	
	
	A
	
	
	A
	
	A
	
	
	A

	PUSCH
	
	
	R?
	R?
	
	
	
	T
	T
	
	
	
	T
	T
	
	
	
	R?
	R?
	

	HARQ process
	
	1
	3
	4
	2
	
	3
	1
	2
	4
	
	1
	3
	4
	2
	
	3
	1
	2
	4

	Note 1:
This table gives an example test pattern for HARQ process for TDD PHICH test

Note 2:
Following notation is used:
S: represents sending PDCCH DCI format 0 to schedule a future PUSCH transmission
A: represents the ACK transmission on PHICH
T: represents a scheduled PUSCH transmission
R: represents a potential PUSCH re-transmission due to a missed ACK

Note 3:
TDD UL/DL configuration 1 is used here, special subframe is denoted as blue


<< Unchanged sections omitted >>

G.3.5
Minimum Test time

If a pass fail decision in G.3.4 can be achieved earlier than the minimum test time, then the test shall not be decided, but continued until the minimum test time is elapsed.

The tables below contain the minimum number of subframes for FDD and TDD.

By simulations the minimum number of active subframes (carrying DL payload) was derived (MNAS),

then adding inactive subframes to the active ones (e.g. subframe 5 contains no DL payload. For TDD additional subframes contain no DL payload)

then rounding up to full thousand and

then adding a bias of 1000 (BMNSF).

Simulation method to derive minimum test time:

With a level, corresponding a throughput at the test limit (here 30% or 70% of the max. throughput) the preliminary throughput versus time converges towards the final throughput. The allowance of ± 0.2 dB around the above mentioned level is predefined by RAN5 to find the minimum test time. The allowance of ±0.2 dB maps through the function “final throughput versus level” into a throughput corridor. The minimum test time is achieved when the preliminary throughput escapes the corridor the last time. The two functions “final throughput versus level” and “preliminary throughput versus time” are simulation results, which are done individual for each demodulation scenario. HST-scenarios and  scenarios with MNAS ≥ 50000 are derived differently.
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Fig. G.3.5-1: Simulation method to derive minimum test time

Table G.3.5-1: Minimum Test time for PDSCH Single Antenna Port Performance

	Test

No
	Demod. scenario
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes (MNAS)  to reach the corridor

 (Simulation, info only)
	Minimum Number of  Subframes (MNS) to reach the corridor

 (MNS = active and inactive

subframes)

(Calculation, info only)
	Biased

Minimum Number of SubFrames

(BMNSF)

BMNSF=


[image: image96.wmf]é

ù

1000

*

1000

MNS

+1000
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	FDD
	TDD
	FDD
	TDD

	1
	[1.1]
	R.2

(10 MHz, full, QPSK, 1/3)

(1x2 Low)

EVA,5
	38 764
	43 072
	77 528
	45 000
	79 000

	2
	[1.2]
	R.2

(10 MHz, full, QPSK, 1/3)

(1x2 Low)

ETU,70
	2 764
	3 072
	5 528
	5 000
	7 000

	3
	[1.3]
	R.2

(10 MHz, full, QPSK, 1/3)

(1x2 Low)

ETU,300
	1 424
	1 583
	2 848
	3 000
	4 000

	4
	[1.4]
	R.2

(10 MHz , full, QPSK, 1/3)

(1x2 Low)

HST
	28 800
	NA
	NA
	28 800
	57 600

	5
	[2.1]
	R.4

(1.4 MHz, full, QPSK, 1/3)

(1x2 Low)

EVA,5
	44 354
	49 283
	147 847
	51 000
	149 000

	6
	[1.5]
	R.3

(10 MHz, full, 16QAM, ½)

(1x2 Low)

EVA,5
	39 020
	43 356
	78 040
	45 000
	80 000

	6

Rel-9
	
	R.3-1

(5MHz, full, 16QAM, ½) (1x2 Low)

EVA5
	39 020

(MNAS is not simulated, but estimated based on similar scenario in Table G.3.5-1 Test6)
	43 356
	78 040
	45 000
	80 000

	7
	[1.6]
	R.3

(10 MHz, full, 16QAM, ½)

(1x2 Low)

ETU,70
	1 366
	1 518
	2 732
	3 000
	4 000

	7

Rel-9
	
	R.3-1

(5MHz, full, 16QAM, ½) (1x2 Low)

ETU70
	1 366

(MNAS is not simulated, but estimated based on similar scenario in Table G.3.5-1 Test7)
	1 518
	2 732
	3 000
	4 000

	8
	[1.7]
	R.3

(10 MHz, full, 16QAM, ½)

(1x2 High)

ETU,300
	3 189
	3 544
	6 378
	5 000
	8 000

	8

Rel-9
	
	R.3-1

(5MHz, full, 16QAM, ½) 

(1x2 High)

ETU300
	3 189

(MNAS is not simulated, but estimated based on similar scenario in Table G.3.5-1 Test8)
	3 544
	6 378
	5 000
	8 000

	9
	[2.2]
	R.5

(3 MHz, full, 64QAM, ¾)

(1x2 Low)

EVA,5
	50 000
	55 556
	100 000
	57 000
	101 000

	10
	[2.3]
	R.6

(5 MHz, full, 64QAM, 3/4)       (1x2 Low)

EVA,5
	48 847
	54 275
	97 694
	56 000
	99 000

	10

Rel-9
	
	R.6-1

(5MHz, partial, 64QAM, ¾)

(1x2 Low)

EVA5
	48 847

(MNAS is not simulated, but estimated based on similar scenario in Table G.3.5-1 Test10)
	54 275
	97 694
	56 000
	99 000

	11
	[1.8]
	R.7

(10 MHz, full, 64QAM, ¾)

(1x2 Low)

EVA,5
	46 524
	51 694
	93 048
	53 000
	95 000

	11

Rel-9
	
	R.7-1

(10MHz, partial, 64QAM, ¾)

(1x2 Low)

EVA5
	46 524

(MNAS is not simulated, but estimated based on similar scenario in Table G.3.5-1 Test11)
	51 694
	93 048
	53 000
	95 000

	12
	[1.9]
	R.7

(10 MHz, full, 64QAM, ¾)

(1x2 Low)

ETU,70
	4 722
	5 247
	9 444
	7 000
	11 000

	12

Rel-9
	
	R.7-1

(10MHz, partial, 64QAM, ¾)

(1x2 Low)

ETU70
	4 722

(MNAS is not simulated, but estimated based on similar scenario in Table G.3.5-1 Test12)
	5 247
	9 444
	7 000
	11 000

	13
	[1.10]
	R.7

(10 MHz, full, 64 QAM, 3/4) (1x2High)

EVA,5
	100 000
	111 112
	200 000
	113 000
	201 000

	13

Rel-9
	
	R.7-1

(10MHz, partial, 64QAM, ¾)

(1x2 High)

EVA5
	100 000

(MNAS is not simulated, but estimated based on similar scenario in Table G.3.5-1 Test13)
	111 112
	200 000
	113 000
	201 000

	14
	[2.4]
	R.8

(15 MHz, full, 64QAM, ¾)

(1x2 Low)

EVA,5
	48 434
	53 816
	96 868
	55 000
	98 000

	14

Rel-9
	
	R.8-1

(15MHz, partial, 64QAM, ¾)

(1x2 Low)

EVA5
	48 434

(MNAS is not simulated, but estimated based on similar scenario in Table G.3.5-1 Test14)
	53 816
	96 868
	55 000
	98 000

	15
	[2.5]
	R.9

(20 MHz, full, 64QAM,3/4)

(1x2 Low)

EVA,5
	100 000
	111 112
	200 000
	113 000
	201 000

	15

Rel-9
	
	R.9-1

(20MHz, partial, 64QAM, ¾)

(1x2 Low)

EVA5
	100 000

(MNAS is not simulated, but estimated based on similar scenario in Table G.3.5-1 Test15)
	111 112
	200 000
	113 000
	201 000

	15

Rel-9
	
	R.9-2

(20MHz, partial, 64QAM, ¾)

(1x2 Low)

EVA5
	100 000

(MNAS is not simulated, but estimated based on similar scenario in Table G.3.5-1 Test15)
	111 112
	200 000
	113 000
	201 000

	16
	[3.1]
	R.0

(3 MHz, 1PRB,16QAM, ½)

(1x2 Low)

ETU,70
	5 710
	6 345
	11 420
	8 000
	13 000

	17
	[3.2]
	R.1

(10MHz,1PRB,16QAM, ½)

(1x2 Low)

ETU,70
	9 234
	10 260
	18 468
	12 000
	20 000

	18
	[3.3]
	R.1

(20MHz,1PRB,16QAM, ½)

(1x2 Low)

ETU,70
	13 373
	14 859
	26 746
	16 000
	28 000


Table G.3.5-2: Minimum Test time for PDSCH Single Antenna Port Performance with 1 PRB

	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNS

(Calculation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD
	FDD
	TDD

	1
	[3.4]
	R.29

(10MHz,1PRB,16QAM,½)

(1x2 Low)

ETU,70

[MBFSN]
	5 246
	17 487
	17 487
	19 000
	19 000


Table G.3.5-3: Minimum Test time for PDSCH Transmit diversity 2x2

	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNS

(Calculation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD
	FDD
	TDD

	1
	[7.1]
	R11

(10MHz, full, 16QAM, ½)

(2x2 Med)

EVA,5

[SFBC, Space Frequency Block Code]
	50 000
	55 556
	100 000
	57 000
	101 000

	1

Rel-9
	
	R.11-2

(5MHz, full, 16QAM, ½)

(2x2 Med)

EVA5

[SFBC]
	50 000

(MNAS is not simulated, but estimated based on similar scenario in Table G.3.5-2 Test1)
	55 556
	100 000
	57 000
	101 000

	2
	[7.2]
	R.10

(10MHz, Full, QPSK, 1/3)

(2x2 low)

HST

[SFBC]
	28 800
	NA
	NA
	28 800
	57 600


Table G.3.5-3a: Minimum Test time for PDSCH Transmit diversity 2x2 for eICIC
	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD

	1
	[ ]
	R11-4
(10MHz, full, QPSK, ½)

(2x2 Med)

EVA,5

[SFBC, Space Frequency Block Code]
	Note:

MNAS is not simulated, but estimated based on similar scenario in Table G.3.5-3 Test1
	57 000
	101 000


Table G.3.5-4: Minimum Test time for PDSCH Transmit diversity 4x2

	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNS

(Calculation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD
	FDD
	TDD

	1
	[7.3]
	R.12

(1.4MHz, full, QPSK, 1/3)

(4x2 med)

EPA,5

[SFBC-FSTD, SFBC-Frequency Shifted Transmit Diversity]
	150 000
	166 667
	300 000
	168 000
	301 000

	1

Rel-9
	
	R.13

(10 MHz, full, QPSK, 1/3)

(4x2 Low)

ETU70

[SFBC-FSTD]
	10 000

(MNAS is not simulated, but estimated based on similar scenarios in Table G.3.5-4 Test1)
	11 112
	20 000
	13 000
	21 000


Table G.3.5-5: Minimum Test time for PDSCH Open Loop Spacial Multiplexing 2x2

	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNS

(Calculation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD
	FDD
	TDD

	1
	[6.1]
	R.11

(10MHz, Full, 16QAM, ½)

(2x2 Low)

EVA,70

[LD-CDD, Large Delay-Cyclic Delay Diversity]
	7 600
	8 445
	19 000
	10 000
	20 000


Table G.3.5-5a: Minimum Test time for PDSCH Open Loop Spacial Multiplexing 2x2 for eICIC
	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD

	1
	[ ]
	R11
(10MHz, Full, 16QAM, ½)

(2x2 Low)

EVA,5

[LD-CDD, Large Delay-Cyclic Delay Diversity]
	Note:

MNAS is not simulated, but estimated based on similar scenario in Table G.3.5-5 Test1
	10 000
	20 000


Table G.3.5-6: Minimum Test time for PDSCH Open Loop Spacial Multiplexing 4x2

	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNS

(Calculation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD
	FDD
	TDD

	1
	[6.2]
	R.14

(10MHz, full, 16 QAM, ½)

(4x2 low)

EVA,70

[LD-CDD]
	4 860
	5 400
	12 150
	7 000
	14 000


Table G.3.5-7: Minimum Test time for PDSCH Closed LoopSingle/Multilayer Spacial Multiplexing 2x2

	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNS

(Calculation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD
	FDD
	TDD

	1
	[4.1]
	R.10

(10MHz, Full, QPSK,1/3)

(2x2 Low)

EVA,5

[SCW, Single CodeWord]
	49 140
	54 600
	98 280
	56 000
	100 000

	2
	[4.2]
	R.10

(10MHz, Full, QPSK, 1/3)

(2x2 High)

EPA,5

[SCW]
	50 000
	55 556
	100 000
	57 000
	101 000

	3 FDD
	[5.1]
	R.11

(10MHz,full, 16QAM, ½)

(2x2Low)

EVA,5

[MCW, Multiple Code Word]
	34 266
	38 074
	-
	40 000
	-

	3 TDD
	[5.1]
	R.11-1

(10MHz,full, 16QAM, ½)

(2x2Low)

EVA,5

[MCW, Multiple Code Word]
	34 266
	-
	85 665
	-
	87 000

	3

Rel-9
	
	R.35

(10MHz, full, 64QAM, ½)

(2x2 Low)

EPA5

[MCW]
	48 000

(MNAS is not simulated, but estimated based on similar scenarios in Table G.3.5-12 Test5)
	53 333
	120 000
	55 000
	121 000

	4 FDD
	[5.2]
	R.11

(10MHz, full, 16QAM, ½)

(2x2Low)

ETU,70

[MCW]
	2 736
	3 040
	-
	5 000
	-

	4 TDD
	[5.2]
	R.11-1

(10MHz, full, 16QAM, ½)

(2x2Low)

ETU,70

[MCW]
	2 736
	-
	6840
	-
	8000


Table G.3.5-8: Minimum Test time for PDSCH Closed Loop Single/Multilayer Spacial Multiplexing 4x2

	Test

No


	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)


	MNS

(Calculation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD
	FDD
	TDD

	1
	[4.3]
	R.13

(10 MHz, Full, QPSK, 1/3)

(4x2 Low)

EVA,5

[SCW]
	26 528
	29 476
	53 056
	31 000
	55 000

	2
	[5.3]
	R.14

(10MHz, Full, 16QAM, ½)

(4x2low)

EVA5

[MCW]
	26 066
	28 963
	65 165
	30 000
	67 000

	2

Rel-9
	
	R.36

(10MHz, full, 64QAM 1/2)

(4x2 Low)

EPA5
[MCW]
	30 000

(MNAS is not simulated, but estimated based on similar scenarios in Table G.3.5-4 Test1)
	33 333
	75 000
	35 000
	76 000


Table G.3.5-9: Minimum Test time for PDSCH Single-layer Spatial Multiplexing on antenna port 5 (Release 8 and forward)
	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNS

(Calculation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD
	FDD
	TDD

	1
	[11.1]
	R.25

(10 MHz, full, QPSK, 1/3)

(1x2 Low)

EPA,5
	38 879
	43 199
	77 758
	45 000
	79 000

	2
	[11.2]
	R.26

(10MHz, full, 16QAM, ½)

(1x2 Low)

EPA5
	47 781
	53 090
	95 562
	55 000
	97 000

	3
	[11.3]
	R.27

(10MHz, full, 64QAM, 3/4)

(1x2 Low)

EPA,5
	48 685
	54 095
	97 370
	56 000
	99 000

	4
	[11.4]
	R.28

(10MHz, 1PRB, 16QAM, ½)

(1x2 Low)

EPA,5
	100 000
	111 112
	200 000
	113 000
	201 000


Table G.3.5-10: Minimum Test time for PDSCH Single-layer Spatial Multiplexing on antenna port 5 (Release 9 and forward)

	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD

	1

NA
	
	
	
	
	

	2
	[ ]
	R.26

(5MHz, full, 16QAM ½)

(2x2 Low)

EPA5
	Note:

MNAS is not simulated.  Because of same demodulation scenario except for antenna configuration, MNSF is reused from Table G.3.5-9, Test 2
	55 000
	97 000

	3
	[ ]
	R.27

(10MHz, part, 64QAM 3/4)

(2x2 Low)

EPA,5
	Note:

MNAS is not simulated.  Because of same demodulation scenario except for antenna configuration, MNSF is reused from Table G.3.5-9, Test 3
	56 000
	99 000

	4

NA
	
	
	
	
	


Table G.3.5-11: Minimum Test time for PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 without simultaneous transmission

	Test

No


	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD

	1
	[ ]
	R.31

(10 MHz, full, QPSK, 1/3)

(2x2 Low)

EVA,5
	Note:

MNAS is not simulated.  Because of same demodulation scenario except for RMC, antenna configuration, MNSF is reused from Table G.3.5-9, Test 1
	45 000
	79 000

	2
	[ ]
	R.32

(10MHz, full, 16QAM, ½)

(2x2 Medium)

EPA5
	Note:

MNAS is not simulated.  Because of same demodulation scenario except for RMC, antenna configuration, MNSF is reused from Table G.3.5-9, Test 2
	55 000
	97 000

	
	
	R.32-1

(5MHz, full, 16QAM, ½)

(2x2 Medium)

EPA5
	Note:

MNAS is not simulated.  Because of same demodulation scenario except for RMC, channel BW, antenna configuration, MNSF is reused from Table G.3.5-9, Test 2
	
	

	3
	[ ]
	R.33

(10MHz, full, 64QAM, 3/4)

(2x2 Low)

EPA,5
	Note:

MNAS is not simulated.  Because of same demodulation scenario except for RMC, antenna configuration, MNSF is reused from Table G.3.5-9, Test 3
	56 000
	99 000

	
	
	R.33-1

(10MHz, part, 64QAM, 3/4)

(2x2 Low)

EPA5
	Note:

MNAS is not simulated.  Because of same demodulation scenario except for RMC, allocation, antenna configuration, MNSF is reused from Table G.3.5-9, Test 3
	
	


Table G.3.5-12: Minimum Test time for PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 with a simultaneous transmission

	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD

	4
	[ ]
	R.32

(10MHz, full, 16QAM, 1/2)

(2x2 Medium)

EPA,5
	Note:

MNAS is not simulated.  Because of same demodulation scenario except for RMC number, antenna configuration, MNSF is reused from Table G.3.5-9, Test 2
	55 000
	97 000

	5
	
	R.34

(10MHz, full, 64QAM, 1/2)

(2x2 Low)

EPA,5
	Note:

MNAS is not simulated.  Because of same demodulation scenario except for RMC number, target coding rate, antenna configuration, MNSF is reused from Table G.3.5-9, Test 3
	56 000
	99 000


Table G.3.5-12a: Minimum Test time for PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 without simultaneous transmission for eDL-MIMO

	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD

	1
	[ ]
	R.43 FDD, R50 TDD

(10 MHz, full, QSPK, 1/3)

(2x2 Low)

EVA,5
	Note:

MNAS is not simulated. Because of same demodulation scenario except for RMC, antenna configuration, propagation condition, MNSF is reused from Table G.3.5-9, Test 1
	45 000
	79 000


Table G.3.5-12b: Minimum Test time for PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 with a simultaneous transmission for eDL-MIMO

	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD

	2
	[ ]
	R.50 FDD, R.44 TDD

(10MHz, full, 64QAM, 1/2)

(2x2 Low)

EPA,5
	Note:

MNAS is not simulated. Because of same demodulation scenario except for RMC, target coding rate, antenna configuration, MNSF is reused from Table G.3.5-9, Test 3
	56 000
	99 000


Table G.3.5-13: Minimum Test time for PDSCH Dual-layer Spatial Multiplexing

	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD

	1
	[ ]
	R.31

(10 MHz, full, QPSK, 1/3)

(2x2 Low)

EVA,5
	Note:

MNAS is not simulated. Because of same demodulation scenario except for RMC, antenna configuration, MNSF is reused from Table G.3.5-9, Test 1
	[45 000]
	[79 000]

	2
	[  ]
	R.32

(10MHz, full, 16QAM, ½)

(2x2 Medium)

EPA5
	Note:

MNAS is not simulated. Because of same demodulation scenario except for RMC, antenna configuration, MNSF is reused from Table G.3.5-9, Test 2
	[55 000]
	[97 000]


Table G.3.5-13a: Minimum Test time for PDSCH Dual-layer Spatial Multiplexing for eDL-MIMO

	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD

	1
	[ ]
	R.51

(10MHz, full, 16QAM, 1/2)

(2x2 Low)

EPA5
	Note:

MNAS is not simulated. Because of same demodulation scenario except for RMC, antenna configuration, MNSF is reused from Table G.3.5-9, Test 2
	55 000
	97 000


<< End of changes >>
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