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8.3.1.22.2
CA / Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A1 / Event A2 / Inter-band CA

8.3.1.22.2.1
Test Purpose (TP)

Same as TC 8.3.1.22.1 but applied to Inter-band CA case.
8.3.1.22.2.2
Conformance requirements

Same as TC 8.3.1.22.1 but applied to Inter-band CA case.
8.3.1.22.2.3
Test description

8.3.1.22.2.3.1
Pre-test conditions

Same as  test case 8.3.1.22.1 with the following differences:

-
CA configuration: Inter-band CA replaces Intra-band Contiguous CA 

-
Cells configuration: Cell 10 replaces Cell 3

-
Cell 10 is an Inactive SCell according to [18] cl. 6.3.4

8.3.1.22.2.3.2
Test procedure sequence

Same as test case 8.3.1.22.1 with the following differences:

-
CA configuration: Inter-band CA replaces Intra-band Contiguous CA

-
Cells configuration: Cell 10 replaces Cell 3

8.3.1.22.2.3.3
Specific message contents 

Same as test case 8.3.1.22.1 with the following differences.

NOTE:
For simplicity the tables and the steps referred below are tables and steps in test case 8.3.1.22.1.

Table 8.3.1.22.2.3.3-1: MeasConfig (step 3, Table 8.3.1.22.1.3.2-2)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/Remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 Entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	Cell1
	

	    measObjectId[2]
	IdMeasObject-f5
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f5)
	Cell 10
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A1
	
	

	    reportConfig[1]
	ReportConfig-A1-H
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f5
	
	

	    reportConfigId[1]
	IdReportConfig-A1
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.22.2.3.3-2: MeasConfig (step 12, Table 8.3.1.22.1.3.2-2)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/Remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A2
	
	

	    reportConfig[1]
	ReportConfig-A2-H
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f5
	
	

	    reportConfigId[1]
	IdReportConfig-A2
	
	

	  }
	
	
	

	}
	
	
	


