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Table A.18a.0a: DB-DC-HSDPA configurations
DB-DC-HSDPA Configuration

UL Band

DL Band A

DL Band B

1

I or VIII

I

VIII

2

II or IV

II

IV

3

I or V

I

V

4

I or XI

I

XI

5

II or V

II

V
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< Start of modified Section >
A.4.3.3
Physical Layer Baseline Implementation Capabilities

Table A.17: Void

Table A.18: Void

Table A.18a: FDD Layer 1 UE Radio Access Capabilities

	Item
	FDD Layer 1 UE Radio Access Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of turbo decoding
	25.306, 4.5.1
	R99
	pc_DL_TC
	

	2
	Support of turbo encoding
	25.306, 4.5.2
	R99
	pc_UL_TC
	

	3
	Support for SF 512 (downlink)
	25.306, 4.5.3
	R99
	pc_SupportForSF_512
	

	4
	Support of PDSCH
	25.306, 4.5.3
	R99 and Rel-4 only
	pc_SupportOfPDSCH
	

	
	<< Rows skipped >>
	
	
	
	

	42
	Support dual band DC-HSDPA configuration I and V
	25.306, 4.5.3

25.101, 5.2
	Rel-9
	pc_DB_DC_HSDPA_Band1_5
	

	43
	Support dual band DC-HSDPA configuration I and VIII
	25.306, 4.5.3

25.101, 5.2
	Rel-9
	pc_DB_DC_HSDPA_Band1_8
	

	44
	Support dual band DC-HSDPA configuration II and IV
	25.306, 4.5.3

25.101, 5.2
	Rel-9
	pc_DB_DC_HSDPA_Band2_4
	

	45
	Support of Dual cell MIMO 
	25.331, 10.2.39

25.306, 5.1
	Rel-9
	pc_DualCellMIMO
	This ICS is set to true if UE supports HS-DSCH physical layer category 25, 26, 27 or 28

	
	<< Rows skipped >>
	
	
	
	

	63
	Support of Fallback to R99 PRACH in CELL_FACH
	25.306, 4.5.4
	Rel-11
	pc_HS_FACH_FallbackR99prach
	

	64
	Support dual band DC-HSDPA configuration I and XI
	25.306, 4.5.3

25.101, 5.2
	Rel-10
	pc_DB_DC_HSDPA_Band1_11
	

	65
	Support dual band DC-HSDPA configuration II and V
	25.306, 4.5.3

25.101, 5.2
	Rel-10
	pc_DB_DC_HSDPA_Band2_5
	


Table A.18a.0a: DB-DC-HSDPA configurations

	DB-DC-HSDPA Configuration
	UL Band
	DL Band A
	DL Band B

	1
	I or VIII
	I
	VIII

	2
	II or IV
	II
	IV

	3
	I or V
	I
	V

	4
	I or XI
	I
	XI

	5
	II or V
	II
	V
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