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	Reason for change:
	The eMBMS multiband test cases refers to the eMBSM inter-frequency test cases with a deviation for the SIB15 message stating that condition ‘MBMS_Interband’ is to be used instead of condition ‘MBMS-interFreq’. However, the only difference between the inter-band and inter-frequency variants of the test cases is that the frequency of one of the the cells need to be different. This difference is already covered by the ‘MBMS-interFreq’ condition in SIB15. 

	
	

	Summary of change:
	Removed condition ‘MBMS_InterBand’ and associated IEs from SIB15.
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	Not used and misleading condition for SIB15 remains.
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	Other comments:
	Impact Rel-11 and later releases.

The associated CR (R5-145500) to TS 36.523-1 removes the reference to the condition ‘MBMS_Interband’ in the eMBMS test cases.

This is an update of R5-145499 and the outcome of 1 revision to this document


4.4.3.3
Common contents of system information blocks

<Skipped text>

-
SystemInformationBlockType15
The IE SystemInformationBlockType15 contains the MBMS Service Area Identities (SAI) of the current and/ or neighbouring carrier frequencies.

Table 4.4.3.3-14: SystemInformationBlockType15

	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType15 ::= SEQUENCE {
	
	
	

	  mbms-SAI-IntraFreq-r11[1] SEQUENCE (SIZE (1..maxSAI-MBMS-r11)) OF { INTEGER (0..65535) }
	1
	1 entry

INTEGER (0..65535)
	

	  mbms-SAI-InterFreqList-r11
	Not present
	
	MBMS_intraFreq

	  mbms-SAI-InterFreqList-r11[n] SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	The same number of entries as the configured inter-freq carriers providing the MBMS service in the test case (including additional bands, if any)
	n denotes the index of the entry
	MBMS_interFreq, 

	    dl-CarrierFreq-r11
	Downlink EARFCN under test, see table 6.3.1.2-1.
	
	

	    mbms-SAI-List-r11[n] SEQUENCE (SIZE (1..maxSAI-MBMS-r11)) OF { INTEGER (0..65535) }
	The same number of entries as the configured MBMS SAIs providing the MBMS service in the test case for the specific frequency
	n denotes the index of the entry INTEGER (0..65535)
	

	  lateNonCriticalExtension
	Not present
	
	MBMS_intraFreq,

MBMS_interFreq,

	
	
	
	

	
	
	
	

	
	

	

	

	
	
	
	

	}
	
	
	


	Condition
	Explanation

	MBMS_intraFreq
	SIB15 transmitted for a MBMS intra-band cell environment (MBMS service only provided for intra-frequency cells).

	MBMS_interFreq
	SIB15 transmitted for a MBMS inter-frequency cell environment (MBMS service provided on multiple frequencies within a band).

	
	


