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<< Unchanged sections omitted >>
8.16.29
3 DL FDD CA Event Triggered Reporting under Deactivated SCells in Non-DRX
<< Unchanged sections omitted >>
8.16.29.2
Test applicability

This test case applies to all types of E-UTRA FDD UE release 10 and forward that support 3DL with Intra-band contiguous CA, or 3DL with Inter-band CA, or 3DL with Intra-band contiguous and Inter-band CA.

<< Unchanged sections omitted >>
8.16.30
3 DL TDD CA Event Triggered Reporting under Deactivated SCells in Non-DRX
<< Unchanged sections omitted >>
8.16.30.2
Test applicability

This test case applies to all types of E-UTRA TDD UE release 10 and forward that support 3DL with Intra-band contiguous CA, or 3DL with Inter-band CA, or 3DL with Intra-band contiguous and Inter-band CA.

This test case also applies to all types of E-UTRA TDD UE release 11 and forward that support 3DL with Intra-band non-contiguous and Inter-band CA, or 3DL with Intra-band non-contiguous and Intra-band contiguous

<< Unchanged sections omitted >>
9.1.40
3DL TDD RSRP Accuracy for E-UTRA in Carrier Aggregation

<< Unchanged sections omitted >>
9.1.40.2
Test applicability

This test case applies to all types of E-UTRA TDD UE release 10 and 11 that support 3DL Intra-band contiguous CA or 3DL Inter-band CA, or 3DL Intra-band contiguous with Inter-band CA.

This test case also applies to all types of E-UTRA TDD UE release 11 and forward that support 3DL Intra-band non-contiguous with Inter-band CA, or 3DL Intra-band non-contiguous with Intra-band contiguous CA.
<< End of changes >>
