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< Start of Modified Section>

8.2.4.20
CA / RRC connection reconfiguration / Handover / Success / SCell Change

8.2.4.20.1
CA / RRC connection reconfiguration / Handover / Success / SCell Change / Intra-band Contiguous CA

8.2.4.20.1.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment and initial security activation procedure and performed the inter frequency measurement }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo and sCellToAddModList with an SCell different from configured SCell }

    then { UE sends an RRCConnectionReconfigurationComplete message and changes SCell }

            }

8.2.4.20.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.10.3b.

[TS 36.331, clause 5.3.10.3b]

The UE shall:

1>
for each sCellIndex value included in the sCellToAddModList that is not part of the current UE configuration (SCell addition):

2>
add the SCell, corresponding to the cellIdentification, in accordance with the received radioResourceConfigCommonSCell and radioResourceConfigDedicatedSCell;

2>
configure lower layers to consider the SCell to be in deactivated state;

1>
for each sCellIndex value included in the sCellToAddModList that is part of the current UE configuration (SCell modification):

2>
modify the SCell configuration in accordance with the received radioResourceConfigDedicatedSCell;

8.2.4.20.1.3
Test description

8.2.4.20.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1 is the PCell, Cell 3 is the SCell to be added and Cell 12 is the intra-frequency neighbour cell of Cell 3.

-
Cell 3 is Inactive SCell according to [18] cl. 6.3.4

-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.

-
3 E-UTRA Cells with the same PLMN.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.2.4.20.1.3.2
Test procedure sequence

Table 8.2.4.20.1.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.4.20.1.3.2-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 3
	Cell 12
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	-97
	The power level values are such that measurement results for Cell 12 (M12) and Cell 3 (M2) do not satisfy entry condition for event A6.

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-85
	-79
	The power level values are such that measurement results for Cell 12 (M12) and Cell 3 (M3) satisfy entry condition for event A6.


Table 8.2.4.20.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Wait 1 s to allow for the switching of cells.
	-
	-
	-
	-

	2
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to configure Cell 3 as an SCell.
	<--
	RRCConnectionReconfiguration
	-
	-

	3
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	
	EXCEPTION: If UE does not support FGI bit 111, i.e. Event A6, the following step 4 to step 7 except step 6 should not be executed
	
	
	
	

	4
	The SS transmits an RRCConnectionReconfiguration message to setup intra-frequency measurement reporting for event A6 on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	5
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	6
	The SS changes power level according to row "T1" in Table 8.2.4.20.1.3.2-1.
	-
	-
	-
	-

	7
	The UE transmits a MeasurementReport message on Cell 1 to report event A6.
	-->
	MeasurementReport
	-
	-

	8
	The SS transmits an RRCConnectionReconfiguration message to perform inter-frequency handover to Cell 12 with original SCell Cell 3 release and new SCell Cell1addition.
	<--
	RRCConnectionReconfiguration
	-
	-

	9
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 12?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	10
	The UE transmits a TRACKING AREA UPDATE REQUEST message to update the registration of the actual tracking area.
	-
	-
	-
	-

	11
	The SS responds with TRACKING AREA UPDATE ACCEPT message.
	-
	-
	-
	-

	12
	The UE transmits a TRACKING AREA UPDATE COMPLETE.
	-
	-
	-
	-

	13
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicates that the UE is in E-UTRA RRC_CONNECTED state on Cell 12?
	-
	-
	1
	-


8.2.4.20.1.3.3
Specific message contents

Table 8.2.4.20.1.3.3-1: RRCConnectionReconfiguration (step 2, Table 8.2.4.20.1.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-8, condition SCell_AddMod


Table 8.2.4.20.1.3.3-2: SCellToAddMod-r10 (Table 8.2.4.20.1.3.3-1)

	Derivation Path: 36.508, Table 4.6.3-19D

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE {
	
	
	

	  sCellIndex-r10
	1
	
	

	  cellIdentification-r10 SEQUENCE {
	
	
	

	    physCellId-r10
	PhysicalCellIdentity of Cell 3
	
	

	    dl-CarrierFreq-r10
	Same downlink EARFCN as used for Cell 3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.20.1.3.3-3: RadioResourceConfigCommonSCell-r10 (Table 8.2.4.20.1.3.3-2)

	Derivation Path: 36.508, Table 4.6.3-13A

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    dl-Bandwidth-r10
	Same downlink system bandwidth as used for Cell 3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.20.1.3.3-4: RRCConnectionReconfiguration (step 4, Table 8.2.4.20.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.2.4.20.1.3.3-5: MeasConfig (Table 8.2.4.20.1.3.3-4)

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	  }
	
	
	

	{
	
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A6
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A6
	
	

	  }
	
	
	

	  measIdToAddModListSEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	
	
	

	    measId[1]
	1
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    reportConfigId[1]
	IdReportConfig-A6
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.20.1.3.3-6: MeasurementReport (step 7, Table 8.2.4.20.1.3.2-2)

	Derivation Path: 36.508, clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultPCell SEQUENCE {
	
	Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 12
	Cell 12
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	                additionalSI-Info-r9
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          measResultForECID-r9
	Not present
	
	

	          locationInfo-r10
	Not present
	
	

	          measResultServFreqList-r10 SEQUENCE (SIZE (1..maxServCell-r10)) OF SEQUENCE {
	1 entry
	
	

	            servFreqId-r10[1]
	1
	
	

	            measResultSCell-r10[1] SEQUENCE {
	
	Cell 3
	

	              rsrpResultSCell-r10
	(0..97)
	
	

	              rsrqResultSCell-r10
	(0..34)
	
	

	            }
	
	
	

	            measResultBestNeighCell-r10[1]
	Not present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.20.1.3.3-7: RRCConnectionReconfiguration (step 8, Table 8.2.4.20.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-CQIConfig-R10
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          lateNonCriticalExtension
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              SCellToReleaseList-r10 ::= SEQUENCE  (SIZE (1..maxSCell-r10)) OF SEQUENCE {
	
	
	

	                SCellIndex-r10[1]
	1
	
	

	              }
	
	
	

	              SCellToAddModList-r10
	SCellToAddMod-r10-f1
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.20.1.3.3-7A: RadioResourceConfigDedicated-CQIConfig-R10 (Table 8.2.4.20.1.3.3-7)
	Derivation Path: 36.508 , condition HO

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated ::= SEQUENCE {
	
	
	

	  physicalConfigDedicated
	PhysicalConfigDedicated-CQIConfig-R10
	
	

	}
	
	
	


Table 8.2.4.20.1.3.3-7B: PhysicalConfigDedicated-CQIConfig-R10 (Table 8.2.4.20.1.3.3-7A)

	Derivation Path: 36.508, Table 4.8.2.1.6-1, condition HO

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	

	}
	
	
	


Table 8.2.4.20.1.3.3-8: MobilityControlInfo (Table 8.2.4.20.1.3.3-7)

	Derivation Path: clause 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 12
	
	

	  carrierFreq
	Same DL EARFCN as used for Cell 12
	
	

	}
	
	
	


Table 8.2.4.20.1.3.3-9: SCellToAddMod-r10-f1 (Table 8.2.4.20.1.3.3-7)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.3-19D SCellToAddMod-r10-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE (SIZE (1..maxSCell-r10)) OF SEQUENCE {
	1 entry
	
	

	  sCellIndex-r10[1]
	1
	
	

	  cellIdentification-r10[1] SEQUENCE {
	
	
	

	    physCellId-r10[1]
	Physical Cell Identity of Cell 1
	
	

	    dl-CarrierFreq-r10[1]
	Same downlink EARFCN as used for Cell 1
	
	

	  }
	
	
	

	  radioResourceConfigCommonSCell-r10[1]
	RadioResourceConfigCommonSCell-r10-f1
	
	

	}
	
	
	


Table 8.2.4.20.1.3.3-10: RadioResourceConfigCommonSCell-r10-f1 (Table 8.2.4.20.1.3.3-9)

	Derivation Path: 36.508 clause 4.6.3 table 4.6.3-13A

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    dl-Bandwidth-r10
	Same downlink system bandwidth as used for Cell 1
	
	

	  }
	
	
	


8.2.4.20.2
CA / RRC connection reconfiguration / Handover / Success / SCell Change / Inter-band CA

The scope and description of the present TC is the same as test case 8.2.4.20.1 with the following differences:

-
CA configuration: Inter-band CA replaces Intra-band Contiguous CA

-
Cells configuration: Cell 10 replaces Cell 3& Cell 30 replaces Cell 12.

-
Cell 10 is Inactive SCell according to [18] cl. 6.3.4.

-
Cell 1, Cell 10 and Cell 30 with the same PLMN.

8.2.4.20.3
CA / RRC connection reconfiguration / Handover / Success / SCell Change Intra-band non-contiguous CA

The scope and description of the present TC is the same as test case 8.2.4.20.1 with the following differences:

-
CA configuration: Intra-band non contiguous CA replaces Intra-band Contiguous CA

< End of Modified Section>
