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<Unchanged sections skipped>
9.7.2
CQI reporting under fading conditions

9.7.2.1
FDD and Half duplex FDD CQI reporting definition under fading conditions for UE category 0




9.7.2.1.1
Test purpose

To verify that preferred sub-bands can be used for frequency-selective scheduling.

9.7.2.1.2
Test applicability

This test applies to E-UTRA FDD UE release 12 and forward of UE category 0.
<Unchanged sections skipped>
9.7.2.2
TDD CQI reporting definition under fading conditions for UE category 0




9.7.2.2.1
Test purpose

To verify that preferred sub-bands can be used for frequency-selective scheduling.

9.7.2.2.2
Test applicability

This test applies to E-UTRA TDD UE release 12 and forward of UE category 0.

<Unchanged sections skipped>
G.5.1
General

Annex G.5 is applicable for clauses 9.3, 9.4 ,9.5 and 9.7. Common to those clauses is, that a throughput ratio γ is measured. These clauses are tested exclusively with “slow” multipath fading profiles. Hence the test time is governed by test time due to fading, and number of samples due to statistical significance is not applicable.

The test requirements in clause 9.4 are a ratio of 2 throughput tests according to 
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. The denominator must be established by an approach, resulting in the denominator throughput 
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 and the reference 
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, the latter is reused to measure the nominator throughput.

The test requirements in clauses 9.3 and 9.5 are a ratio of 2 throughput tests according to 
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 etc. Nominator and denominator are ordinary throughput tests

tue, trnd , treported, tfix , tsubband, tmedian, 
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are throughputs, derived under different conditions and are defined in clause s 9.3, 9.4 and 9.5.

SNRrnd is the signal noise ratio, derived together with trnd and is defined in clause 9.4.

G.5.2
Establishing 
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Adjust SNR such that the measured throughput is 58% ≤
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≤ 62%.

The resulting SNR is declared 
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To achieve statistical significance the final throughput measurement must be done with MNS samples, given table G.5.4-1

The approach, leading to 
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is not specified.

G.5.3
Measuring T-put

To achieve statistical significance the final throughput measurement must be done with MNS samples, given in table.G.5.4 -1. Number of samples due to statistical significance is not applicable.

For measuring tsubband, twideband, treported and tfix, the SS collects ACK, NACK and statDTX from the UE and records the time, elapsed from the beginning of the test. The payload size, received by the UE and acknowledged towards the SS, may vary within a test versus time (e.g. due to subband changes upon a UE report) Throughput is calculated in the SS by summing up the payload, associated to each ACK, from the start of the test and dividing the accumulated payload in kilobits by the time in seconds, elapsed from the beginning of the test. This is similar but not same as in G.2.2. (Main difference in bullet d, where the payload size is constant).

For measuring tmedian, tue, and trnd, the SS collects ACK, NACK and statDTX from the UE and records the time, elapsed from the beginning of the test. The payload size, received by the UE and acknowledged towards the SS, is constant. Throughput can be calculated in the SS by multiplying the payload size with the number of ACKs and dividing the accumulated payload in kilobits by the time in seconds, elapsed from the beginning of the test, being associated to the following ratio: ACK/ (ACK+NACK + DTX).
G.5.4
Number of samples for throughput ratios

TT for γ and MNS are based on theoretical estimations.

Table G.5.4-1: Test time for testing throughput ratios

	Test
	Demodulation scenario:

RMC (Bandwidth, allocated RBs,

modulation, coding)

[Antenna configuration, correlation]

Propagation condition, Doppler
	Γ
	Minimum Number of Subframes (MNS)

(MNS = active and inactive Subframes,

more details in Annex G.3.5 and table G.3.5-1)
	Γ including TT
	BLER

	
	
	
	FDD
	TDD
	
	

	9.3.1.1.1

9.3.1.1.2
	(10 MHz, 6, variable modulation and coding)

[1x2, full]

Special propagation according to clause B.2.4, 5Hz
	1.1
	100000

For denominator- and nominator- measurement each
	170000

For denominator- and nominator- measurement each
	γ =1.09
	BLER=0.05, no TT

No of samples: subset of ACKs and NACKs in the MNS for throughput.

	<Many rows skipped here>

	9.5.4.1_E

9.5.4.2_E
	(10MHz, full, variable modulation and coding)

[2x2, low or high according to test]
EPA5
	Test21=1.05

Test31=0.9 Test12=1.00
	800000
	680000
	Test21=1.04

Test31=0.89
Test12=0.99
	

	9.5.5.1_F.2

9.5.5.2_F.2
	(10MHz, full, variable modulation and coding)

[2x2, low or high according to test]
EPA5
	Test21=1.00
	100000
	170000
	Test21=0.99
	

	9.7.2.1

9.7.2.2
	(10 MHz, 6, variable modulation and coding)

[1x1, full]

Special propagation according to clause B.2.4, 5Hz
	1.1
	100000
	170000
	γ =1.09
	


<End of Change>
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