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< Start of Modified Section >
Table 4-1: Applicability of tests and additional information for testing
	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	IDLE MODE
	
	
	
	
	
	
	

	<<Unchanged Rows skipped >>

	7
	LAYER 2
	
	
	
	
	
	
	

	<<Unchanged Rows skipped >>

	7.1.2.2
	Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE in PDCCH Order / Non-contention based random access procedure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.3
	Correct selection of RACH parameters / Preamble selected by MAC itself / Contention based random access procedure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Note 12
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.3a
	Correct selection of RACH parameters/ Preamble selected by MAC itself/ Contention based random access procedure/ Enhanced coverage
	Rel-13
	Cnn1
	UEs supporting E-UTRA and Category DL M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.4
	Random access procedure / Successful 
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.5
	Random access procedure / MAC PDU containing multiple RARs
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.6
	Maintenance of uplink time alignment
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Note 12
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.7
	MAC contention resolution / Temporary C-RNTI
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.8
	MAC contention resolution / C-RNTI
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.9
	MAC backoff indicator
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.10.1
	CA / Random access procedure / SCell / Intra-band Contiguous CA
	Rel-11
	C190
	UEs supporting E-UTRA and Intra-band contiguous Uplink Carrier Aggregation and multiple timing advances
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.10.2
	CA / Random access procedure / SCell / Inter-band CA
	Rel-11
	C191
	UEs supporting E-UTRA and Inter-band Uplink Carrier Aggregation and multiple timing advances
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.10.3
	CA / Random access procedure / SCell / Intra-band non-contiguous CA
	Rel-11
	C192
	UEs supporting E-UTRA and Intra-band non-contiguous Uplink Carrier Aggregation and multiple timing advances
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.11.1
	CA / Maintenance of uplink time alignment / Multiple TA / Intra-band Contiguous CA
	Rel-11
	C190
	UEs supporting E-UTRA and Intra-band contiguous Uplink Carrier Aggregation and multiple timing advances
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.11.2
	CA / Maintenance of uplink time alignment / Multiple TA / Inter-band CA
	Rel-11
	C191
	UEs supporting E-UTRA and Inter-band Uplink Carrier Aggregation and multiple timing advances
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.11.3
	CA / Maintenance of uplink time alignment / Multiple TA / Intra-band non-contiguous CA
	Rel-11
	C192
	UEs supporting E-UTRA and Intra-band non-contiguous Uplink Carrier Aggregation and multiple timing advances
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.11.4
	FDD-TDD CA / Maintenance of uplink time alignment / Multiple TA
	[Rel-12]
	C233
	UEs supporting E-UTRA FDD and TDD and 3DL CA and 3UL CA with tdd-FDD-CA-PCellDuplex-r12 with the first and/or second bit set to “1”and multiple timing advances
	
	
	
	

	7.1.3.1
	Correct handling of DL assignment / Dynamic case 
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Note 12
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.2
	Correct handling of DL assignment / Semi-persistent case
	Rel-8
	C100F
	UEs supporting E-UTRA and semi-persistence scheduling and Feature Group Indicator 7
	pc_eFDD
	
	Note 12
	

	
	
	
	C100T
	
	pc_eTDD
	
	
	

	7.1.3.3
	MAC PDU header handling
	Rel-8
	C224a
	UEs supporting E-UTRA and NOT UE Category 0
	pc_eFDD
	
	Note 12
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.3a
	MAC PDU header handling / UE Cat 0
	Rel-12
	C224
	UEs supporting E-UTRA and UE Category 0
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.4
	Correct HARQ process handling / DCCH and DTCH
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Note 12
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.4a
	Correct HARQ process handling / DCCH and DTCH/ Enhanced Coverage
	Rel-13
	C254
	UEs supporting E-UTRA and (CE mode A or CE mode B)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.5
	Correct HARQ process handling / CCCH
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.5a
	Correct HARQ process handling / CCCH/ Enhanced Coverage
	Rel-13
	Cnn1
	UEs supporting E-UTRA and Category DL M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.6
	Correct HARQ process handling / BCCH
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Note 12
	

	
	
	
	
	
	pc_eTDD
	
	
	



< End of Modified Section >
< Start of Modified Section >
Table 4-1a: Applicability of tests Conditions
	C01	IF A.4.1-1/6 THEN R ELSE N/A

	C01a	IF [8]A.1/1 THEN R ELSE N/A

	C02	IF A.4.4-2/2 THEN R ELSE N/A

	C03	IF A.4.4-1/1 THEN R ELSE N/A

	C04	IF A.4.4-2/1 THEN R ELSE N/A

	C05	IF A.4.1-1/7 THEN R ELSE N/A

	C06	IF A.4.1-1/3 THEN R ELSE N/A

	<<Unchanged Rows skipped >>

	C257	IF A.4.5-1a/31 AND A.4.4-1/125 THEN R ELSE N/A

	C258	IF A.4.5-1b/31 AND A.4.4-1/125 THEN R ELSE N/A

	C259	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.2.1.1-1/11 THEN R ELSE N/A

	Cnn1	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.3.2-2A/1 THEN R ELSE N/A



< End of Modified Section >

