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< Unchanged sections omitted >

5.3
Default RRC message and information elements contents

5.3.1
Radio resource control information elements

As defined in clause 4.6.3 with the following exceptions:
Table 5.3.1-1: TDD-Config-DEFAULT

	Derivation Path: Clause 4.6.3 Table 4.6.3-23

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa1
	
	

	  specialSubframePatterns
	ssp4
	
	RF

	}
	
	
	


	Condition
	Explanation

	RF
	For all the RF tests specified in 36.521-1


Table 5.3.1-2: RadioResourceConfigCommonSIB-DEFAULT

	Derivation Path: Clause 4.6.3 Table 4.6.3-14

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSIB-DEFAULT ::= SEQUENCE {
	
	
	

	  rach-ConfigCommon
	RACH-ConfigCommon-DEFAULT
	
	

	  bcch-Config
	BCCH-Config-DEFAULT
	
	

	  pcch-Config
	PCCH-Config-DEFAULT
	
	

	  prach-Config
	PRACH-ConfigSIB-DEFAULT
	
	

	  pdsch-ConfigCommon
	PDSCH-ConfigCommon-DEFAULT
	
	

	  pusch-ConfigCommon
	PUSCH-ConfigCommon-DEFAULT
	
	

	  pucch-ConfigCommon
	PUCCH-ConfigCommon-DEFAULT
	
	

	  soundingRS-UL-ConfigCommon CHOICE {
	
	
	

	    release
	NULL
	
	

	   }
	
	
	

	  uplinkPowerControlCommon
	UplinkPowerControlCommon-DEFAULT
	
	

	  ul-CyclicPrefixLength
	len1
	
	

	}
	
	
	


Table 5.3.1-3: PRACH-Config-DEFAULT

	Derivation Path:  Clause 4.6.3 Table 4.6.3-7

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-Config-DEFAULT ::= SEQUENCE {
	
	
	

	  prach-ConfigInfo SEQUENCE {
	
	
	

	    prach-ConfigIndex
	3
	
	TDD

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	TDD
	TDD cell environment


Table 5.3.1-4: RadioResourceConfigCommonSCell-r10-DEFAULT
	Derivation Path: Clause 4.6.3 Table 4.6.3-13A

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10
	Not Present
	
	

	ul-Configuration-r10 SEQUENCE  {
	Not Present
	
	

	}
	
	
	


Table 5.3.1-5: PhysicalConfigDedicatedSCell-r10-DEFAULT
	Derivation Path: Clause 4.6.3 Table 4.6.3-6A

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10
	Not Present
	
	

	ul-Configuration-r10 SEQUENCE  {
	Not Present
	
	

	}
	
	
	


5.3.2
Contents of RRC messages
As defined in clause 4.6.1 with the following exceptions:
Table 5.3.2-1: UECapabilityEnquiry

	Derivation Path: Clause 6.2.2 Table 4.6.1-22

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityEnquiry ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ueCapabilityEnquiry-r8 SEQUENCE {
	
	
	

	        ue-CapabilityRequest
	eutra
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          ueCapabilityEnquiry-V8a0 SEQUENCE {
	
	
	

	            lateNonCriticalExtension
	Not present
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              ueCapabilityEnquiry-v1180 SEQUENCE {
	
	
	

	                requestedFrequencyBands-r11 SEQUENCE
                (SIZE (1..16)) OF SEQUENCE{
	
	
	

	                FreqBandIndicator-r11
	
	
	

	                }
	
	
	

	                nonCriticalExtension SEQUENCE {}
	Not Present
	
	

	             }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


< End of changes >
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