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1. Introduction
Several CRs were presented at RAN5#1-IoT Adhoc meeting to introduce common test environment for NB-IoT into TS 36.508. Those CRs use an interim clause numbering for NB-IoT (X, Y and Z NB-IoT sections) and those CRs need to be resubmitted to be approved at RAN5#72 to add NB-IoT content into TS 36.508. 

This document proposes a clause numbering for NB-IoT in order to avoid temporal sections (X, Y and Z) in TS 36.508 official version.
2. Discussion

A discussion to define a structure for NB-IoT into TS 36.508 begun at RAN5#71. No agreement on final TS 36.508 structure was reached at RAN5#71 and more offline discussions through IoT reflector were held with interesting companies. Several proposals were discussed but without a consensus before RAN5#1-IoT Adhoc meeting in June. In order to allow progress on NB-IoT into TS 36.508 for RAN5#1-IoT Adhoc meeting, an interim solution was agreed to be used as interim solution. 

This interim solution was based on temporal sections for NB-IoT using clause numbering as follow:

X NB-IOT Common test environment
X.1 to X.3 

X.4 NB-IOT Reference system configurations

X.5 NB-IOT Generic procedures

X.6 NB-IOT Default RRC message and information elements contents
Y.2 NB-IOT Test environment for RF test

Z.3 NB-IOT Test environment for Signaling test
W.4 NB-IOT Test environment for RRM tests
CRs presented at RAN5#1-IoT Adhoc meeting introduced the following NB-IoT sections using the interim clause numbering agreed for Adhoc meeting:

· X NB-IoT Common test environment

· X.1 NB-IoT Environmental conditions
· X.2 NB-IoT Common requirements of test equipment
· X.3 NB-IoT Reference test conditions
· X.4 NB-IoT Reference system configurations
· X.5 NB-IOT Generic procedures
· X.6 NB-IoT Default RRC message and information elements contents
· X.7 NB-IoT Default NAS message and information element contents
· X.8 NB-IoT Reference radio bearer configurations
· Y NB-IoT Test environment for RF test
· Y.1 NB-IoT Requirements of test equipment
· Y.2 NB-IoT RF Reference system configurations
· Y.2A NB-IoT Generic RF procedures
· Y.3 NB-IoT Default RRC message and information elements contents
· Y.4 NB-IoT Default NAS message and information elements contents
· Y.5 NB-IoT Reference radio bearer configurations

The above NB-IoT clauses are resubmitted to RAN5#72 for final approval and to be included in TS 36.508 v13.0.1.

This document proposes one of the approaches discussed on IoT reflector. The approach is based on the assumption to create a new chapter for NB-IoT. In that way, all the NB-IoT information is compacted in a specific section into TS 36.508. The proposal defines a new chapter 8 for NB-IoT with the following clauses structure:

Table 1: NB-IoT clause numbering for TS 36.508
	8 NB-IoT test environment

8.1 NB-IOT Common test environment

8.1.1 NB-IoT Environmental conditions

8.1.2 NB-IoT Common requirements of test equipment

8.1.3 NB-IoT Reference test conditions

8.1.4 NB-IOT Reference system configurations

8.1.5 NB-IOT Generic procedures

8.1.6 NB-IOT Default RRC message and information elements contents

8.2 NB-IOT Test environment for RF test

8.3 NB-IOT Test environment for Signaling test

            8.4 NB-IOT Test environment for RRM tests


In case the content of some new NB-IoT clauses is same as that current clauses in chapter 4, 5, 6 and 7, a reference to the earlier clauses should be used.
3. Conclusion
In order to progress with NB-IoT WI, RAN5 needs to decide about a clause numbering of NB-IoT sections for TS 36.508 and to avoid possible temporal sections X and Y in an official TS 36.508 version.
Proposal: Introduce a new chapter 8 for NB-IoT into TS 36.508 following the structure defined in Table 1 of section 2 of this document.
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