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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	IDLE MODE
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.1.1a
	PLMN selection / Automatic mode/ between FDD and TDD
	Rel-8
	C142
	UEs supporting E-UTRA FDD and E-UTRA TDD
	
	
	
	

	<unchanged text skipped>

	21
	SC-PTM in LTE
	
	
	
	
	
	
	

	21.1.1
	SC-MCCH information acquisition/ UE is switched on
	Rel-13
	C259
	UEs supporting E-UTRA and SC-PTM
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	21.1.2
	SC-MCCH information acquisition/ cell reselection to a cell broadcasting SIB20
	Rel-13
	C259
	UEs supporting E-UTRA and SC-PTM
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	21.1.3
	SC-MCCH information acquisition/ UE handover to a cell broadcasting SIB20
	Rel-13
	C259
	UEs supporting E-UTRA and SC-PTM
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	21.1.4

	SC-MCCH information acquisition/ UE is receiving an SC-PTM service
	Rel-13
	C259
	UEs supporting E-UTRA and SC-PTM
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	21.1.5
	SC-MCCH information acquisition/ UE is not receiving SC-PTM data
	Rel-13
	C259
	UEs supporting E-UTRA and SC-PTM
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	21.1.7
	SC-MCCH information acquisition / Enhanced Coverage / Paging precedence
	Rel-14
	C354
	UEs supporting E-UTRA and SC-PTM and (CE mode A or CE mode B)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	21.2.1
	DRX operation / Parameters configured by RRC
	Rel-13
	C259
	UEs supporting E-UTRA and SC-PTM
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	21.2.2
	DRX operation / Parameters configured by RRC / Enhanced Coverage
	Rel-14
	C354
	UEs supporting E-UTRA and SC-PTM and (CE mode A or CE mode B)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	21.3.1

	Cell reselection to intra-frequency cell to continue SC-PTM service reception
	Rel-13
	C259
	UEs supporting E-UTRA and SC-PTM
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	21.3.1a

	Cell reselection to intra-frequency cell to continue SC-PTM service reception / Single Frequency operation (inter-band neighbouring cell)
	Rel-13
	C259
	UEs supporting E-UTRA and SC-PTM
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	21.3.2

	Cell reselection to inter-frequency cell to start SC-PTM service reception
	Rel-13
	C259
	UEs supporting E-UTRA and SC-PTM
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	21.3.2a
	Cell reselection to inter-band cell to start SC-PTM service reception
	Rel-13
	C259
	UEs supporting E-UTRA and SC-PTM
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	21.3.2c
	Cell reselection to inter-frequency cell using QoffsetSCPTM / Enhanced Coverage
	Rel-14
	C354
	UEs supporting E-UTRA and SC-PTM and (CE mode A or CE mode B)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	21.3.3

	Handover to inter-frequency cell to start SC-PTM service reception
	Rel-13
	C259
	UEs supporting E-UTRA and SC-PTM
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	21.3.3a
	Handover to inter-band cell to start SC-PTM service reception
	Rel-13
	C259
	UEs supporting E-UTRA and SC-PTM
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
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