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7.1.3
System information

TTCN provides the MIB message to the SS as a structured ASN.1 type using a control ASP (NR_SYSTEM_CTRL_REQ). The SS shall: 

-
set the systemFrameNumber in the MIB to the 6 MSBs of the current SFN. A dummy value is provided by TTCN. The SS shall convey the 4 LSBs of the current SFN in the PBCH transport block. The SS shall fulfil current SFN mod 80 = 0. 

-
encode the MIB ASN.1 message as specified in Table 8.1-1. 

-
transmit the encoded MIB message periodically as specified in TS 38.331 [16]. For each transmission, the SS shall update systemFrameNumber value as specified above.
TTCN provides the complete system information and scheduling information to the SS as a structured ASN.1 type using a single control ASP (NR_SYSTEM_CTRL_REQ). The following rules apply: 

-
The system information is sent to SS using the asn.1 types. The SS shall encode each SI message as specified in Table 8.1-1 and add the necessary padding bits as specified in TS 38.331 [16], clause 8.5.

-
The SS shall start scheduling all system information from the same SFN.

-
The scheduling information sent to SS is the same as the scheduling information sent to the UE. For each SI message, the slotOffset in SYSTEM_CTRL_REQ indicates the exact point in time in the SI-window at which SS shall start the transmission of the related SI to the UE.
