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2 Correction to test case 7.1.7.5
2.1 tc_7_1_7_5
	Object name 
	tc_7_1_7_5

	Reason for change
	This TC uses 16QAM uplink to test all possible transport block sizes. However, the flag m16QAM located in test case variable tcv_Rel7_Cfg is not being set to TRUE.

	Summary of change
	The flag m16QAM is set to TRUE.

	Module
	

	Label
	WA#


Before change: 
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Testase 4 w7175

Test Group Reference: MACHLZULI

Purpose o veriyhat the UE is abieto ransmit all possible ransport biock sizes when 1AM uplink and MAC-is is confiured

Coniguration

Defauts MAC_|_Default RRC_Del

Comments sic RBs120177 sic

L[ Behaviour Description II Gonstraint Ref I Comments

0 STARTLGuaraoD) @sic R55150058 5@

1| (ov_Collndinfo.cipheringOnOf = FALGE) @sic 3150058 sic@

2 [px_RAT =fdd] FDD supported

3 (tov_Rel7_Camas_shs= TRUE, @sic R53130080 - mac-shs added
to_Rele_Cig mails_Configured = TRUE, sh@
tev_Rel7_Cfm160AM = TRUE) @sic RE140655 sic@

. St_inivariables_7_1_7_5 common iflisaton (requensies

ete)

5 +pr_GoToState6_7_LoopBack_r8 (tsc_CellA)

6 +ts_HSUPA_Cfg_SetupMACiis (cell_E_HS_UM)

7 (tev_Rel7_Cfy.e_DCH_MAC_d_FlowdList_r7 [1]ransmissionGrantType = schedu @sic R55150058 sic@
ledTransmissionGrantinfo : NULL)

8 [TRUE] Enabling MAC-IS report moved after

Loopback iosure

9 (tev_TestBody = TRUE)

10 +It_Subtest (0) Subtest 1

11 +It_Subtest (1) Subtest 2

12 (tev_TestBody = FALSE)

13 +s_TC_DeactivateRB_TestMode(tsc_CellDedicated)

14 +po_ConnectionAndSS_Rel_ratsc_Cell4)

2 [TRUE]





After change: 
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TestCase a w7175

Test Group Reference:; MACILZUL!

Purpose o veriyhat the UE is abieto ransmit all possible ransport biock sizes when 1AM uplink and MAC-is is confiured

Coniguration

Defauts MAC_|_Default RRC_Del

Comments sic RBs120177 sic

. [ Behaviour Description I Constraint Ref LI Comments
0 STARTL Gusra(aon) @sic R55150058 5@
1 (ev_Celindinfo.cipheringOnOT = FALSE) @sic 3150058 sic@
2 [px_RAT =fdd] FDD supported

3 (tev_Rel7_Cfg.mac_ehs= TRUE,

tov_Rel3_Cfy maciis_Configured
to_Rel7_Cig.m160AM = TRUE)

RUE,

4 +ts_Initvariahles_7_1_7_§

5 +pr_GoToStated_7_LoopBack 8 (isc_CallA)

[ +ts_HSUPA_Cf_SetupMACiis (cell_E_HS_UM)

7 (ev_Rel7_Cfy.e_DCH_MAC_d_FlowList_r7.[1]tansmissionGrantType = s
cheduledTransmissionGrantinfa - NULL,

to_Rel7_Cf.m160AM = TRUE)

8 [TRUE]

a ov_TestBody = TRUE)

10 +t_Subtest ()

11 +It_Subtest (1)

12 ov_TestBody = FALSE)

13 +15_TC_DeactivateRB_Testiode(tsc_CellDedicated)

14 +po_CannectionAndss_Rel_r8(tsc_Cella)

2 TRUE]

@sic R85130080 - mac-ehs add
edsic@

@sic R55140655 sic@
common initialisation (requenci
esete)

@sic 55150058 sic@
WaT_1_7_5

Enabling MAC-IS report moved af
ter Loopback closure

Subtest 1
Subtest 2





