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[bookmark: _Toc452671569]1.1	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: “Vocabulary for 3GPP Specifications”.
[2]	3GPP TS 25.123: “Requirements for support of radio resource management  (TDD)”.
[3]	3GPP TS 25.133: “Requirements for support of radio resource management  (FDD)”.
[4]	3GPP TR 43.030: “Radio network planning aspects”.
[5]	3GPP TS 43.052: “Lower layers of the Cordless Telephony System (CTS) Radio Interface; Stage 2”.
[6]	3GPP TS 43.059: “Functional stage 2 description of Location Services (LCS) in GERAN”.
[7]	3GPP TS 43.064: “Overall description of the GPRS radio interface; Stage 2”.
[8]	3GPP TS 44.018: “Mobile radio interface layer 3 specification, Radio Resource Control Protocol”.
[9]	3GPP TS 44.060: “General Packet Radio Service (GPRS); Mobile Station (MS) - Base Station System (BSS) interface; Radio Link Control/ Medium Access Control (RLC/MAC) protocol”.
[10]	3GPP TS 45.002: “Multiplexing and multiple access on the radio path”.
[11]	3GPP TS 45.005: “Radio transmission and reception”.
[12]	3GPP TS 45.008: “Radio subsystem link control”.
[13]	3GPP TS 45.050: “Background for RF Requirements”. 
[14]	3GPP TS 45.056: “CTS-FP Radio Sub-system”. 
[15]	3GPP TS 45.004: “Modulation”.
[16]	3GPP TS 36.133: “Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for support of radio resource management”.
[17]	3GPP TS 36.211: “Evolved Universal Terrestrial Radio Access (E-UTRA); Physical Channels and Modulation”.
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[bookmark: _Toc452671570]1.2	Definitions and abbreviations
In addition to those below, abbreviations used in the present document are listed in 3GPP TR 21.905.
BTS: Base Transceiver Station.
BTTI: Basic TTI.
Coverage Class: see definition in 3GPP TS 43.064.
CTS-FP: CTS Fixed Part.
CTS-MS: MS operating in CTS mode.
Current Serving BTS: BTS on one of whose channels (TCH, DCCH, CCCH or PDCH) the MS is currently operating.
Current Serving CTS-FP: CTS-FP on one of whose channels (TCH or CTS control channels) the CTS-MS is currently operating.
EC: Extended Coverage, sSee definition in 3GPP TS 43.064.
EC operation: see definition in 3GPP TS 43.064.
EC-GSM-IoT: Extended Coverage GSM for Internet of ThingsSee definition in 3GPP TS 43.064.
FANR (Fast Ack/Nack Reporting): Fast Ack/Nack Reporting enables the use of a PAN field within an RLC/MAC block for EGPRS data transfer or for EGPRS2 data transfer. FANR enables the mobile station to transmit in the uplink direction a PAN field corresponding to a downlink TBF. Similarly FANR enables the network to transmit in the downlink direction a PAN field corresponding to an uplink TBF.
MS timing offset: delay of the received signal relative to the expected signal from an MS at zero distance under static channel conditions with zero timing advance. This is accurate to ± 1 symbol, and reported once per SACCH or after a RACH as. required (i.e. at the same rate as timing advance). For example, for an MS with a round trip propagation delay of P symbols, but with a timing advance of T symbols, the reported timing offset will be P‑T quantized to the nearest symbol. For GPRS the MS timing offset is not reported.
Normal Symbol Period: duration of a symbol for bursts using a modulating symbol rate of 1625/6 ksymb/s (see 3GPP TS 45.004); it is equal to 48/13 µs. This symbol duration is used for transmission of GMSK, 8PSK, 16QAM and 32QAM modulated bursts on downlink and GMSK, 8PSK and 16QAM modulated bursts on uplink (see 3GPP TS 45.004). 
Observed Frequency Offset (OFO): difference of frequency of signals received by a CTS-MS from a CTS-FP and a BTS. The Observed Frequency Offset is measured and reported by the CTS-MS on CTS-FP requirement. The Observed Frequency Offset is expressed in ppm with an accuracy of 1/64 ppm (i.e. about 0,016 ppm).
PAN: Piggy-backed Ack/Nack.
Quarter symbol number: timing of quarter symbol periods (12/13 µs or 10/13 µs depending on the actual symbol period used) within a timeslot. A symbol can represent 1 to 5 bits depending upon modulation.
Reduced Latency: refers to the use of FANR either in BTTI configuration or in RTTI configuration for EGPRS and EGPRS2.
Reduced Symbol Period: duration of a symbol for bursts using a modulating symbol rate of 325 ksymb/s (see 3GPP TS 45.004); it is equal to 40/13 µs. This symbol duration is used for transmission of QPSK, 16QAM and 32QAM modulated bursts on uplink and downlink (see 3GPP TS 45.004).
RTTI: Reduced TTI.
Symbol Period: symbol period is the duration of a symbol and shall refer to normal symbol period unless explicitly clarified to be the reduced symbol period. 
TDMA frame number: count of TDMA frames relative to an arbitrary start point.
Timebase counters: set of counters which determine the timing state of signals transmitted by a BTS or MS.
Time group (TG): used for compact, time groups shall be numbered from 0 to 3 and a particular time group shall be referred to by its time group number (TG) (see 3GPP TS 45.002).
Timeslot number: timing of timeslots within a TDMA frame.
Timing Advance: signal sent by the BTS to the MS which the MS uses to advance its timings of transmissions to the BTS so as to compensate for propagation delay.
Timing Advance Index: Timing Advance Index TAI used for GPRS, which determines the position of the subchannel on PTCCH (see 3GPP TS 45.002) used by the MS to send an access burst, from which the network can derive the timing advance.
TTI: Transmission Time Interval.
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[bookmark: _Toc452671575]4	Timing of transmitted signals
The timing of signals transmitted by the MS, BTS and CTS-FP isare defined in 3GPP TS 45.002.
i)	The MS can use the timing of receipt of the synchronization burst to set up its timebase counters as follows:
QN	is set by the timing of the training sequence;
TN	=	0 when the synch burst is received;
FN	=	51 ((T3‑T2) mod (26)) + T3 + 51 x 26 x T1 when the synch burst is received,(where T3 = (10 x T3') + 1, T1, 	T2 and T3' being contained in information fields in synchronization burst).
ii) For Compact, the MS can use the timing of receipt of the synchronization burst to set up its timebase counters as follows:
QN	is set by the timing of the training sequence;
FN =	(R1 x 51 + R2) x 52 + 51 when the synch burst is received (where R1 and R2 are contained in information 	fields in synchronization burst);
TN		is determined from TG as described in 3GPP TS 45.002, where TG is contained in information fields in 	synchronization burst.
iii) For CTS, the timebase counters are set as follows:
QN	is set by the timing of the training sequence;
TN		is set according to the CTSBCH-SB position (see Annex C);
T4 =	51 when the CTSBCH-SB is received (prior to attachment);
FN	=	(51 ((T3‑T2) mod (26)) + T3 + 51 x 26 x T1) mod (2715648) when the CTS-MS receives the last CTSAGCH 	burst of the non-hopping access procedure, where T2 = T4 mod (26), and T1 and T3 being contained in this CTS immediate assignment message.
iv)	For EC-GSM-IoT, the MS may use the timing of receipt of the synchronization burst on EC-SCH to set up its timebase counters as follows:
QN	is set by the timing of the training sequence;
TN	=	1 when the synch burst is received
FN = 	RFNQH + 51 x 26 x 512 x QUARTER_HYPERFRAME_INDICATOR
where,
RFNQH = FN within a quarter hyperframe =  (51 x 52 x T1') + (4 x 51 x T2' + 51 x T2'') + T3'' when the synch burst is received,
	T1', T2' is contained from information fields in the synchronization burst, and,
	T2'' is signalled through the cyclic shift pattern used on the EC-SCH, see 3GPP TS 45.003.
	T3 is determined e.g. by the device through the identification of the mapping of the FCCH, or EC-SCH,  onto the specific TDMA frames within the 51-multiframe.
	QUARTER_HYPERFRAME_INDICATOR is obtained in the immediate assignment, see 3GPP TS 44.018.
NOTE: 	Depending on the coverage condition, the MS may optionally use the timing of receipt of the synchronization burst (SCH) to set up its timebase counters as described in i).
Thereafter, the timebase counters are incremented as in subclause 3.2.
(When adjacent BTS's are being monitored for handover purposes, or for cell reselection purposes in group receive mode, the MS may choose to store the values of QN, TN and FN for all the BTS's whose synchronization bursts have been detected relative to QN, TN and FN for its current serving BTS).
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[bookmark: _Toc452671576]5	BTS Requirements for Synchronization
[bookmark: _Toc452671577]5.0	General
The conditions under which the requirements of subclauses 5.4 and 5.6 must be met shall be 3 dB below the reference sensitivity level or input level for reference performance, whichever applicable, in 3GPP TS 45.005 and 3 dB less carrier to interference ratio than the reference interference ratios in 3GPP TS 45.005.
For EC-GSM-IoT, the conditions shall be met at the reference sensitivity levelinput level for reference performance of EC-RACH, and at the reference carrier to interference ratio of the EC-RACH, for the highest coverage class, as defined in 3GPP TS 45.005 for the supported TS option(s) of EC-RACH.
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[bookmark: _Toc452671581]5.4	Initial Timing advance estimation
When the BTS detects an access burst transmission on RACH, PRACH, or on EC-RACH, one, or a sequence of, access burst(s) on EC-RACH, it shall measure the delay of this signal relative to the expected signal from an MS at zero distance under static channel conditions. This delay, called the timing advance, shall be rounded to the nearest normal symbol period and included in a response from the BTS when applicable.
For the pico-BTS and Local Area multicarrier BTS, there is no requirement to measure this timing advance. However, either this measured value or a programmable value of timing advance shall be included in the response from the BTS when a timing advance value needs to be sent.
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[bookmark: _Toc452671586]5.6.3	Delay assessment error
For circuit and packed switched channels the delay shall be assessed in such a way that the assessment error (due to noise and interference) is less than ½ normal symbol periods for stationary MS. For MS moving at a speed up to 500 km/h the additional error shall be less than ¼ normal symbol period. For EC-GSM-IoT MS assigned CC2, CC3 or CC4 (see 3GPP TS 45.002) on the UL, the additional assessment error shall be less than ¾ ¼ normal symbol period for MS moving at a speed up to [50] km/h.
The control loop for the timing advance shall be implemented in such a way that it will cope with MSs moving at a speed up to 500 km/h, except for EC-GSM-IoT MS when it enters EC operation,in extended coverage where [50] km/h appliesy.
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[bookmark: _Toc452671588]5.7	Timeslot length
[bookmark: _Toc452671589]5.7.0	Implementation options
Optionally, the BTS may use a timeslot length of 157 normal symbol periods on timeslots with TN = 0 and 4, and 156  normal symbol periods on timeslots with TN = 1, 2, 3, 5, 6, 7, rather than 156,25 normal symbol periods on all timeslots. This implementation option is illustrated in figure 5.7.4. When reduced symbol period is implemented, this option is further elaborated in subclause 5.7.2.
A BTS shall follow the implementation option of timeslot length with integer symbol periods for normal symbol periods, see subclause 5.7.2, on all transceivers  in case EC-channels (EC-SCH, EC-BCCH, EC-CCCH, EC-PDTCH, or EC-PACCH) are mapped onto one or more transceiver resources.
Figure 5.7.1: void
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[bookmark: _Toc452671598]6.4	Timing of transmission
The MS shall time its transmissions to the BTS according to signals received from the BTS. The MS transmissions to the BTS, measured at the MS antenna, shall be 468,75‑TA normal symbol periods (i.e. 3 timeslots‑TA) behind the transmissions received from the BTS, where TA is the last timing advance received from the current serving BTS. The tolerance on these timings shall be ± 1 normal symbol period. For CTS, the tolerance on these timings shall be ± ½ normal symbol period.
In case of a multislot configuration, the MS shall use a common timebase for transmission of all channels. In this case, if the MS, not in EC operation, does not support transmission of reduced symbol period bursts, it may optionally use a timeslot length of 157 normal symbol periods on timeslots TN = 0 and 4, and 156 normal symbol periods on timeslots with TN = 1, 2, 3, 5, 6 and 7, rather than 156,25 normal symbol periods on all timeslots. For Aan EC-GSM-IoT MS, when in EC operation, shall use the timeslot length with integer symbol periods the optional timeslot length with integer symbol periods shall always be used, see subclause 5.7.2.
If the MS supports reduced symbol period transmissions, it shall use a timeslot length of 187.5 reduced symbol periods or a timeslot of length 156.25 normal symbol periods. When there is a pair of different symbol period bursts on adjacent timeslots, then the guard period between the two bursts shall be 8.5 normal symbol periods which equals 10.2 reduced symbol periods. The active part of a reduced symbol period burst shall start a quarter of a normal symbol period later compared to a normal symbol period burst as shown in Figure 5.7.3.
In case of a circuit switched multislot configuration, the common timebase shall be derived from the main channel and the TA values received on other channels shall be neglected. In case of a packet switched multislot configuration the common timebase shall be derived from all timeslots monitored by the MS. In this case, the MS may assume that the BTS uses a timeslot length of 156,25 normal symbol periods on all timeslots using normal symbol period and a timeslot length of 187,5 reduced symbol periods on all timeslots using reduced symbol period. In the case of a combination of circuit and packet switched channel configuration the MS may derive the common timebase from the circuit switched channel only. 
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[bookmark: _Toc452671601]6.5.2	For packet switched channels
The following requirements apply for all MS in packet transfer mode or in broadcast/multicast receive mode :
The MS shall transmit access bursts with TA value=0.
Within the packet resource assignments (see 3GPP TS 44.018 and 3GPP TS 44.060) for uplink or downlink messages the MS gets the Timing Advance Index (TAI). If a PTCCH subchannel is assigned to the MS, the MS shall send access bursts on the subchannel defined by the TAI on the PTCCH. These access bursts received on PTCCH are used by the BTS to derive the timing advance. PTCCH shall not be assigned in case of an EC-GSM-IoT capable MS in EC operation.
When the MS receives the updated value of TA from the BTS on the downlink PTCCH, it shall always use the last received TA value for the uplink transmission of normal bursts.
If an MS is allocated different TAI values for simultaneous uplink and downlink packet transfer, the MS may choose to use any one or both PTCCH subchannels. If two subchannels are used, the MS shall always use the received TA value corresponding to the last transmitted PTCCH uplink burst. If the MS has been assigned TAIs for both UL and DL and if either the last UL or the last DL TBF is released, the MS shall use the TAI assigned for the remaining direction of data transfer.
If the MS receives a packet resource assignment or power control/timing advance message (see 3GPP TS 44.018 and 3GPP TS 44.060) without a TAI for the corresponding UL or DL TBFs, the MS shall not use the old assigned TAI for the continuous timing advance procedure for that direction of data transfer. If no more TAIs are valid the MS shall not perform the continuous timing advance procedure at all.
Upon initiation of the continuous timing advance procedure the MS shall disregard the TA values on PTCCH until it has sent its first access burst on PTCCH.
The network may request the MS to send 4 access bursts to calculate a new TA value. For this purpose the network sets the system information element CONTROL_ACK_TYPE to indicate that the MS is to respond with a PACKET_CONTROL_ACKNOWLEDGEMENT consisting of 4 access bursts (see 3GPP TS 44.060), and sends a PACKET_POLLING_REQUEST to the MS. In this case, the MS shall transmit 4 consecutive access bursts on the assigned resources.
If the MS receives a packet resource assignment or power control/timing advance message (see 3GPP TS 44.018 and 3GPP TS 44.060), the MS shall use the included TA value for normal burst transmissions until it receives a new value on PTCCH. If the message does not contain a TA value, the MS shall not change its TA value.
When entering packet transfer mode or broadcast/multicast receive mode, the MS is not allowed to transmit normal bursts until it has received a valid TA value by any of the methods described above.
An MS in dual transfer mode shall follow the procedures described in subclause 6.5.1. If the CS connection is released and the MS leaves dual transfer mode to enter packet transfer mode, the MS shall follow the procedures described in the present subclause. The MS shall perform the continuous timing advance procedure if a TAI is contained in the packet CS release indication message (see 3GPP TS 44.060). The mobile station shall use the last value of the timing advance received whilst in dual transfer mode until a new value of the timing advance is determined from the continuous timing advance procedure or is received from the network.
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[bookmark: _Toc452671607]6.11	Definition of additional reaction times for GPRS mobile stations
[bookmark: _Toc452671608]6.11.1	Uplink and downlink assignment reaction times
An MS shall be ready to transmit and receive using a new assignment 9 frame periods after the last radio block containing the assignment message. A mobile station that receives an assignment message for a new or ongoing TBF with FANR activated (see 3GPP TS 44.060) shall be ready to transmit and receive using the new assignment in the TDMA frame indicated in Table 6.11.1.1 where N = the last TDMA frame of the downlink block containing the assignment message.  
Table 6.11.1.1: Assignment Reaction Time for a TBF with FANR activated

	Assignment message block format
	Full-rate PDCH uplink block with TDMA frame number

	BTTI
	(N+5 or N+6) mod 2715648

	RTTI
	(N+5 or N+6) mod 2715648


 
If the MS is required to transmit a PACKET CONTROL ACKNOWLEDGEMENT subsequent to an assignment message (see 3GPP TS 44.060), the MS shall be ready to transmit and receive on the new assignment (i.e. after transmitting the PACKET_CONTROL_ACKNOWLEDGMENT using the old assignment) as follows:If the MS is required to transmit a PACKET CONTROL ACKNOWLEDGEMENT, or, in case of EC operation, the MS is required to transmit an EC PACKET CONTROL ACKNOWLEDGEMENT, subsequent to an assignment message (see 3GPP TS 44.060), the MS shall be ready to transmit and receive, or in case of EC operation transmit or receive, on the new assignment (i.e. after transmitting the PACKET CONTROL ACKNOWLEDGMENT, or, in case of EC operation, the EC PACKET CONTROL ACKNOWLEDGEMENT, using the old assignment) as follows:
-	For a TBF operating in BTTI configuration or a EC TBF not using blind physical layer transmissions (CC1), no later than the next occurrence of block B((x+2) mod 12) where block B(x) is the radio block containing the PACKET CONTROL ACKNOWLEDGEMENT or EC PACKET CONTROL ACKNOWLEDGEMENT, respectively.
- 	For an EC TBF using blind physical layer transmissions the same reaction times as for BTTI configuration apply, where B(x) refers to the last BTTI period used by the blind physical layer transmissions of the EC PACKET CONTROL ACKNOWLEDGEMENT. For example, if the blind physical layer transmissions occur during two BTTI periods, the reaction time is measured from the last BTTI period used by the blind physical layer transmissions.
-	For a TBF operating in RTTI configuration, no later than the next occurrence of block B((x+1) mod 12)b where block Bxa is the radio block containing the PACKET CONTROL ACKNOWLEDGEMENT or no later than the next occurrence of block B((x+2) mod 12)a where block Bxb is the radio block containing the PACKET CONTROL ACKNOWLEDGEMENT (see 3GPP TS 45.002 [10] for an explanation of RTTI radio block indexing applicable to the RTTI configuration).
-	If the assignment message changes the TBF from BTTI to RTTI configuration, no later than the next occurrence of block B((x+2) mod 12)a, where block Bx is the radio block containing the PACKET CONTROL ACKNOWLEDGEMENT.
-	If the assignment message changes the TBF from RTTI to BTTI configuration, no later than the next occurrence of block B((x+2) mod 12), where block Bxa or Bxb is the radio block containing the PACKET CONTROL ACKNOWLEDGEMENT (see NOTE).
-	For an EC TBF using blind physical layer transmissions the same reaction times as for BTTI configuration apply, where B(x) refers to the last BTTI period used by the blind physical layer transmissions of the PACKET_CONTROL_ACKNOWLEDGEMENT. For example, if the blind physical layer transmissions occur during two BTTI periods, the reaction time is measured from the last BTTI period used by the blind physical layer transmissions.
NOTE:	This is to ensure the reaction time falls on a BTTI radio block boundary.
The reaction time applies also for the reception of the first USF for dynamic uplink assignment and extended dynamic uplink assignment, including when Shifted USF operation is used.
[bookmark: _Toc452671609]6.11.2	Change in channel coding scheme commanded by network
Upon receipt of a command from the network to change the channel coding scheme, the MS shall begin to transmit blocks using the new channel coding scheme as follows:
· For a TBF operating in BTTI configuration, or a EC TBF not using blind physical layer transmissions (CC1), no later than the next occurrence of block B((x+3) mod 12) where block B(x) is the radio block containing the command. For an EC TBF using blind physical layer transmissions, B(x) refers to the last BTTI period used by the blind physical layer transmissions of the block containing the command to change the channel coding scheme. For example, if the blind physical layer transmissions occur during two BTTI periods, the reaction time is measured from the last BTTI period used by the blind physical layer transmissions.
· For a TBF operating in RTTI configuration, no later than the next occurrence of block B((x+2) mod 12)b where block Bxa is the radio block containing the command or no later than the next occurrence of block B((x+3) mod 12)a where block Bxb is the radio block containing the command (see 3GPP TS 45.002 [10] for an explanation of RTTI radio block indexing applicable to the RTTI configuration).
[bookmark: _Toc452671610]6.11.3	Contention resolution reaction time
Upon contention resolution during one phase access, the mobile station shall start transmitting RLC data blocks without the TLLI field as follows:
· For a TBF operating in BTTI configuration, or a EC TBF not using blind physical layer transmissions (CC1), no later than the next occurrence of block B((x+3) mod 12) where block B(x) is the radio block containing the contention resolution message (see 3GPP TS 44.060). For an EC TBF using blind physical layer transmissions, B(x) refers to the last BTTI period used by the blind physical layer transmissions of the contention resolution message. For example, if the blind physical layer transmissions occur during two BTTI periods, the reaction time is measured from the last BTTI period used by the blind physical layer transmissions.
· For a TBF operating in RTTI configuration, no later than the next occurrence of block B((x+2) mod 12)b where block Bxa is the radio block containing the contention resolution message or no later than the next occurrence of block B((x+3) mod 12)a where block Bxb is the radio block containing the contention resolution message (see 3GPP TS 45.002 [10] for an explanation of RTTI radio block indexing applicable to the RTTI configuration).
[bookmark: _Toc452671611]6.11.4	Reaction time in response to other commanding messages
Upon a receipt of a commanding message or indication from the network requiring an action by the mobile station, if the reaction time for such action is not specified elsewhere, the mobile station shall begin to perform the required action as follows:
· For a TBF operating in BTTI configuration, or a EC TBF not using blind physical layer transmissions (CC1), no later than the next occurrence of block B((x+6) mod 12), where block B(x) is the radio block containing the commanding message or indication from the network. For an EC TBF using blind physical layer transmissions the B(x) refers to the last BTTI period used by the blind physical layer transmissions of the commanding message. For example, if the blind physical layer transmissions occur during two BTTI periods, the reaction time is measured from the last BTTI period used by the blind physical layer transmissions.
· For a TBF operating in RTTI configuration, no later than the next occurrence of block B((x+5) mod 12)b where block Bxa is the radio block containing the commanding message/indication from the network or no later than the next occurrence of block B((x+6) mod 12)a where block Bxb is the radio block containing the commanding message/indication from the network (see 3GPP TS 45.002 [10] for an explanation of RTTI radio block indexing applicable to the RTTI configuration).
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