
3GPP TSG RAN WG6 #6 
R6-170495

Reno, Nevada, USA, 27 November – 1 December, 2017                                         
 

	CR-Form-v11.2

	CHANGE REQUEST

	

	
	49.031
	CR
	 0071
	rev
	-
	Current version:
	14.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Correction to BTS Reception Accuracy Capability for Multilateration Positioning

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	  R6

	
	

	Work item code:
	ePOS_GERAN-Core
	
	Date:
	2017-11-17

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
     Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Rather than RACH which is specified at -104 dBm and has 8 payload bits, the performance for PRACH/11 bits in TS 45.005 should be referred to for determining the BTS Reception Accuracy Capability for Multilateration Positioning in case of PEO (a PEO device uses always 11 bit PRACH for access).

	
	

	Summary of change:
	BTS Reception Accuracy Capability PEO IE definition is modified to align to 45.010.

	 
	

	Consequences if not approved:
	BTS Reception Accuracy Capability parameter definition is not aligned with TS 45.010.

	
	

	Clauses affected:
	10.35

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS 45.010 CR 0076

	affected:
	X
	
	 Test specifications
	TS 51.021 CR 0292

	(show related CRs)
	
	x
	 O&M Specifications
	

	
	

	Other comments:
	None.


	  1st  Modification         


10.35
Cell Information List IE

This element defines the cell specific assistance information requested by the SMLC during the MTA procedure. The cell specific assistance information is included in the same order as the list of cells identified by the “Cell Identity List” IE included in the BSSMAP-LE ASSISTANCE INFORMATION REQUEST message.
	8
	7
	6
	5
	4
	3
	2
	1
	

	Element identifier
	octet 1

	Length 1
	octet 2

	Cell Information 1 (p octets long)
	octet 3 to (3+p)

	Length 2
	octet 3+p+1

	Cell Information 2 (q octets long)
	octet (3+p+2) to (3+p+2+q)

	…
	

	Length N 
	octet (n-r-1)

	Cell Information N (r octets long)
	octet (n-r) to n


Figure 10.35.1: Cell Information IE
The coding of an octet containing “Length” information is a binary number indicating the length of the corresponding “Cell Information” field. Any instance of  an octet containing “Length” information having a value of zero indicates the end of the Cell Information List IE. 

Each instance of the Cell Information field provides either EC-RACH Control Parameters or RACH Control Parameters. A BSS providing assistance information for a cell that supports EC operation shall only include EC-RACH Control Parameters information in the response it sends to the SMLC. Similarly, a BSS providing assistance information for a cell that supports PEO operation shall only include RACH Control Parameters information in the response it sends to the SMLC. Cell Information 1 corresponds to the first cell identified by the Cell Identity List information element in the “BSSMAP-LE Assistance Information Request” message, Cell Information 2 corresponds to the second cell identified by the Cell Identity List information element in the “BSSMAP-LE Assistance Information Request” message etc.

Table 10.35.1: Cell Information information elements

	< Cell Information > ::=

< ARFCN : bit (10) >


< BSIC : bit (9) >

{0 | 1 < BTS Reception Accuracy Capability PEO: bit (5) > }


{0 | 1 < BTS Reception Accuracy Capability EC : bit (5) > }

{0 | 1 < EC-RACH Control Parameters : < EC-RACH Control Parameters struct >> }

{0 | 1 < RACH Control Parameters : < RACH Control Parameters struct >> }

< spare padding >;


	< EC-RACH Control Parameters struct > ::= 


{ 0


-- same parameters as in the previously described EC-GSM cell  


| 1 < EC_BS_CC_CHANS : bit (2) >


< EC_RXLEV_ACCESS_MIN : bit (6) >



< MS_TXPWR_MAX_CCH : bit (5) >



{0 | 1
< LB_MS_TXPWR_MAX_CCH : bit (5) > }



{0 | 1
< CELL_SELECTION_RLA_MARGIN : bit (3) > }



< DL_CC_Selection: bit (1) >



< BT_Threshold_DL: bit (5) >


{0 | 1
< CC2_Range_DL : bit (5) > }



{0 | 1
< CC3_Range_DL : bit (5) > }



< BT_Threshold_UL: bit (5) >


{0 | 1
< CC2_Range_UL : bit (5) > }



{0 | 1
< CC3_Range_UL : bit (5) > }



{0 | 1
< CC4_Range_UL : bit (5) > }



< BSPWR : bit (6) >



{0 | 1
< DL_Signal_Strength_Step_Size : bit (2) > }



< EC_REDUCED_PDCH_ALLOCATION : bit (1) >



< EC_Max_Retrans : bit (2) >



< Sm : bit (2) >



< Tm : bit (2) >



< Access_Timeslots : bit (1) >



{0 | 1
< ALPHA : bit (4) > }



{0 | 1
< T3168 : bit (3) > }


{0 | 1
< T3192 : bit (3) > }



{0 | 1
< T3226 : bit (3) > }



< T3248 : bit (2) > 



< MTA_BITMAP : bit (4) >

} ;


	< RACH Control Parameters struct > ::=


{ 0


-- same parameters as in the previously described GSM cell  


| 1 < RXLEV_ACCESS_MIN : bit (6) >



< MS_TXPWR_MAX_CCH : bit (5) > 



< Max_Retrans : bit (2) >



< Tx-integer : bit (4) > }



< MTA_BITMAP : bit (4) >

} ;



Table 10.35.2: Cell Information information elements details
	EC_BS_CC_CHANS (2 bits)

This field indicates the number of extended coverage common control channels (EC-CCCHs) supported in the cell (see 3GPP TS 44.018). If the Access_Timeslots field provided in this message indicates that 2 TS EC-RACH mapping shall be applied in the cell, then the number of EC-CCCHs supported in the cell shall be equal to or lower than the number of common control channels (CCCHs) configured in the same cell.

	MS_TXPWR_MAX_CCH (5 bits)
The MS_TXPWR_MAX_CCH field is coded as the binary representation of the "power control level" in 3GPP TS 45.005 corresponding to the maximum TX power level an MS may use when accessing the system on the (EC-)CCCH. This value shall be used by the Mobile Station according to 3GPP TS 45.008.

	LB_MS_TXPWR_MAX_CCH (5 bits)

The LB_MS_TXPWR_MAX_CCH field is coded as the binary representation of the "power control level" in 3GPP TS 45.005 corresponding to the maximum TX power level an MS may use on all other than DCS 1800 and PCS 1900 frequency bands when accessing the system on the (EC-)CCCH. This value shall be used by the Mobile Station according to 3GPP TS 45.008.

	CELL_SELECTION_RLA_MARGIN (3 bits)

The CELL_SELECTION_RLA_MARGIN field provides the MS with information whether RLA_EC and RLA_GC based measurements may be omitted or not. The use of this field is defined in 3GPP TS 45.008.

	ARFCN (10 bits)
This field is the binary representation of the absolute radio frequency channel number (ARFCN) defined in 3GPP TS 45.005.

	BSIC (9 bits)

This field identifies the 9 bit BSIC (see 3GPP TS 45.003 and 3GPP TS 45.008) associated with the indicated ARFCN.

	BTS Reception Accuracy Capability PEO (5 bits)

This field identifies the guaranteed accuracy with which the BTS can assess a single timing advance value at the reference sensitivity level for the PRACH/11 bits (see 3GPP TS 45.005). It is coded per the value part of the BTS Reception Accuracy Level IE defined in sub-clause 10.36.


	BTS Reception Accuracy Capability EC (5 bits)

This field identifies the guaranteed accuracy with which the BTS can assess a single timing advance value at the input signal level for reference performance for EC-RACH(CC1) (see 3GPP TS 45.005). It is coded per the value part of the BTS Reception Accuracy Level IE defined in sub-clause 10.36.


	EC_RXLEV_ACCESS_MIN (6 bits)
The EC_RXLEV_ACCESS_MIN field is coded as the binary representation of the minimum received signal level at the MS for which it is permitted to access the system when using the EC-RACH, see 3GPP TS 45.008.

	DL_CC_Selection (1 bit)
This field indicates the method for selecting the downlink coverage class to be used by the MS.

Bit
0

RLA_EC based coverage class selection 
1

SLA based coverage class selection

The use of this field is defined in 3GPP TS 45.008.

	BT_Threshold_DL (5 bits)
This field indicates the threshold below which blind physical layer transmissions are used on EC-CCCH. The use of this field is defined in 3GPP TS 45.008.

	CC2_Range_DL (5 bits)
CC3_Range_DL (5 bits)
These fields are optionally sent by the network to indicate the signal level range of the indicated downlink coverage classes. The presence of one or both of the above fields indicates network support of the associated downlink coverage class.
The use of these fields is defined in 3GPP TS 45.008.

	BT_Threshold_UL (5 bits)
This field indicates the signal level threshold below which blind physical layer transmissions are used on EC-RACH. The use of this field is defined in 3GPP TS 45.008.

	CC2_Range_UL (5 bits)
CC3_Range_UL (5 bits)
These fields are optionally sent by the network to indicate the signal level range of the indicated uplink coverage classes. The presence of one or both of the above fields indicates network support of the associated uplink coverage class.The use of these fields is defined in 3GPP TS 45.008.

	CC4_Range_UL (5 bits)
This field is optionally sent by the network to indicate the signal level range of uplink coverage class 4 and when included it implicitly indicates uplink class 5 is supported. The use of this field is defined in 3GPP TS 45.008.

	BSPWR (6 bits)

This field indicates the BTS output power transmitted on FCCH and EC-SCH. The use of this field is defined in 3GPP TS 45.008.

	DL_Signal_Strength_Step_Size (2 bits)

This field indicates the step-size in signal level above BT_Threshold_DL possible to report by the MS in the EC Packet Channel Request message (see 3GPP TS 44.018).

	EC_REDUCED_PDCH_ALLOCATION (1 bit)

This field indicates that the number of consecutive PDCHs the network allocates when assigning an EC TBF to a MS indicating Coverage Class CC2, CC3 or CC4 on the uplink or downlink during packet access (see 3GPP TS 44.018).

	EC_Max_Retrans (2 bits)
This field indicates the maximum number of retransmissions on EC-RACH. It is encoded as the Max retrans field in the RACH Control Parameters IE defined in 3GPP TS 44.018.

	Sm (2 bits)
This field is used by a MS to determine the number of multiframes it needs to read on the EC-AGCH in an attempt to find a response matching its last EC-RACH transmission. The use of this field is defined in 3GPP TS 44.018.

	Tm (2 bits)
This field is used by a MS to determine the number of multiframes on the EC-RACH from which it randomly selects a transmission/retransmission opportunity. The use of this field is defined in 3GPP TS 44.018.

	Access_Timeslots (1 bit)
This field indicates whether random access mapped over two timeslots (e.g. TS 0 and TS 1, or, TS 2 and TS 3) shall be applied or not (see sub-clause 3.5.2.1.2a). The use of this field is defined in 3GPP TS 44.018.

	ALPHA (4 bits)
This field is the binary representation of the parameter ( for MS output power control in units of 0.1, see 3GPP TS 45.008. For encoding and description of the ALPHA field see the Global Power Control Parameters IE in 3GPP TS 44.060.

T3168 (3 bits)
T3192 (3 bits)
T3226 (3 bits) 

T3248 (2 bits)

The use of these fields is defined in 3GPP TS 44.060.

	RXLEV_ACCESS_MIN (6 bits)
The RXLEV_ACCESS_MIN field is coded as the binary representation of the minimum received signal level at the MS for which it is permitted to access the system when using the RACH, see 3GPP TS 45.008.

	Max_Retrans (2 bits)
This field indicates the maximum number of retransmissions on RACH. The use of this field is defined in 3GPP TS 44.018.

	Tx-integer (4 bits)
This field indicates the number of slots to spread the transmission on RACH. The use of this field is defined in 3GPP TS 44.018.

	MTA_BITMAP (4 bits)
This field contains a bitmap indicating the MTA methods supported by a cell. This field is encoded as follows.
Bits
4 3 2 1
x x x 1

MTA RLC Data Block method supported

x x 1 x

MTA Access Burst method supported

x 1 x x

MTA Extended Access Burst method supported

All remaining bit positions are reserved.


	  End of Modification         


