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Expected Completion Date:
23.171 by March 2000, minor CRs to core network specifications by June 2000.

Services impacted:
Location services in UMTS

Specifications affected:
TS 23.171 and TS 25.305 (UTRAN Stage 2), 

corresponding LCS Stage 3 specifications

Tasks within work which are not complete:
GSM 04.30 to be transferred as 24.030 for GSM / UMTS in R99.


Minor CRs to 23.007, 23.008 and 23.016 to point out GSM specific parts.

Consequences if not included in Release 1999:
Discontinuity between LCS in GSM release (98) 99 and UMTS release 99. GSM LCS core network specifications, e.g. GMLC to MSC interface, are applicable to UMTS LCS by default, if no CRs are made. 



Accepted by TSG#

for late inclusion in Release 1999:


Abstract of document:

The present document covers location services in UMTS with the overall goal of fulfilling the service requirements of location services in UMTS. This stage 2 service description is based on the corresponding GSM specification 03.71 and covers the LCS system functional model for the whole system, the LCS system architecture, state descriptions, message flows,  exception procedures and information storage. The UTRAN stage 2 aspects of LCS are described in TS 25.305.

This specification now includes stage 2 descriptions of location services support in the packet switched domain of UMTS. Corresponding stage 3 specifications are not yet available, but TSG SA WG2 agreed to regard these descriptions of LCS in the packet switched domain as LCS "hooks" in the UMTS core network in release 99.

T1P1.5, SMG and the Core Network WGs have made "mirror" specifications of the GSM release 98 LCS Stage 3 specifications in release 1999. These mirror specifications do not distinguish between GSM and UMTS, and therefore support UMTS LCS in the circuit switched domain in Release 99 (e.g. GMLC-2G-MSC interface is identical to GMLC – 3G-MSC).

Contentious Issues:

None

(Additional information)

Plan to complete LCS in the UMTS packet switched domain and in GPRS in Release 2000:

The plan is to complete Location services in the UMTS packet switched domain in release 2000, inlcuding further development of the location services both for GSM (LCS Phase 2) and UMTS. GSM LCS Phase 2 includes LCS in GPRS and e.g. Camel support for LCS. The goals of the LCS work in release 2000 are:

· maximized synergy between GSM and UMTS using existing GSM LCS specifications for UMTS where applicable. GSM LCS Phase 2 and UMTS LCS should be aligned as feasible.
· common or well defined set of LCS specifications (Stage 1, 2 and 3) both for GSM and UMTS in release 2000.

· a simplified architecture for LCS in the UMTS release 2000 network configuration compared to GSM LCS in R98 /R99. GSM and UMTS may have different LCS architecture also in Release 2000.
A more detailed plan on the development of location services in 3GPP for release 2000 will be documented in the LCS Intergroup co-ordination project plan TS 30.(lcs).

