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Reason for 
change:

The ANS.1 syntax description for the parameter QoS ‘Delay Class’ in 12.15 is not consistent with the values for the parameters in GSM 04.08.Generally the QoS values defined in GSM 04.08 are encoded with a binary representation and the associated name. In GSM 12.15 the ASN.1 description follows the same convention Name / Value with the decimal equivalent. The exception to this is the QoS parameters for ‘Delay Class’.

The proposal is to change these ASN.1 values to make them consistent with all other QoS values.



Clauses affected:
8.1



Other specs
Other 3G core specifications

(  List of CRs:


affected:
Other GSM core specifications

(  List of CRs:



MS test specifications

(  List of CRs:



BSS test specifications

(  List of CRs:



O&M specifications

(  List of CRs:




Other 
comments:


8
Charging Data Record Structure

8.1
ASN.1 definitions for CDR information

Within the current GSM 12-series of specifications the ASN.1 definitions are based on X.208 [40] which has been superseded by X.680. This newer version not only includes new features but also removes some that were present in X.208. It was agreed that where possible, the GPRS work would be based on those ASN.1 features that were common to both. However, where necessary, the new features in X.680 [41] be used in some places. X.208 feature that are no longer in X.680 will not be used.

QoSDelay

::= ENUMERATED

{


--


-- See Quality of service TS GSM 04.08


--
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(4)

}
