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	Reason for change:
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	Align 32.106-6 as a consequence of the changes proposed for 32.106-5 CR 001 in S5-010133.

	
	

	Summary of change:
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	The association between NodeBFunction and UtranCell (AssociatedWith-2) is removed. The association AssociatedWith-1 is renamed to AssociatedWith.

	
	

	Consequences if 
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not approved:
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	Other comments:
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6.5.2.2
MOC UtranCell 
Table 19: Mapping from NRM MOC UtranCell attributes and associations to SS equivalent MOC UtranCell attributes

	NRM Associations/Attributes of MOC UtranCell in 3GPP TS 32.106-5 [4]
	SS Attributes
	SS Type
	Qualifier

	utranCellId
	utranCellId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read-Only, M

	AssociatedWith/

utranCell-IubLink
	utranCellIubLink
	BasicCmIRPSystem::AttributeTypes::MOReference
	Read-Only, M


	

	
	
	

	


6.5.2.3
MOC NodeBFunction 

Table 20: Mapping from NRM MOC NodeBFunction attributes and associations to SS equivalent MOC NodeBFunction attributes

	NRM Associations/Attributes of MOC NodeBFunction in 3GPP TS 32.106-5 [4]
	SS Attributes
	SS Type
	Qualifier

	nodeBFunctionId
	nodeBFunctionId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read-Only, M

	ConnectedTo/

nodeBFunction-IubLink
	nodeBFunctionIubLink
	BasicCmIRPSystem::AttributeTypes::MOReference
	Read-Only, M

	

	
	
	

	


6.5.2.4
MOC IubLink 

Table 21: Mapping from NRM MOC IubLink attributes and associations to SS equivalent MOC IubLink attributes

	NRM Associations/Attributes of MOC IubLink in 3GPP TS 32.106-5 [4]
	SS Attributes
	SS Type
	Qualifier

	iubLinkId
	iubLinkId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read-Only, M

	AssociatedWith/

iubLink-UtranCell
	iubLinkUtranCell
	BasicCmIRPSystem::AttributeTypes::MOReferenceSet
	Read-Only, O 


	ConnectedTo/

iubLink-NodeBFunction 
	iubLinkNodeBFunction 
	BasicCmIRPSystem::AttributeTypes::MOReference
	Read-Only, M

	


Annex C (normative): CORBA IDL, NRM Definitions

..

..

      /**

       *  Definitions for MO class UtranCell

       */ 

      interface UtranCell 

      {

         const string CLASS = "UtranCell";

         // Attribute Names

         //         

         const string utranCellId = "utranCellId";

         const string userLabel = "userLabel";

 
         const string utranCellIubLink = "utranCellIubLink";

      };

      /**

       *  Definitions for MO class NodeBFunction

       */

      interface NodeBFunction

      {         

         const string CLASS = "NodeBFunction";

         // Attribute Names

         //          

         const string nodeBFunctionId = "nodeBFunctionId";

         const string userLabel = "userLabel";

         const string nodeBFunctionIubLink = "nodeBFunctionIubLink";

         
      };
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