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	Reason for change:
(

	The CORBA Solution Set uses type integer that is not a valid CORBA IDL type.  

	
	

	Summary of change:
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	Replace all occurrences of “integer” with “long”.  The “long” is a legal CORBA IDL type.
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not approved:
	The CORBA IDL file, where “integer” is used, will generate IDL compile-time error. 
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5.2.2
MOC BtsSiteMgr
Table 3: Mapping from NRM MOC BtsSiteMgr attributes to SS equivalent MOC BtsSiteMgr attributes

	NRM Attributes of MOC BtsSiteMgr in 3GPP TS 32.652 [4]
	SS Attributes
	SS Type
	Qualifier

	btsSiteMgrId
	btsSiteMgrId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read-Write, M

	latitude
	latitude
	long
	Read-Write, O

	longitude
	longitude
	long
	Read-Write, O


5.2.3
MOC GsmCell
Table 4: Mapping from NRM MOC GsmCell attributes to SS equivalent MOC GsmCell attributes

	NRM Attributes of MOC GsmCell in 3GPP TS 32.652 [4]
	SS Attributes
	SS Type
	Qualifier

	gsmCellId
	gsmCellId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read-Write, M

	cellIdentity
	cellIdentity
	long
	Read-Write, M

	cellAllocation
	cellAllocation
	GenericNRIRPSystem::AttributesTypes::LongSet
	Read-Write, M

	ncc
	ncc
	long
	Read-Write, M

	bcc
	bcc
	long
	Read-Write, M

	lac
	lac
	long
	Read-Write, M

	rac
	rac
	long
	Read-Write, O

	racc
	racc
	long
	Read-Write, O

	tsc
	tsc
	long
	Read-Write, M

	rxLevAccessMin
	rxLevAccessMin
	long
	Read-Write, M

	msTxPwrMaxCCH
	msTxPwrMaxCCH
	long
	Read-Write, M

	hoppingSequenceNumber
	hoppingSequenceNumber
	long
	Read-Write, M

	plmnPermitted
	plmnPermitted
	long
	Read-Write, M


5.2.4
MOC GsmRelation
Table 5: Mapping from NRM MOC GsmRelation attributes to SS equivalent MOC GsmRelation attributes

	NRM Attributes of MOC GsmRelation in 3GPP TS 32.652 [4]
	SS Attributes
	SS Type
	Qualifier

	gsmRelationId
	gsmRelationId
	string
	Read-Only, M

	relationType
	relationType
	string
	Read-Write, M

	adjacentCell
	adjacentCell
	string
	Read-Write, M

	bcchFrequency
	bcchFrequency
	long
	Read- Only, O

	ncc
	ncc
	long
	Read- Only, O

	bcc
	bcc
	long
	Read- Only, O

	lac
	lac
	long
	Read- Only, O


5.2.5
MOC ExternalGsmCell
Table 6: Mapping from NRM MOC ExternalGsmCell attributes to SS equivalent MOC ExternalGsmCell attributes

	NRM Attributes of MOC ExternalGsmCell in 3GPP TS 32.652 [4]
	SS Attributes
	SS Type
	Qualifier

	externalGsmCellId
	externalGsmCellId
	string
	Read-Only, M

	userLabel
	userLabel
	string
	Read-Write, M

	cellIdentity
	cellIdentity
	long
	Read-Write, M

	bcchFrequency
	bcchFrequency
	long
	Read-Write, M

	ncc
	ncc
	long
	Read-Write, M

	bcc
	bcc
	long
	Read-Write, M

	lac
	lac
	long
	Read-Write, M

	rac
	rac
	long
	Read-Write, O

	racc
	racc
	long
	Read-Write, O
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