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Reason for change:
(

A mechanism for the IMS network to control this has been added to 23.228 by CR#134, however this mechanism can be considerably simplified. This simplification ensures that the necessary stage-3 work can be completed with Rel5 timeframe.






Summary of change:
(

This CR proposes simplifications to the mechanisms described in section 4.2.5.1.
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not approved:
Too complex mechanism endangering the timely completion of Rel5
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Other comments:
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Corresponding changes are required to TS 23.207
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Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.
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Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.
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With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

4.2.5.1 Relation of IMS media components and PDP contexts carrying IMS media

The relation between IMS media components and PDP contexts carrying IMS media is controlled by the IMS network on media component level in the following way:

The P-CSCF shall have the capability to indicate to the UE  that a separate PDP Context is required for each IMS media component indicated.
· If the UE receives such an indication for a media component, it shall open a separate PDP Context for this media component. If the UE receives no such indication for a media component, the UE makes the decision whether to open a separate PDP Context or modify an existing PDP Context for this media component. 
· The criteria and information for setting this indication is determined by local policy in the network where the P-CSCF is located. The IMS network shall have the capability to transfer the media component level indication described above to the UE. This media component level indication shall be transferred in SIP/SDP signaling upon session initiation and addition of media component(s) to active IMS sessions.
It is assumed that media components from different IMS sessions are not carried within the same PDP context.


· 
· 
· 










All associated IP flows (such as e.g. RTP / RTCP flows) used by the UE to support a single media component are assumed to be carried within the same PDP context.
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