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7.9
Ambient Noise Rejection

Handset and Headset UE:

Note: 
This section applies to terminals providing narrow- and wide-band telephony.  However, the procedure for measuring ambient noise rejection is defined only over narrow-band frequency range.  Thus the test method for ambient noise rejection is the same for either narrow- or wide-band telephony.

a)
A 1/2 inch pressure microphone is calibrated using a known sound source and mounted at the MRP, without the LRGP or HATS present. A frequency analyser is calibrated to enable the sound pressure levels at the microphone to be determined in 1/3rd Octave bands.

b)
Flood the room in which the measurement is to be made with a band limited (100 Hz to 8 kHz) pink noise to within ±3 dB.  The level at MRP shall be adjusted to 70 dB(A) (-24 dBPa(A)). The tolerance on this level is +/-1 dB. The resulting sound spectrum is Prn dBPa, measured in 1/3rd Octave bands.


To ensure that the sound field is diffuse enough, the following apply:


The diffuse sound field is calibrated in the absence of any local obstacles. The averaged field shall be uniform to within +/‑ 3 dB within a radius of 0,15 m of the MRP, when measured in one‑third octave bands from 100 Hz to 3,15 kHz.

NOTE 1:
The pressure intensity index, as defined in ISO 9614, may prove to be a suitable method for assessing the diffuse field.

NOTE 2:
Where more than one loudspeaker is used to produce the desired sound field, the loudspeakers must be fed with non‑coherent electrical signals to eliminate standing waves and other interference effects.

c)
Position the HATS or LRGP test head in the correct relative position to the MRP and mount the MS under test, according to clause 5.1.1. Recalibrate the 1/3rd Octave frequency analyser using a known voltage source to facilitate the analysis of the voltage Vrn, where Vrn is the voltage at the audio output of the SS due to the noise spectrum input.

d)
Set up a speech path between the MS and the System Simulator (SS).

e)
Determine, as a function of frequency, using the frequency analyser, in 1/3rd Octave bands (index j), the electrical output Vjrn, (expressed as dB rel . 1V) at the audio output of the SS for the applied acoustic pressure Pjrn (expressed as dB rel 1Pa) at the MRP. Since, the MS sending sensitivity is not defined above 3,4 kHz the measurement shall be cut off at 3,4 kHz. For the bands below 315 Hz, the noise level shall be referenced to the speech level at 315 Hz to yield the DELSM.


The room noise sensitivity is expressed as:‑

Sm jrn= Vjrn (dBV) ‑ Pjrn (dBPa).


The MS ambient noise send sensitivity has now been determined.

f)
The MS speech send sensitivity is now required. The required sensitivity is defined as the electrical output from the MS, measured at the audio output of the SS, as a function of the free field sound pressure at the MRP of the artificial mouth.


The measurement is made using an artificial speech source at the MRP of the artificial mouth. The 1/2 inch pressure microphone is calibrated using a known sound source. The frequency analyser is calibrated to measure in 1/3rd Octave bands. The artificial mouth output shall be in accordance with the ITU-T P.50 male artificial voice. Whilst maintaining the ITU-T P.50 "male" spectrum, adjust the total signal level to ‑4,7 dBPa. The resulting sound spectrum is Po dBPa, measured in 1/3rd Octave bands. The 1/3rd Octave frequency analyser should be re‑calibrated, using a known voltage source, to facilitate the analysis of the voltage Vj.Where Vj is the voltage in each 1/3rd octave band at the audio output of the SS due to the speech spectrum input. Set up a speech path between the MS and the SS. Determine the function of frequency, using the frequency analyser, and in 1/3rd Octave bands, the electrical output, Vj, (expressed as dB rel. 1V), at the audio output of the SS for the applied acoustic pressure, Pj0, (expressed as dB rel. 1Pa/V), at the MRP.


The speech sending sensitivity is expressed as:


Smjs (dB) = Vj (dBV) ‑ Pjo (dBPa) dBrel. 1V/Pa..

g)
The difference of the room noise sensitivity and the speech sending sensitivity DELSM (jSM) in each 1/3rd Octave band for the MS is determined as:


Smjrn - Smjs (dB)   ( for j = 1 to 2,  Smjs = Sm3s).h)
The Ambient noise rejection ANR is calculated as the single figure value according to the following formula, the ANR shall be ( 0dB.
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    j 
= The index of third octave bands centered at frequencies from 200 Hz to 3 150 Hz inclusive.


Wjsi
= The sending weighting factors from ITU-T Recommendation P.79 [16], table 1 for the jth 1/3rd Octave band centre frequency.

Hands-free UE (all categories):
No test method for hands-free operations.
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