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Introduction
This is the specification for Generic Network Resource Model (NRM) for Configuration Management (CM).


 


	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


:

:
1
Scope

The TS 32.620 series (Generic Network Resources IRP) defines an Integration Reference Point (IRP) through which an 'IRPAgent' (typically an Element Manager or Network Element) can communicate Network Management related information to one or several  'IRPManagers' (typically Network Managers). 

This series of documents specifies a generic Network Resource Model, NRM (also referred to as a Management Information Model - MIM) with definitions of Information Object Classes and Managed Object Classes. 

The present document specifies the Corba Solution set.
 This Solution Set specification is related to 3GPP TS 32.622 V5.0.X.

:

:
5
Void








	

	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	




	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	




	
	
	
	

	
	
	
	

	
	
	
	




	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	




	
	
	
	

	
	
	
	




	
	
	
	

	
	
	
	

	
	
	
	




	
	
	
	

	
	
	
	

	
	
	
	




	
	
	
	

	
	
	
	

	
	
	
	




	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


6
 Mapping

:

:
6.2.5
IOC VsDataContainer 

Table 14: Mapping from NRM IOC VsDataContainer attributes and association roles to SS equivalent MOC VsDataContainer attributes

	NRM Attributes/association roles of IOC VsDataContainer in 3GPP TS 32.622 [4]
	SS Attributes
	SS Type
	Qualifier

	vsDataContainerId
	vsDataContainerId
	string
	Read-Only, M

	vsDataType
	vsDataType
	string
	Read-Only, M

	vsData
	vsData
	any
	Read-Write, M

	vsDataFormatVersion
	vsDataFormatVersion
	string
	Read-Only, M


:

:
6.2.7
IOC IRPAgent 

Table 16: Mapping from NRM IOC IRPAgent attributes to SS equivalent MOC IRPAgent attributes

	NRM Attributes of IOC IRPAgent in 3GPP TS 32.622 [4]
	SS Attributes
	SS Type
	Qualifier

	irpAgentId
	irpAgentId
	string
	Read-Only, M

	systemDN
	systemDN
	string
	Read-Only, M


:

:
6.2.8
IOC GenericIRP 

This Information Object Class is provided for sub-classing only. Therefore no mapping for this class is provided in this document.
6.2.9
IOC Top 

Table 17: Mapping from NRM IOC Top attributes to SS equivalent attributes in all MOCs

	NRM Attributes of IOC Top in 3GPP TS 32.622 [4]
	SS Attributes
	SS Type
	Qualifier

	objectClass
	CLASS
	string
	Read-Only, M

	objectInstance
	No direct mapping.
	
	


Annex B (normative):
CORBA IDL, NRM Definitions

#ifndef GenericNetworkResourcesNRMDefs_idl

#define GenericNetworkResourcesNRMDefs_idl

#pragma prefix "3gppsa5.org"

/**

 * This module defines constants for each MO class name and

 * the attribute names for each defined MO class.

 */

●●●

      /**

       *  Definitions for MO class IRPAgent

       */       

      interface IRPAgent

      {

         const string CLASS = "IRPAgent";

         // Attribute Names

         // 

         const string irpAgentId = "irpAgentId";

         const string systemDN = "systemDN";

      };

      /**

       *  Definitions for MO class VsDataContainer
       */ 

      interface VsDataContainer

      {

         const string CLASS = “VsDataContainer”;

         // Attribute Names

         // 

         const string vsDataContainerId = “vsDataContainerId”;

         const string vsDataType = “vsDataType”;

         const string vsData = “vsData”;

         const string vsDataFormatVersion = “vsDataFormatVersion”;
      };























};

#endif
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