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First Change in Clause 2.1

2.1
Normative references

[1]
3GPP TS 22.121: Universal Mobile Telecommunications System (3G); “The Virtual Home Environment”

[2]
3GPP  TS 22.101: Service principles 

[3]
3GPP TR 21.905: Vocabulary for 3GPP Specifications

[4]
3GPP TS 23.107: QoS Concept and Architecture

[5]
3GPP TS 22.024: Description of Charge Advice Information (CAI)

[6]
3GPP TS 29.198: Open Service Architecture; Application Programming Interface; Part 1

[7]
 Void

[8]
3GPP TS 22.228: IP Multimedia Subsystem (IMS) Stage 1
[9]
3GPP TS 22.071: Location Services (LCS) Stage 1
End of Change in Clause 2.1

Second Change in Clause 13.3.2

13.3.2
User Location functions 

The User Location functions provide an application with information concerning the user's location.

The user location information contains the following attributes:

-
location (e.g. in terms of universal latitude and longitude co-ordinates);

-
accuracy (value depending on local regulatory requirements and level of support in serving/home networks; note that the accuracy of the serving network might differ from that in the home environment);

-
age of location information (last known date/time made available in GMT).

The following functions shall be provided:

-
report of location information:

-
the application shall be able to request user location information;

· -
by default the location information is provided once; the application may also request periodic location reporting (i.e. multiple reports spread over a period of time).

-
notification of location update:

-
the application shall be able to request to be notified when the user's location changes, i.e. when:

-
the user enters or leaves a specified geographic area;

-
the user's location changes more than a specified lower boundary. The lower boundary can be selected from the options provided by the network.

The application shall be able for each user to start/stop receipt of notifications and to modify the required accuracy by selecting another option from the network provided options.

-
Access control to location information:

-
the user shall be able to restrict/allow access to the location information. The restriction can be overridden by the network operator when appropriate (e.g. emergency calls).
When an application requests report of location information or notification of location update, it shall be possible for the application to provide an optional requestor identiy, an optional service identity and an optional codeword (as defined in [9]). If an application provides one or more of the above optinal privacy information, the information shall be brought to the location service capabilities attention and used to comply with privacy policies of the subscriber the request relates to.
End of Document
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