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***** ADDED SECTION *****
7.4
Lpp interface
Lpp is the interface between H-GMLC and PPR. If the UE subscribers LCS privacy information is kept in the PPR this interface is used by the H-GMLC to request the PPR to perform a privacy check. The Lpp interface shall conform to the protocol as specified in (reference to be added) and the procedures defined in clause 9 of this specification.

7.4.1
LCS Authorisation Request

Via the LCS Authorisation Request, the H-GMLC can request the PPR to perform the privacy check. There exist two types of LCS Authorisation Request:

-
LCS Authorisation Request without location estimate (send by H-GMLC before location request);
-
LCS Authorisation Request with location estimate (to check location related privacy settings).
The following attributes are identified for LCS Authorisation Request information flow:

· Target UE identity, (one or both of MSISDN and IMSI);

· Indication on call/session related MT-LR;
-
LCS Client identity, i.e. LCS client external identity or internal identity;

-
LCS Client type, (i.e. Value added, Emergency, PLMN operator or Lawful interception);

-
LCS Client name, if needed (and type of LCS client name if available);

-
Service type, if needed;

· Codeword, if needed;

· Requestor identity, if needed (and type of Requestor identity if available);

· Type of location, i.e. “current location”, “current or last known location” or “initial location”;

· LCS capability sets of serving nodes, if needed;
· Location estimate, if needed and available (This is only relevant for LCS Authorisation Request with location estimate).
7.4.2
LCS Authorisation Response

The LCS Authorisation request is sent to the H-GMLC as the result of the LCS Authorisation Request by the PPR. 


The following attributes are identified for the LCS Authorisation Request information flow:

· Indicator of privacy check related actions;
· positioning allowed without notifying the UE user;

· positioning allowed with notification to the UE user;

· positioning requires notification and verification by the UE user; positioning is allowed only if granted by the UE user or if there is no response to the notification;

· positioning requires notification and verification by the UE user; positioning is allowed only if granted by the UE user.

· Indicator for call/session related class of privacy check related actions, if needed;
· positioning allowed without notifying the UE user;

· positioning allowed with notification to the UE user;

· positioning requires notification and verification by the UE user; positioning is allowed only if granted by the UE user or if there is no response to the notification;

· positioning requires notification and verification by the UE user; positioning is allowed only if granted by the UE user.
· Pseudo external ID, if needed (see Annex C);
· Indicator on additional privacy check with location estimate, if needed;
7.4.3
LCS Privacy Profile Update notification
The LCS Privacy Profile Update notification is sent to the H-GMLC from the PPR in order to notify the H-GMLC about the change of UEs privacy profile. 
· Target UE identity, (one or both of MSISDN and IMSI);
· Indication on the changed UEs privacy profile
7.4.4
LCS Privacy Profile Update notification ack.
The LCS Privacy Profile Update notification ack. is sent to the PPR as the result of the LCS Privacy Profile Update Request by H-GMLC. 
· Acknowledgement
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