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6.3.5
MOC UtranRelation

The "UtranRelation" managed object contains radio network related parameters for the relation to the "UtranCell" or "ExternalUtranCell" managed object. 

NOTE:
In handover relation terms, the cell containing the UTRAN Relation object is the source cell for the handover. The cell referred to in the UTRAN relation object is the target cell for the handover. This defines a one-way handover relation where the direction is from source cell to target cell.

Table 9: Attributes of UtranRelation
	Name
	Qualifier
	Description

	utranRelationId
	READ-ONLY, M
	An attribute whose "name+value" can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	
	
	

	adjacentCell
	READ-WRITE,M
	Pointer to UTRAN cell or external UTRAN cell. Distinguished name of the corresponding object.

	uarfcnUl
	READ-ONLY, O
	The UL UTRA absolute Radio Frequency Channel number for another UTRAN cell or the external UTRAN cell, that is broadcast in System Information in the Cell, UARFCN (Ref. 3 GPP TS 25.433 [5]).

See Note for the optional condition.

	uarfcnDl
	READ-ONLY, O
	The DL UTRA absolute Radio Frequency Channel number for another UTRAN cell or the external UTRAN cell, that is broadcast in System Information in the Cell, UARFCN (Ref. 3 GPP TS 25.433 [5]). 

See Note for the optional condition.

	primaryScramblingCode
	READ-ONLY, O
	The primary DL scrambling code  for another UTRAN cell or the external UTRAN cell, that is broadcast in System Information in the Cell (Ref. 3 GPP TS 25.433 [5]). 

See Note for the optional condition.

	primaryCpichPower
	READ-ONLY, O
	The power of the primary CPICH channel for another UTRAN cell or the external UTRAN cell, that is broadcast in System Information in the Cell (Ref. 3 GPP TS 25.433 [5]). 

See Note for the optional condition.

	lac
	READ-ONLY, O
	Location Area Code, LAC (Ref. 3 GPP TS 23.003 [3]), for another UTRAN cell or the external UTRAN cell, that is broadcast in System Information in the Cell.  

See Note for the optional condition.

	NOTE: 
This attribute shall be included if the EM does not guarantee consistency between the cell definition and what is broadcast on system information.


Table 10: Notifications of UtranRelation
	Name
	Qualifier
	Notes

	notifyAttributeValueChange
	O
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	


End of Change in Clause 6.3.5
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