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Change in Annex B.1.2 

B.1.2
File naming

The following convention shall be applied for measurement result file naming:

<Type><Startdate>.<Starttime>-[<Enddate>.]<Endtime>_[<UniqueId>][_-_<RC>]

1)
The Type field indicates if the file contains measurement results for single or multiple NEs and/or granularity periods, where:

-
"A" means single NE, single granularity period;

-
"B" indicates multiple NEs, single granularity period;

-
"C" signifies single NE, multiple granularity periods;

-
"D" stands for multiple NEs, multiple granularity periods.

Note that files generated by the NEs will always have the Type field set to "A".

2)
The Startdate field indicates the date when the granularity period began if the Type field is set to A or B. If the Type field is either "C" or "D" then Startdate contains the date when the first granularity period of the measurement results contained in the file started. The Startdate field is of the form YYYYMMDD, where:

-
YYYY is the year in four-digit notation;

-
MM is the month in two digit notation (01 - 12);

-
DD is the day in two digit notation (01 - 31).

3)
The Starttime field indicates the time when the granularity period began if the Type field is set to A or B. If the Type field is either "C" or "D" then Starttime contains the time when the first granularity period of the measurement results contained in the file began. The Starttime field is of the form HHMMshhmm, where:

-
HH is the two digit hour of the day (local time), based on 24 hour clock (00 - 23);

-
MM is the two digit minute of the hour (local time), possible values are 00, 05, 10, 15, 20, 25, 30, 35, 40, 45, 50, and 55;

-
s is the sign of the local time differential from UTC (+ or -), in case the time differential to UTC is 0 then the sign may be arbitrarily set to "+" or "-";

-
hh is the two digit number of hours of the local time differential from UTC (00-23);

-
mm is the two digit number of minutes of the local time differential from UTC (00-59).

4)
The Enddate field shall only be included if the Type field is set to "C" or "D", i.e. measurement results for multiple granularity periods are contained in the file. It identifies the date when the last granularity period of these measurements ended, and its structure corresponds to the Startdate field.

5)
The Endtime field indicates the time when the granularity period ended if the Type field is set to A or B. If the Type field is either "C" or "D" then Endtime contains the time when the last granularity period of the measurement results contained in the file ended. Its structure corresponds to the Starttime field, however, the allowed values for the minute of the hour are 05, 10, 15, 20, 25, 30, 35, 40, 45, 50, 55, and 00.

6)
UniqueId. This is the name of the NE, EM or domain, as defined in clauses B.1.1.1 and B.1.1.2 (e.g. a distinguishedName). The field may be omitted only if the distinguishedName is not available from the CM applications.

7)
The RC parameter is a running count, starting with the value of "1", and shall be appended only if the filename is otherwise not unanimous, i.e. more than one file is generated and all other parameters of the file name are identical. Therefore it may only be used by the EM, since the described situation can not occur with NE generated files. Note that the delimiter for this field, _-_,  is an underscore character (_), followed by a minus character (-), followed by an underscore character (_).
Some examples describing file naming convention:

1)
file name:
A20000626.2315+0200-2330+0200_NodeBId, 
meaning:
file produced by NodeB <NodeBId> on June 26, 2000, granularity period 15 minutes from 23:15 local to 23:30 local, with a time differential of +2 hours against UTC.

2)
file name:
B20021224.1700-1130-1705-1130_EMId,
meaning:
file containing results for multiple NEs, produced by EM <EMId> on December 24, 2002, granularity period 5 minutes from 17:00 local to 17:05 local, with a time differential of –11:30 hours against UTC.

3)
file name:
D20050907.1030+0000-20050909.1500+0000_DomainId_-_2,
meaning:
file containing results for NEs belonging to domain <DomainId>, start of first granularity period 07 September 2005, 10:30 local, end of last granularity period 09 September 2005, 15:00 local, with a time differential of 0 against UTC. This file is produced by the EM managing the domain, and it is the second file for this domain/granularity periods combination.

End of Change in Annex B.1.2
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