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****    FIRST MODIFIED SECTION    ****
1
Scope

The present document provides basic interception requirements within a Third Generation Mobile Communication System (3GMS) based on TS 101 331 [2] and other national regulatory requirements and GSM specifications GSM 01.33 [5], GSM 02.33 [6] and GSM 03.33 [7]. 

The specification describes the service requirements from a Law Enforcement point of view only. The aim of this document is to define a 3GMS interception system that supports a number of regional interception regulations, but these regulations are not repeated here as they vary. Regional interception requirements shall rely on this specification to derive such information as they require.

These interception requirements shall be used to derive specific network requirements.
For details see: 

Stage 2
 TS 33.107 [9] 

Stage 3 
 TS 33.108 [10]
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.

[1]
European Union Council Resolution on the Lawful Interception of Telecommunications (17. January 1995)

[2]
TS 101 331 "Telecommunications security; Lawful Interception (LI); Requirements of Law Enforcement Agencies".
[3]
ES 201 158: "Lawful Interception; Requirements for network functions".

[4]
ES 201 671: "Handover Interface for the lawful interception of telecommunications traffic".

[5]
GSM 01.33: "Lawful Interception requirements for GSM".

[6]
GSM 02.33:" Lawful Interception - stage 1".

[7]
GSM 03.33: "Lawful Interception - stage 2".

[8]
J-STD-025‑A: "Lawfully Authorized Electronic Surveillance".
[9]
TS 33.107: "3G Security; Lawful Interception Architecture and Functions".
[10]
TS 33.108: "3G security; Handover interface for Lawful Interception".
****    NEXT MODIFIED SECTION    ****
6
Handover Interface Requirements

Handover interface requirements are defined in [10]. For national or regional specifications see references [4] and [8].
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