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The following Change Requests (CRs) have been approved by TSG SA WG2 and are requested to be approved by TSG SA plenary #22.

Note: the source of all these CRs is now S2, even if the name of the originating company(ies) is still reflected on the cover page of all the attached CRs.

	Tdoc #
	Title
	Spec
	CR #
	cat
	Version in
	REL
	WI
	S2 meeting
	Clauses affected

	S2-033697

	Paging with RNTI followed by CN identity to solve issues of UTRAN-UE RRC mis-synchronisation causing lost CS domain calls
	23.060
	444r4
	F
	3.15.0
	99
	TEI
	S2-35
	6.1.2.4.1, 8.2.4, 8.2.5

	S2-033698

	Paging with RNTI followed by CN identity to solve issues of UTRAN-UE RRC mis-synchronisation causing lost CS domain calls
	23.060
	459r1
	A
	4.8.0
	4
	TEI
	S2-35
	6.1.2.4.1, 8.2.4, 8.2.5

	S2-033699

	Paging with RNTI followed by CN identity to solve issues of UTRAN-UE RRC mis-synchronisation causing lost CS domain calls
	23.060
	460r1
	A
	5.6.0
	5
	TEI
	S2-35
	6.1.2.4.1, 8.2.4, 8.2.5

	S2-033700

	Paging with RNTI followed by CN identity to solve issues of UTRAN-UE RRC mis-synchronisation causing lost CS domain calls
	23.060
	461r2
	A
	6.2.0
	6
	TEI
	S2-35
	6.1.2.4.1, 8.2.4, 8.2.5

	S2-034250

	PFI correction
	23.060
	465r4
	F
	3.15.0
	99
	TEI
	S2-36
	9.2.2.1; 9.2.2.1.1; 9.2.3; 12.6.3.5; 12.6.3.5.1

	S2-034251

	PFI correction
	23.060
	466r2
	A
	4.8.0
	4
	TEI
	S2-36
	2; 9.2.2.1; 9.2.2.1.1; 9.2.3; 12.6.3.5; 12.6.3.5.1

	S2-034252

	PFI correction
	23.060
	467r2
	A
	5.6.0
	5
	TEI
	S2-36
	2; 9.2.2.1; 9.2.2.1.1; 9.2.3; 12.6.3.5; 12.6.3.5.1

	S2-034377

	PFI correction
	23.060
	468
	F
	6.2.0
	6
	TEI
	S2-36
	2; 9.2.2.1; 9.2.2.1.1; 9.2.3; 12.6.3.5; 12.6.3.5.1

	S2-034247

	Serving network identity from SGSN to GGSN
	23.060
	473r3
	F
	5.6.0
	5
	TEI
	S2-36
	6.9.1.2.2, 6.9.1.3.2, 6.9.2.1, 6.9.2.2.1, 6.9.2.2.2, 6.13.2.1, 6.13.2.2, 9.2.2.1, 9.2.2.1.1, 9.2.3.1, 9.2.3.3

	S2-034248

	Serving network identity from SGSN to GGSN
	23.060
	474r3
	F
	6.2.0
	6
	TEI
	S2-36
	6.9.1.2.2, 6.9.1.3.2, 6.9.2.1, 6.9.2.2.1, 6.9.2.2.2, 6.13.2.1, 6.13.2.2, 9.2.2.1, 9.2.2.1.1, 9.2.3.1, 9.2.3.3

	S2-033571

	Teardown indicator in DEACTIVATE PDP CONTEXT ACCEPT message
	23.060
	469
	F
	6.2.0
	6
	TEI6
	S2-35
	9.2.4.2; 9.2.4.3

	S2-033724

	SGSN behaviour on BSS downgraded ABQP
	23.060
	475r1
	F
	6.2.0
	6
	TEI
	S2-35
	9.2.2.1, 9.2.2.1.1, 9.2.3.1, 9.2.3.2, 9.2.3.3, 12.6.3.5.1

	S2-033726

	BSS paging co-ordination for A/Gb mode
	23.060
	480
	F
	6.2.0
	6
	TEI6
	S2-35
	6.3.3.1, 8.1.6 (new)

	S2-034327

	Security Issue with Multiple PDP Contexts
	23.060
	434r8
	B
	6.2.0
	6
	TEI6
	S2-36
	6.9.1.2.2, 6.9.1.3.2, 6.9.2.1, 6.9.2.2, 6.13.2, 9.2. 2.1, 9.2.2.1.1, 9.2.3.1, 9.2.3.2, 9.2.3.3, 9.2.4, 13.2, Additional clause 15.4

	S2-034328

	BSS PFC procedures at PDP context modification
	23.060
	478r3
	F
	6.2.0
	6
	TEI
	S2-36
	9.2.3.1, 9.2.3.2, 9.2.3.3


