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	With the forced erasure procedure, a service supervisor is able to erase the Follow Me data which have been registered by the previous initiating subscriber. However, the notification of the erasure to the previous initiating subscriber is not specified. 

The notification of the successful forced erasure to the previously registered subscriber is an important feature for GSM-R.
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	Notification of the forced erasure to the previously registered subscriber is specified. With this change, the previously registered subscriber, who had registered the Follow Me data, will be informed of the successful forced erasure by a service supervisor.
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	The previously registered subscriber is not informed about a forced erasure of his Follow Me registration.
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**** Modified Section ****
6.4
Erasure

A previous FM registration can be erased in either of the following ways:

a)
The initiating subscriber can specifically erase her previous registration with an appropriate control procedure.

b)
In case the remote party corresponds to a subscriber the remote party

 can erase any previous registration with an appropriate control procedure.

c)
The FM service supervisor can erase any previous registration to any remote party with an appropriate control procedure (forced erasure).

The subscriber who initiates the FM erase request shall be informed of the outcome of the request by the network.
For forced erasure by the FM service supervisor the initiating subscriber whose registration of Follow Me with respect to a remote party has been erased shall be informed of the successful forced erasure by the network.

As an operator's option additional information (such as passwords) for erasure may be required from the subscriber. The registration procedure shall transport this information from the subscriber to the network of the remote party. This information shall be coded as a USSD string with a length not exceeding 30 characters. The content of this information and the use of it are out of scope of this specification.
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