Annex 1: List of standards and/or specifications from 3GPP for electronic communications networks, services and associated facilities and services; in accordance with Article 17 of Directive 2002/21/EC


	ETSI Reference
	Spec
	Title
	WG
	Subject

	ETSI TS 101 503
	TS 04.18
	Mobile radio interface layer 3 specification; Radio Resource Control (RRC) protocol
	G2
	RRC

	ETSI TS 123 014
	TS 23.014
	Support of Dual Tone Multi Frequency (DTMF) signalling
	N1
	DTMF

	ETSI TS 124 002
	TS 24.002
	GSM-UMTS Public Land Mobile Network (PLMN) Access Reference Configuration
	N1
	PLMN

	ETSI EN 300 940
	TS 04.08
	Mobile radio interface layer 3 specification
	N1
	Radio

	ETSI TS 123 108
	TS 23.108
	Mobile radio interface layer 3 specification core network protocols; Stage 2 (structured procedures)
	N1
	Radio

	ETSI TS 124 008
	TS 24.008
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1
	Radio

	ETSI TS 123 078
	TS 23.078
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2
	CAMEL

	ETSI TS 129 078
	TS 29.078
	Customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	N2
	CAMEL

	ETSI TS 129 007
	TS 29.007
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	N3
	Interworking

	ETSI TS 129 061
	TS 29.061
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	N3
	Interworking

	ETSI TS 100 528
	TS 03.10
	GSM Public Land Mobile Network (PLMN) Connection Types
	N3
	PLMN

	ETSI TS 124 022
	TS 24.022
	Radio Link Protocol (RLP) for circuit switched bearer and teleservices
	N3
	Radio

	ETSI TS 123 088
	TS 23.088
	Call Barring (CB) Supplementary Service; Stage 2
	N4
	Call Barring

	ETSI TS 124 088
	TS 24.088
	Call Barring (CB) Supplementary Service; Stage 3
	N4
	Call Barring

	ETSI TS 123 082
	TS 23.082
	Call Forwarding (CF) Supplementary Services; Stage 2
	N4
	CF

	ETSI TS 124 082
	TS 24.082
	Call Forwarding supplementary service; Stage 3
	N4
	CF

	ETSI TS 123 081
	TS 23.081
	Line Identification supplementary services; Stage 2
	N4
	CLI

	ETSI TS 124 081
	TS 24.081
	Line Identification Supplementary Service; Stage 3
	N4
	CLI

	ETSI TS 129 011
	TS 29.011
	Signalling Interworking for Supplementary Services
	N4
	Interworking

	ETSI TS 129 013
	TS 29.013
	Signalling interworking between ISDN supplementary services Application Service Element (ASE) and Mobile Application Part (MAP) protocols
	N4
	Interworking

	ETSI TS 129 060
	TS 29.060
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4
	Interworking

	ETSI TS 123 012
	TS 23.012
	Location management procedures
	N4
	Location

	ETSI TS 123 119
	TS 23.119
	Gateway Location Register (GLR); Stage2
	N4
	Location

	ETSI TS 129 119
	TS 29.119
	GPRS Tunnelling Protocol (GTP) specification for Gateway Location Register (GLR)
	N4
	Location

	ETSI TS 129 002
	TS 29.002
	Mobile Application Part (MAP) specification
	N4
	MAP

	ETSI TS 129 010
	TS 29.010
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	N4
	MAP

	ETSI TS 129 120
	TS 29.120
	Mobile Application Part (MAP) specification for Gateway Location Register (GLR); Stage 3
	N4
	MAP

	ETSI TS 123 066
	TS 23.066
	Support of GSM Mobile Number Portability (MNP) stage 2
	N4
	MNP

	ETSI TS 123 008
	TS 23.008
	Organisation of subscriber data
	N4
	Privacy

	ETSI TS 123 016
	TS 23.016
	Subscriber data management; Stage 2
	N4
	Privacy

	ETSI TS 123 018
	TS 23.018
	Basic Call Handling; Technical realization
	N4
	Privacy

	ETSI TS 123 003
	TS 23.003
	Numbering, Addressing and Identification
	N4
	Radio

	ETSI TS 123 011
	TS 23.011
	Technical realization of Supplementary Services
	N4
	SS

	ETSI TR 129 998
	TR 29.998
	Open Services Architecture API part 2
	N5
	API

	ETSI TS 129 198
	TS 29.198
	Open Service Architecture (OSA) Application Programming Interface (API) - Part 1
	N5
	OSA

	ETSI TS 125 321
	TS 25.321
	Medium Access Control (MAC) protocol specification
	R2
	MAC

	ETSI TS 125 301
	TS 25.301
	Radio Interface Protocol Architecture
	R2
	Radio

	ETSI TS 125 331
	TS 25.331
	Radio Resource Control (RRC) protocol specification
	R2
	Radio

	ETSI TS 125 322
	TS 25.322
	Radio Link Control (RLC) protocol specification
	R2
	RCL

	ETSI TS 125 324
	TS 25.324
	Broadcast/Multicast Control (BMC)
	R2
	UTRAN

	ETSI TS 129 108
	TS 29.108
	Application of the Radio Access Network Application Part (RANAP) on the E-interface
	R3
	MAP

	ETSI TS 125 401
	TS 25.401
	UTRAN overall description
	R3
	UTRAN

	ETSI TS 125 402
	TS 25.402
	Synchronisation in UTRAN Stage 2
	R3
	UTRAN

	ETSI TS 125 442
	TS 25.442
	UTRAN implementation-specific O&M transport
	R3
	UTRAN

	ETSI TS 122 041
	TS 22.041
	Operator Determined Call Barring
	S1
	Call Barring

	ETSI TS 122 088
	TS 22.088
	Call Barring (CB) supplementary services; Stage 1
	S1
	Call Barring

	ETSI TS 122 078
	TS 22.078
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	S1
	CAMEL

	ETSI TS 122 082
	TS 22.082
	Call Forwarding (CF) Supplementary Services; Stage 1
	S1
	CF

	ETSI TS 122 081
	TS 22.081
	Line Identification supplementary services; Stage 1
	S1
	CLI

	ETSI TS 122 060
	TS 22.060
	General Packet Radio Service (GPRS); Service description; Stage 1
	S1
	GPRS

	ETSI TS 122 066
	TS 22.066
	Support of Mobile Number Portability (MNP); Stage 1
	S1
	MNP

	ETSI TS 122 001
	TS 22.001
	Principles of circuit telecommunication services supported by a Public Land Mobile Network (PLMN)
	S1
	PLMN

	ETSI TS 122 02
	TS 22.002
	Circuit Bearer Services (BS) supported by a Public Land Mobile Network (PLMN)
	S1
	PLMN

	ETSI TS 122 003
	TS 22.003
	Circuit Teleservices supported by a Public Land Mobile Network (PLMN)
	S1
	PLMN

	ETSI TS 122 101
	TS 22.101
	Service aspects; Service principles
	S1
	Services

	ETSI TS 122 105
	TS 22.105
	Services and service capabilities
	S1
	Services

	ETSI TS 122 004
	TS 22.004
	General on supplementary services
	S1
	SS

	ETSI TS 122 100
	TS 22.100
	UMTS Phase 1
	S1
	UMTS

	ETSI TS 122 129
	TS 22.129
	Handover requirements between UTRAN and GERAN or other radio systems
	S1
	UMTS

	ETSI TS 123 002
	TS 23.002
	Network architecture
	S2
	Architecture

	ETSI TS 123 121
	TS 23.121
	Architectural requirements for Release 1999
	S2
	Fonctional architecture

	ETSI TS 123 060
	TS 23.060
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2
	GPRS

	ETSI TS 123 107
	TS 23.107
	Quality of Service (QoS) concept and architecture
	S2
	QoS

	ETSI TS 123 101
	TS 23.101
	General UMTS Architecture
	S2
	UMTS

	ETSI TS 123 110
	TS 23.110
	UMTS Access Stratum Services and Functions
	S2
	UMTS

	ETSI TS 122 031
	TS 22.031
	Fraud Information Gathering System (FIGS); Service description; Stage 1
	S3
	FIGS

	ETSI TS 123 031
	TS 23.031
	Fraud Information Gathering System (FIGS); Service description; Stage 2
	S3
	FIGS

	ETSI TS 101 507
	TS 02.33
	Lawful Interception (LI); Stage 1
	S3
	Lawful Interception

	ETSI TS 101 509
	TS 03.33
	Lawful Interception; Stage 2
	S3
	Lawful Interception

	ETSI TS 133 106
	TS 33.106
	Lawful interception requirements
	S3
	Lawful Interception

	ETSI TS 100 920
	TS 02.09
	Security aspects
	S3
	Security

	ETSI TS 100929
	TS 03.20
	Security-related Network Functions
	S3
	Security

	ETSI TS 121 133
	TS 21.133
	3G security; Security threats and requirements
	S3
	Security

	ETSI TS 133 102
	TS 33.102
	3G security; Security architecture
	S3
	Security

	ETSI TS 133 107
	TS 33.107
	3G security; Lawful interception architecture and functions
	S3
	Security

	ETSI TS 133 120
	TS 33.120
	Security Objectives and Principles
	S3
	Security

	ETSI TS 101 855
	TS 01.01
	Technical Specifications and Technical Reports for a GERAN-based 3GPP system
	SP
	GERAN

	ETSI TS 101 413
	TS 02.19
	Subscriber Identity Module Application Programming Interface (SIM API); Stage 1
	T3
	SIM-API

	ETSI TS 101 476
	TS 03.19
	Subscriber Identity Module Application Programming Interface (SIM API) for Java Card
	T3
	SIM-API

	ETSI TS 100 977
	TS 11.11
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) Interface
	T3
	SIM-ME
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