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<< First changed clause >>
6.3.1.3
Provision of Charging Rules (from CRF to TPF)

The CRF identifies the charging rules that are applicable to the TPF. The CRF then sends the charging rule information to the TPF.

Provision of Charging Rule shall support cases where
charging rules are to be installed, removed or modified in the TPF as well as cases where


charging rules are neither installed nor removed nor modified in the TPF (only relevant in the response to a request for charging rules).

The provisioning may be a response to a Request for Charging Rules, or it may be unsolicited.

The charging rule provision includes information about the instance it relates to (i.e. identifier for the relevant CRF/TPF instance), charging mechanism (online/offline), volume- or time-based charging indication, charging key, service data flow filter(s), and precedence.

The service data flow filters are specified separately for the uplink and downlink direction. 

Note:
A charging rule may provide information for service data flows for one direction, or for both directions.

<< Next changed clause >>
7.2.1
Bearer Service Establishment
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Figure 7.1: Bearer Service Establishment

1
The TPF receives a request to establish a bearer service. For GPRS, this is the GGSN that receives a Create PDP context request for a primary or secondary PDP context.

2
The TPF requests the applicable charging rules, and provides relevant input information for the charging rule decision.

3
The CRF determines the charging rules to be provisioned, based on information available to the CRF (e.g. information may be available from the AF as described in 7.1 and the new information received from the TPF). Charging rules may need to be installed, and/or removed, and/or modified. 
4
The CRF provides the charging rules to the TPF. This message is flagged as the response to the TPF request.

5
The TPF performs charging rule actions as indicated.

6
The TPF continues with the bearer service establishment procedure.

Editor’s Note:
It is FFS whether the bearer service establishment procedure can proceed in parallel with the charging rules request.

<< Next changed clause >>
7.2.2
Bearer Service Modification
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Figure 7.2: Bearer Service Modification

1
The TPF receives a request to modify a bearer service. For GPRS, the GGSN receives an Update PDP context request.

2
The TPF requests the applicable charging rules, and provides relevant input information for the charging rule decision.

3
The CRF determines the charging rules to be provisioned, based on information available to the CRF (e.g. information may be available from the AF as described in 7.1 and the new information received from the TPF). Charging rules may need to be installed, and/or removed, and /or modified.

4
The CRF provides the charging rule information to the TPF. This message is flagged as the response to the TPF request.

5
The TPF performs charging rule actions as indicated.

6
The TPF continues with the bearer service modification procedure.

Note:
In the case of GPRS, the modification of the bearer service may also be initiated by other nodes such as the SGSN.

Editor’s Note:
It is FFS whether the bearer service modification procedure can proceed in parallel with the charging rules request.

<< Next changed clause >>
7.2.3
Bearer Service Termination
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Figure 7.3: Bearer Service Termination

1
The TPF receives a request to remove a bearer service. For GPRS, this is the GGSN that receives a delete PDP context request.

2
The TPF indicates that a bearer (for GPRS, a PDP context) is being removed and provides relevant input information for the charging rule decision.

3
The CRF determines the charging rules to be provisioned, based on information available to the CRF (e.g. information may be available from the AF as described in 7.1 and the new information received from the TPF). Charging rules may need to be installed, and/or removed, and/or modified.

4
The CRF provides the charging rule information to the TPF. This message is flagged as the response to the TPF request.

5
The TPF performs charging rule actions as indicated.

6
The TPF continues with the bearer service removal procedure.

Note:
In the case of GPRS, the bearer service termination procedure may also be initiated by other nodes such as the SGSN.

Editor’s Note:
It is FFS whether the bearer service termination procedure can proceed in parallel with the indication of bearer termination.

<< Next changed clause >>
7.3
Provision of Charging Rules triggered by other event to the CRF
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Figure 7.4: Provision of Charging Rules due to external or internal Trigger Event

1
The CRF receives a trigger event, with relevant information related to the event. One example event is an AF interaction as described in 7.1.

2
The CRF determines the charging rules to be provisioned, based on information available to the CRF (e.g. information may be available from the AF as described in 7.1 and the new information received from the trigger). Charging rules may need to be installed, and/or removed, and/or modified.

3
If required, the CRF provisions the charging rules to the TPF.

4
The TPF performs charging rule actions as indicated.

<< End of changed clause >>
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