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****** FIRST MODIFIED SECTION ******
5.3
User Identity

5.3.1
General

The network authentication procedure is based on the use of EAP method where user identification is based on Network Access Identifier (NAI), whose format is specified in RFC 2486 [12]. A NAI is composed of a username part and a realm part. In the following, the term of ‘identity’ includes both the NAI username part and the realm part, while the term of ‘username’ only refers to the NAI username part. 
5.3.2
NAI Username

The NAI username part format shall comply with IETF EAP-SIM [23] and EAP-AKA [22]. Three types of usernames are,
1. a Permanent username,
2. a Pseudonym username 
3. a Fast re-authentication username. 
Both of the Pseudonym and the Fast re-authentication usernames are used in temporary identities, but the purpose and usage of them are different.The first two types of usernames are only used on full authentication and the last one only on fast re-authentication.
The Permanent username, which is specified in IETF EAP-SIM [23] and EAP-AKA [22], shall be derived from IMSI, which resides in the UICC. Details of these are covered in 3GPP TS 33.234 [14], 3GPP TS 24.234 [9] and TS 23.003 [5].

The Pseudonym username is used for user identity protection. The use of the Pseudonym username is necessary to replace the the Permanent username derived from IMSI in radio transmissions, so that it protects the user against tracing from unauthorized access networks. 
The Fast re-authentication username is used in fast re-authentication. It also provides user identity protection. For the fast re-authentication, a WLAN UE shall use the previously allocated Fast re-authentication identity as specified in the IETF EAP-SIM [23]and EAP-AKA [22] Internet-Drafts
Temporary identities (pseudonyms and fast re-authentication identities) are allocated by the 3GPP AAA Server. The format and the procedure for deriving the temporary identities are defined in TS 33.234 [14].
****** SECOND MODIFIED SECTION ******
5.3.4
NAI decoration for roaming
A roaming NAI is constructed when the WLAN UE authenticates through a VPLMN. The WLAN UE shall indicate in the NAI both the user's HPLMN and the chosen VPLMN, based on their MCC and MNC. 

The details on Roaming NAI construction are specified in 3GPP TS 23.003 [5].
****** END OF CHANGES ******
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