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Change in Clause 5.3

5.3
SRNS Relocation

5.3.1
Intra 3G-SGSN SRNS Relocations

The four measurements defined in the clause 5.3.1 are subject to the "3 out of 4 approach".
Note: Number of Attempted intra 3G-SGSN SRNS Relocations = Number of Successful intra 3G-SGSN SRNS Relocations + Number of Failed intra 3G-SGSN SRNS Relocations, due to internal reasons + Number of Failed intra 3G-SGSN SRNS Relocations, due to external reasons.

5.3.1.1
Attempted intra 3G-SGSN SRNS Relocations
a) This measurement provides the number of attempts intra 3G-SGSN SRNS Relocations.

b) CC.

c) Receipt of "Relocation Required" message (TS 25.413 [5]) from SRNC, where the Target ID indicates Intra SGSN SRNS Relocation.

d) A single integer value.

e) RELOC.AttIntraSGSN.

f) SgsnFunction.

g) Valid for packet switching.

h) UMTS.

5.3.1.2
Successful intra 3G-SGSN SRNS Relocations
a) This measurement provides the number of successful intra 3G-SGSN SRNS Relocations.

b) CC.

c) Receipt of "Relocation Complete" message for intra 3G-SGSN SRNS Relocation (TS 25.413 [5]) from TRNC.

d) A single integer value.

e) RELOC.SuccIntraSGSN.

f) SgsnFunction.

g) Valid for packet switching.

h) UMTS.

5.3.1.3
Failed intra 3G-SGSN SRNS Relocations, due to internal reasons

a) This measurement provides the number of failed intra 3G-SGSN SRNS Relocations, due to internal reasons.

b) CC.

c) Intra 3G-SGSN SRNS Relocation fails due to reasons located inside this SGSN:- internal resource problem- recovery- ...

d) A single integer value.

e) RELOC.FailIntraSGSNInt.

f) SgsnFunction.

g) Valid for packet switching.

h) UMTS.

5.3.1.4
Failed intra 3G-SGSN SRNS Relocations, due to external reasons

a) This measurement provides the number of failed intra 3G-SGSN SRNS Relocations, due to external reasons.

b) CC.

c) Intra 3G-SGSN SRNS Relocation fails due to reasons located in NE outside this SGSN:- "Relocation Preparation Failure" (TS 25.413 [5]) is sent to the SRNC- "Relocation Failure" (TS 25.413 [5]) is received from the TRNC- "Relocation Cancel" (TS 25.413 [5]) is received from the SRNC- missing expected message from RNC (timer expiry)- ...

d) A single integer value.

e) RELOC.FailIntraSGSNExt.

f) SgsnFunction.

g) Valid for packet switching.

h) UMTS.

5.3.2
Inter 3G-SGSN SRNS Relocations
The four measurements defined in the clause 5.3.2 are subject to the "3 out of 4 approach".
Note: Number Attempted inter 3G-SGSN SRNS Relocations, counted in the old 3G‑SGSN = Number of Successful inter 3G-SGSN SRNS Relocations, counted in the old 3G‑SGSN + Number of Failed inter 3G-SGSN SRNS Relocations, due to external reasons, counted in the old 3G‑SGSN + Number of Failed inter 3G-SGSN SRNS Relocations, due to external reasons, counted in the old 3G‑SGSN. 
5.3.2.1
Attempted inter 3G-SGSN SRNS Relocations, counted in the old 3G‑SGSN
a) This measurement provides the number of attempted inter 3G-SGSN SRNS Relocations.

b) CC.

c) Receipt of "Relocation Required" message (TS 25.413 [5]) from SRNC, where the Target ID indicates Inter SGSN SRNS Relocation.

d) A single integer value.

e) RELOC.AttInterSGSN.

f) SgsnFunction.

g) Valid for packet switching.

h) UMTS.

5.3.2.2
Successful inter 3G-SGSN SRNS Relocations, counted in the old 3G‑SGSN

a) This measurement provides the number of successful Inter 3G-SGSN SRNS Relocations, counted in the old 3G‑SGSN.

b) CC.

c) Receipt of "Forward Relocation Complete" message (TS 29.060) from the new SGSN.

d) A single integer value.

e) RELOC.SuccInterSGSN.

f) SgsnFunction.

g) Valid for packet switching.

h) UMTS.

5.3.2.3
Failed inter 3G-SGSN SRNS Relocations, due to internal reasons, counted in the old 3G‑SGSN
a) This measurement provides the number of failed Inter 3G-SGSN SRNS Relocations, due to internal reasons.

b) CC.

c) Inter 3G-SGSN SRNS Relocation fails due to reasons located inside this SGSN:- internal resource problem- recovery- ...

d) A single integer value.

e) RELOC.FailInterSGSNInt.

f) SgsnFunction.

g) Valid for packet switching.

h) UMTS.

5.3.2.4
Failed inter 3G-SGSN SRNS Relocations, due to external reasons, counted in the old 3G‑SGSN
a) This measurement provides the number of failed Inter 3G-SGSN SRNS Relocations, due to external reasons.

b) CC.

c) Inter 3G-SGSN SRNS Relocation fails due to reasons located in NE outside this SGSN:- the Cause in "Forward Relocation Response" (TS 29.060) from the new 3G-SGSN is not "Request Accepted"- "Relocation Preparation Failure" (TS 25.413 [5]) is sent to the SRNC- "Relocation Failure" (TS 25.413 [5]) is received from the TRNC- "Relocation Cancel" (TS 25.413 [5]) is received from the SRNC- missing expected message from RNC or new 3G‑SGSN (timer expiry)- ...

d) A single integer value.

e) RELOC.FailInterSGSNExt.

f) SgsnFunction.

g) Valid for packet switching.

h) UMTS.

5.3.3
Inter 3G-SGSN SRNS Relocations, counted in the new 3G-SGSN
5.3.3.1
Attempted inter 3G-SGSN SRNS Relocations, counted in the new 3G-SGSN

a) This measurement provides the number of attempted inter 3G-SGSN SRNS Relocations, counted in the new 3G‑SGSN.

b) CC.

c) Receipt of "Forward Relocation Request" message (TS 29.060) from the old SGSN.

d) A single integer value.

e) RELOC.AttInterSGSNNew.

f) SgsnFunction.

g) Valid for packet switching.

h) UMTS.

5.3.3.2
Successful Inter 3G-SGSN SRNS Relocations, counted in the new 3G-SGSN

a) This measurement provides the number of successful Inter 3G-SGSN SRNS Relocations, counted in the new 3G‑SGSN.

b) CC.

c) Transmission of "Forward Relocation Complete" message (TS 29.060) to the old SGSN.

d) A single integer value.

e) RELOC.SuccInterSGSNNew.

f) SgsnFunction.

g) Valid for packet switching.

h) UMTS.

End of Change in Clause 5.3
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