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The following CRs were agreed by SA WG3 by e-mail on 2 September 2004 and are presented to TSG SA for approval.

	SA WG3 Doc number
	Spec
	CR
	Rev
	Phase
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	Cat
	Version-Current
	LI Group Doc number
	Work item

	S3-040693
	33.107
	044
	-
	Rel-6
	Correction on the use of session initiator parameter
	F
	6.2.0
	S3LI04_113
	SEC1-LI

	S3-040693
	33.107
	045
	-
	Rel-6
	ICE (Intercepting Control Elements), INE (Intercepting Network Elements) definition
	F
	6.2.0
	S3LI04_117r2
	SEC1-LI

	S3-040693
	33.107
	046
	-
	Rel-6
	Clarification to SMS interception
	F
	6.2.0
	S3LI04_128r2
	SEC1-LI

	S3-040693
	33.107
	047
	-
	Rel-6
	Replace SIP URL with SIP URI
	F
	6.2.0
	S3LI04_130r3
	SEC1-LI

	S3-040693
	33.108
	050
	-
	Rel-6
	Explanation concerning the Sequence Number
	F
	6.6.0
	S3LI04_103r3
	SEC1-LI

	S3-040693
	33.108
	051
	-
	Rel-6
	National ASN.1 parameter
	B
	6.6.0
	S3LI04_106r3
	SEC1-LI

	S3-040693
	33.108
	052
	-
	Rel-6
	Clarifying clause titles
	D
	6.6.0
	S3LI04_109r2
	SEC1-LI

	S3-040693
	33.108
	053
	-
	Rel-6
	Adding azimuth in location
	B
	6.6.0
	S3LI04_110r3
	SEC1-LI

	S3-040693
	33.108
	054
	-
	Rel-6
	Correction of the Subaddressing definitions
	C
	6.6.0
	S3LI04_115r2
	SEC1-LI

	S3-040693
	33.108
	055
	-
	Rel-6
	Correction to hi3DomainId definition
	F
	6.6.0
	S3LI04_124r7
	SEC1-LI

	S3-040693
	33.108
	056
	-
	Rel-6
	Correction of wrong use of abbreviations
	D
	6.6.0
	S3LI04_125r1
	SEC1-LI

	S3-040693
	33.108
	057
	-
	Rel-6
	Differences between subaddress sections in 33.108 and ETSI TS 101 671
	C
	6.6.0
	S3LI04_129r2
	SEC1-LI

	S3-040693
	33.108
	058
	-
	Rel-6
	Replace SIP URL with SIP URI
	F
	6.6.0
	S3LI04_132r2
	SEC1-LI

	S3-040693
	33.108
	059
	-
	Rel-6
	Corrections to References
	F
	6.6.0
	S3LI04_143r5
	SEC1-LI


