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6.2
Video

3G PS multimedia terminals offering video communication shall support ITU-T recommendation H.263 [6][19] baseline (Profile 0) Level 45. This is the mandatory video codec.

H.263 [6][19] version 2 Interactive and Streaming Wireless Profile (Profile 3) Level 45 should be supported. This is an optional video codec.

ISO/IEC 14496-2 [13] (MPEG-4 Visual) Simple Profile at Level 0b should be supported. This is an optional video codec.

A.1.1
H.263 video codec

H.263 was approved as a standard in 1996. Since then, version 2 and version 3 enhancing version 1 have been approved in 1998 and 2000 respectively. As of today, H.263 contains an extensive set of mandatory and optional coding tools. H.263 [6] annex X [19] defines codec profiles for various target environments.

The Baseline Profile (Profile 0) stands for H.263 with no optional modes of operation. It includes the basic coding tool set common in modern video coding standards. It provides simple means to insert resynchronisation points within the video bitstream, and, therefore, it enables recovery from erroneous or lost data.

The Version 2 Interactive and Streaming Wireless Profile (Profile 3) provides enhanced compression efficiency when compared to the Baseline Profile. Moreover, it provides enhanced error resilience for delivery to wireless devices. Specifically, Profile 3 includes the following optional coding modes:

1)
Advanced INTRA Coding (annex I). Use of this mode improves the compression efficiency for INTRA macroblocks (whether within INTRA pictures or predictively-coded pictures);

2)
Deblocking Filter (annex J). A deblocking filter improves image quality by reducing blocking artifacts. When compared to deblocking filtering performed as a postprocessing operation, the Deblocking Filter Mode reduces the amount of required memory, as no additional picture memory is needed for the filtered images. This mode also includes the four-motion-vector-per-macroblock feature and picture boundary extrapolation for motion compensation, both of which can further improve compression efficiency;

3)
Slice Structured Mode (annex K). This mode provides a flexible mechanism to insert resynchronisation points within the video bitstream for recovery from erroneous or lost data.

4)
Modified Quantisation (annex T). This mode enables flexible quantiser control that can be used in sophisticated bit-rate control algorithms. In addition, it improves chrominance fidelity.
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