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	S2-043911
	MBMS Broadcast Session Stop Procedure
	23.246
	72
	7
	F
	6.4.0
	Rel-6
	MBMS

	S2-043663
	Clarification of BM-SC functions
	23.246
	96
	5
	F
	6.4.0
	Rel-6
	MBMS

	S2-043392
	Change between supporting and non-supporting SGSN
	23.246
	105
	2
	F
	6.4.0
	Rel-6
	MBMS

	S2-043299
	Clarification of MBMS Service Area definition
	23.246
	108
	1
	F
	6.4.0
	Rel-6
	MBMS

	S2-043869
	MBMS Architecture Modification  - CBC Part
	23.246
	110
	3
	F
	6.4.0
	Rel-6
	MBMS

	S2-043848
	How to Avoid Overloading the Central Server after Sending Service Announcement
	23.246
	111
	3
	F
	6.4.0
	Rel-6
	MBMS

	S2-043391
	Correction for MBMS Multicast Deactivation Procedure
	23.246
	112
	2
	 F
	6.4.0
	Rel-6
	 MBMS

	S2-043393
	Corrections for Inter SGSN Serving RNS Relocation & Routing Area Update Cases
	23.246
	115
	2
	 F
	6.4.0
	Rel-6
	 MBMS

	S2-043293
	Guaranteed bitrate for Streaming MBMS
	23.246
	117
	1
	 F
	6.4.0
	Rel-6
	MBMS

	S2-043394
	Correction on MBMS Mulitcast Service Deactivation procedure
	23.246
	119
	2
	F
	6.4.0
	Rel-6
	MBMS

	S2-043850
	MBMS Charging Related Correction
	23.246
	122
	2
	F
	6.4.0
	Rel-6
	MBMS

	S2-043797
	MBMS Architecture Related Correction
	23.246
	123
	1
	F
	6.4.0
	Rel-6
	MBMS

	S2-043851
	General editorial correction for MBMS
	23.246
	124
	1
	D
	6.4.0
	Rel-6
	MBMS

	S2-043867
	Separate MBMS Sessions for 2G and 3G for same MBMS Bearer Service
	23.246
	126
	2
	F
	6.4.0
	Rel-6
	MBMS

	S2-043868
	MBMS UE context synchronisation
	23.246
	129
	3
	F
	6.4.0
	Rel-6
	MBMS

	S2-043800
	Delaying data transfer at session start
	23.246
	131
	1
	F
	6.4.0
	Rel-6
	MBMS

	S2-043866
	List of number of PMM-IDLE UEs per RA parameter for RAN
	23.246
	133
	2
	F
	6.4.0
	Rel-6
	MBMS

	S2-043803
	MBMS UE context via MBMS UE Linking procedure
	23.246
	134
	1
	F
	6.4.0
	Rel-6
	MBMS

	S2-043913
	Clarification of MBMS UE Linking handling
	23.246
	135
	2
	F
	6.4.0
	Rel-6
	MBMS


