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Change in Clause 2

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.101: "Telecommunication management; Principles and high level requirements".

[2]
3GPP TS 32.102: "Telecommunication management; Architecture".

[3]
3GPP TS 32.151: "Telecommunication management; Integration Reference Point (IRP) Information Service (IS) template".

[4]
3GPP TS 32.152: "Telecommunication management; Integration Reference Point (IRP) Information Service (IS) Unified Modelling Language (UML) repertoire".

[5]
ITU-T Recommendation M.3020: "TMN Interface Specification Methodology".

[6]
OMG IDL Style Guide, ab/98-06-03, June 17, 1998

[7]
3GPP TS 32.111-2: "Telecommunication management; Fault Management; Part 2: Alarm Integration Reference Point: Information Service (IS)".
End of Change in Clause 2

Change in Clause 4 – new subclause 4.7 after table 4.2

4.7
System context for Interface IRPs

Every Interface IRP on the Itf-N interface (e.g. Alarm IRP, Notification IRP, Basic CM IRP, Bulk CM IRP) is subject to a System Context as described in this subclause (also consistent with 3GPP TS  32.102 [2] clause 8).

Figure 4.6 and 4.7 identify system contexts of the Interface IRP in terms of its implementation, called IRPAgent, and the user of the IRPAgent, called IRPManager.  For a definition of IRPManager and IRPAgent, see 3GPP TS 32.102 [2]. 

Each IRPAgent implements and supports one or more IRPs.  The set of IRPs that is related to each Interface IRP is defined by the System Context subclause in each individual Interface IRP IS specification, e.g. subclause 4.2 in the Alarm IRP IS [7]. 

An NE can be managed via System Context A or B.  The criterion for choosing System Context A or B to manage a particular NE is implementation dependent.  An IRPAgent shall support one of the two System Contexts.  By observing the interaction across the Itf-N, an IRPManager cannot deduce if the EM and NE are integrated in a single system or if they run in separate systems.
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Figure 4.6: System Context A
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Figure 4.7: System Context B
End of Change in Clause 4 – new subclause 4.7 after table 4.2
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